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1 Introduction
ALICE (A Large Ion Collider Experiment) is designed to address the physics of strongly
interacting matter, and in particular the properties of the Quark-Gluon Plasma (QGP),
using proton–proton, proton–nucleus and nucleus–nucleus collisions at the CERN LHC.
The ALICE apparatus consists of a central barrel, a forward muon spectrometer, and a
set of small detectors for triggering and event characterisation. The apparatus allows for
a comprehensive study of hadrons, electrons, muons, photons and jets produced in heavy-
ion collisions. The Pb–Pb programme is accompanied by precision measurements from pp
and p–Pb collisions to provide a quantitative base for comparison with results from Pb–Pb
collisions. The ALICE scientific plans and organisation for the approved programme are
defined in the ALICE Physics Performance Report Vol. I [1] (scientific programme) and
Memorandum of Understanding [2] (the sharing of resources and responsibilities). An
updated description of the ALICE detector can be found in [3].
Prior to the start-up of the LHC heavy-ion programme, the nature of the QGP as an
almost-perfect liquid emerged from the experimental investigations at CERN SPS and
at BNL RHIC. ALICE has confirmed this basic picture, observing the creation of hot
hadronic matter at unprecedented values of temperatures, densities and volumes, and
exceeding the precision and kinematic reach of all significant probes of the QGP that had
been measured over the past decade. These physics results have been achieved by ALICE
after only two years of Pb–Pb running and one p–Pb run, demonstrating its excellent
capabilities to measure high-energy nuclear collisions at the LHC.
Despite this success there are several frontiers, including high precision measurements of
rare probes over a broad range of transverse momenta, for which the current experimental
setup is not yet fully optimised. The detector upgrades, combined with a significant in-
crease of luminosity, will enhance the physics capabilities of ALICE enormously. ALICE
is therefore preparing a major upgrade of its apparatus, planned for installation in the
second long LHC shutdown (LS2) in the years 2018–2019. The ALICE long-term physics
goals, its experimental strategy and the upgrade plans are discussed in the ALICE Upgrade
Letter of Intent [4]. The main physics topics addressed, which will be briefly discussed
in Sec. 1.1, require the measurement of heavy-flavour hadrons, quarkonia, and low-mass
dileptons at low transverse momenta, together with novel measurements of jets and their
constituents. Many of these measurements in Pb–Pb collisions are characterised by a
very small signal-over-background ratio, which calls for large statistics with un-triggered
running (“minimum-bias” data). For these measurements, the upgrade will provide an in-
crease of statistics of about two orders of magnitude with respect to the initial programme
until LS2. For the measurements that are currently based on rare triggers, the increase
in statistics will be of one order of magnitude. All of these measurements require also a
significant improvement in vertexing and tracking efficiency at low transverse momentum.
The upgrade strategy is based on the LHC plans to increase the luminosity of Pb–Pb
collisions progressively after LS2, eventually reaching an interaction rate of about 50 kHz,
i.e. instantaneous luminosity of L = 6× 1027 cm−2 s−1. In the proposed plan, the ALICE
detector will be upgraded to enable the read-out of all interactions and accumulate more
than 10 nb−1 of Pb–Pb collisions following LS2, corresponding to about 1011 interactions.
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The upgrades include:
• A new beampipe with smaller diameter;
• A new, high-resolution, low-material Inner Tracking System (ITS);
• Upgrade of the Time Projection Chamber (TPC), consisting of the replacement of
the wire chambers with Gas Electron Multiplier (GEM) detectors and new pipelined
read-out electronics;
• Upgrade of the read-out electronics of Transition Radiation Detector (TRD), Time
Of Flight detector (TOF), and Muon Spectrometer for high rate operation;
• Upgrade of the forward trigger detectors;
• Upgrade on the online systems and offline reconstruction and analysis framework.
These plans are presented in the ALICE Upgrade Letter of Intent. A new detector,
the Muon Forward Telescope (MFT), was recently proposed to add vertexing capabil-
ities to the current Muon Spectrometer. This proposal is contained in the Addendum
to the ALICE Upgrade Letter of Intent [5]. The MFT consists of five planes of silicon
pixel detectors placed in front of the hadronic absorber, covering the acceptance of the
Muon Spectrometer. The detector technology envisaged for the MFT is the same as that
proposed for the ITS.
This paper presents the upgrade of the Inner Tracking System. The primary focus of
the ITS upgrade is on improving the performance for detection of heavy-flavour hadrons,
and of the thermal photons and low-mass dileptons emitted by the QGP. It will be shown
that the new ITS will greatly improve the distance of closest approach to the primary
vertex, tracking efficiency at low transverse momenta, and read-out capabilities. This
document presents the detector specifications and layout, the R&D activities and technical
implementation of the main components, and detector and physics performance.
This chapter gives an overview of the physics objectives (Sec. 1.1); current ITS per-
formance and limitations (Sec. 1.2); and the design objectives and layout of the new ITS
(Sec. 1.3).
1.1 Physics objectives
The goal of the ALICE experiment is the study of the Quark-Gluon Plasma (QGP) state
of matter. Properties of the QGP that are accessible to experimental measurement include
initial temperature and transport coefficients. Measuring such characteristics would go a
long way towards a better understanding of QCD as a genuine multi-particle theory. To
achieve this goal, high statistics measurements are required, as these will give access to
the very rare physics channels needed to understand the dynamics of this condensed phase
of QCD.
The ALICE upgrade addresses the challenge of expected Pb–Pb interaction rates of up
to 50 kHz. A key requirement of the upgrade is to develop methods by which 50 kHz Pb–Pb
collisions can be inspected with the least possible bias. This implies shipping all data to
the online systems either continuously or utilising a minimum bias trigger. Full online
calibration, event reconstruction and event data reduction will allow for writing all events
on tape, with an overall online data reduction factor of about 20. Such an upgrade would
provide an accumulated sample in the order of 10 nb−1, which is the minimum needed for
the proposed physics programme. The upgrade physics programme is discussed in detail
in [4].
J. Phys. G: Nucl. Part. Phys. 41 (2014) 087002 The ALICE Collaboration
2
Heavy-flavour measurements are the primary scope of a new ITS with largely improved
tracking and read-out rate capabilities. The two main open questions concerning heavy-
flavour interactions with the QGP medium—along with the corresponding experimental
handles—are:
• Thermalisation and hadronisation of heavy quarks in the medium, which can be
studied by measuring the heavy-flavour baryon/meson ratio, the strange/non-strange
ratio for charm, the azimuthal anisotropy v2 for charm and beauty mesons, and the
possible in-medium thermal production of charm quarks.
• Heavy-quark in-medium energy loss and its mass dependence, which can be ad-
dressed by measuring the nuclear modification factors RAA of the pT distributions
of D and B mesons separately in a wide momentum range, as well as heavy flavour
production associated with jets.
The new measurements that will become possible with the ITS upgrade and 10 nb−1
include:
• D meson RAA and v2 down to zero pT;
• Ds meson RAA and v2 down to at least 2 GeV/c;
• Λc baryon RAA and v2 down to 2 GeV/c and 3 GeV/c, respectively;
• baryon/meson ratio for charm (Λc/D) down to 2 GeV/c;
• B meson RAA and v2 via non-prompt D0 measurement down to 2 GeV/c;
• B meson RAA and v2 via non-prompt J/ψ measurement down to 1 GeV/c;
• B meson fully-reconstructed decays (B+ → D0pi+) down to 2 GeV/c;
• Λb baryon reconstruction for pT > 7 GeV/c;
• D meson production within jets, both leading and sub-leading, and D meson frag-
mentation function over a broad momentum range.
In addition, the reduced material thickness and the improved tracking precision and
efficiency of the new ITS provide an essential contribution for a detailed measurement of
low-mass dielectrons. This measurement gives access to:
• Thermal radiation from the QGP, via real and virtual photons detected as dielec-
trons.
• In-medium modifications of hadronic spectral functions related to chiral symmetry
restoration, in particular for the ρ meson in its e+e− decay mode.
The production measurement of hypernuclear states, like 3ΛH →3 He + pi−, will also
largely benefit from the improved tracking resolution and the high envisaged integrated
luminosity.
In summary, the design goals that are instrumental for the physics programme are:
1. Highly efficient tracking, both in association with the TPC and in standalone mode,
over an extended momentum range, with special emphasis on very low momenta.
2. Very precise reconstruction of secondary vertices from decaying charm and beauty
hadrons.
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1.2 Current detector performance and limitations
The present ALICE ITS consists of six cylindrical layers of silicon detectors placed coaxi-
ally around the beam pipe. The layers are located at radii between 39 mm and 430 mm
and cover the pseudo-rapidity range |η| < 0.9 for vertices located within z = ±60 mm with
respect to the nominal interaction point (i.e. ±1σ of the luminous region). Within the
boundaries set by technological limitations and available funds, the number, position and
segmentation of the layers were optimised to achieve a high precision in the determination
of the charged particle distance of closest approach to the primary vertex and efficient
track finding in combination with the TPC. Therefore, the inner radius is the minimum
allowed by the radius of the beam pipe. The outer radius is determined by the necessity
to match tracks with those from the TPC. The first layer has a more extended pseudo-
rapidity coverage (|η| < 1.98) which, together with the Forward Multiplicity Detectors
(FMD), provides continuous coverage for the measurement of charged particle multipli-
city. As will be illustrated in Chap. 7 optimising the detector geometry to achieve the
highest standalone tracking efficiency would lead to an alternative configuration including
a larger number of layers and different radii.
As a result of the high particle density (the current system is designed for up to 100
particles per cm2 for Pb–Pb collisions at
√
sNN = 5.5 TeV), and in order to achieve the
required accuracy in the measurement of the track distance of closest approach, the first
two layers of the ITS are made of Silicon Pixel Detectors (SPD), while the two middle
layers are made of Silicon Drift Detectors (SDD). The two outer layers, where the track
density has fallen to one particle per cm2, are equipped with double-sided Silicon micro-
Strip Detectors (SSD). The four outer layers have analogue read-out and therefore can be
used for particle identification (PID) via dE/dx measurement in the non-relativistic (1/β2)
region. All detector elements were carefully optimised to minimise their radiation length,
achieving 1.1 % X0 per layer, the lowest value among all the current LHC experiments.
The performance of the present ITS for tracking and identifying charged particles in pp
and Pb–Pb collisions will be discussed in Chap. 7. The capabilities for heavy flavour de-
tection will be reviewed in Chap. 8. The precision of the present ITS in the determination
of the track distance of closest approach is adequate to study the production of charm
mesons in exclusive decay channels (e.g. D0 → Kpi and D+ → Kpipi) at values of trans-
verse momentum above 1 GeV/c. At lower transverse momenta, however, the statistical
significance of the measurement is insufficient for currently achievable datasets.
The challenge is even greater for charm baryons. The most abundantly produced charm
baryon (Λc) has a proper decay length (cτ) of only 60 µm. This is lower than the impact
parameter resolution of the present ITS in the transverse momentum range of the majority
of Λc daughter particles. Therefore, charm baryons are presently not measurable by ALICE
in central Pb–Pb collisions. For the same reasons as outlined above, the study of beauty
mesons, beauty baryons, and of hadrons with more than one heavy quark are also beyond
the capability of the current detector.
A crucial limitation of the present ITS detector is given by its limited read-out rate
capabilities. The ITS can run at a maximum rate of 1 kHz (with dead time close to
100 %), irrespective of the detector occupancy. For all physics channels that cannot be
selected by a trigger, this rate limitation restricts ALICE to use only a small fraction of
the full Pb–Pb collision rate of 8 kHz that the LHC presently can deliver and prevents the
collection of required reference data in pp collisions. Clearly the present ITS is inadequate
to fulfil the required rate capabilities envisaged for the ALICE long-term plans discussed
in the previous section.
Finally, the impossibility to access the present ITS detector for maintenance and repair
interventions during the yearly LHC shutdowns represents a major limitation in sustaining
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In this section, the key features of the ITS upgrade will be discussed and compared to the
present ITS, following the considerations presented in Sec. 1.1 and Sec. 1.2.
• First detection layer closer to the beam line: the reduction of the beampipe
diameter in the centre of the ALICE detector is one of the main ingredients to
improve the measurement of the impact parameter resolution. As will be discussed
in detail in Sec. 5.4.1, current studies indicate that it should be possible to arrive at
a beampipe inner radius of 17.2 mm, to be compared to the present value of 29 mm.
However, in this TDR a conservative number of 19.2 mm for the beampipe inner
radius is assumed. The wall thickness of the central Beryllium beampipe section is
assumed to be 0.8 mm. Using a smaller value of 0.5 mm is challenging due to possible
issues with gas tightness and mechanical stability.
• Reduction of material budget: reducing the material budget of the first detection
layer is particularly important for improving the impact parameter resolution. In
general, reducing the overall material budget will allow the tracking performance and
momentum resolution to be significantly improved. As will be shown in Chap. 4,
the use of Monolithic Active Pixel Sensors (MAPS) will allow the silicon material
budget per layer to be reduced by a factor of seven in comparison to the present ITS
(50 µm instead of 350 µm). A careful optimisation of the analogue front-end timing
specifications and read-out architecture will allow the power density to be reduced
by a factor of at least two. At the same time this will increase the pixel density by
a factor of 50.
The lower power consumption and a highly optimised scheme for the distribution of
the electrical power and signals will allow the material budget of the electrical power
and signal cables to be reduced by a factor of five. Mechanics, cooling and other
detector elements can also be slightly improved when compared to the present ITS
design. Combining all these new elements together, it should be possible to build a
detector with a radiation length of 0.3 % X0 per layer or better for the three Inner
Layers.
An example of the feasibility of such a design is represented by the STAR HFT
detector [6]. Achieving such a low material budget is particularly critical for the
first detection layer, since it affects strongly the impact parameter resolution at low
pT where the resolution is mainly determined by multiple Coulomb scattering.
• Geometry and segmentation: the studies presented in this document are based
on a detector consisting of seven concentric cylindrical layers covering a radial ex-
tension from 22 mm to 430 mm with respect to the beamline. The physics studies of
the benchmark channels presented in Chap. 8 are based on the assumption that all
layers are segmented in pixels with dimensions of 20 µm× 20 µm. However, as will
be illustrated in Chap. 7, the detector performance in terms of impact parameter
resolution and standalone momentum does not change significantly, if the cell size
for the inner layers would increase to 30 µm× 30 µm and the outermost four layers
would have a much lower granularity, for example 50 µm× 50 µm.
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• Measurement of energy loss: the new detector will not measure the ionisation in
the silicon layers. As will be shown in detail in Chap. 8, in order to assess the benefit
of PID capabilities, studies have been carried out on benchmark measurements of the
ALICE upgrade programme that should be most sensitive to low-momentum PID,
namely the low-mass di-electron analysis and the Λc → pKpi reconstruction. These
studies have shown that if the new ITS would preserve the same PID capabilities
as the current one, the benefit on the benchmark channels considered would be
marginal. Therefore, on this basis it is proposed to have a new ITS with binary
read-out without information on the charge signal amplitude. It is assumed that all
measurements that are being performed with the current detector using the ITS PID
(identified charged hadron spectra, flow and correlations) will have been completed
by the end of the LHC second run, before the ALICE upgrade scheduled for LS2.
Moreover, the possibility to use the information of the cluster size to identify light
hyper-nuclei is being studied (see Chap. 8).
• Read-out time: as mentioned in Sec. 1.2, the present ITS features a maximum
read-out rate of 1 kHz. The new detector is designed to be able to read the data
related to each individual interaction up to a rate of 100 kHz for Pb–Pb collisions and
400 kHz for pp collisions, a factor two higher than the ALICE upgrade requirements.
The read-out architectures that allows such rates to be achieved are presented in
Chap. 6.
On the basis of the above considerations, the baseline solution for the layout of the
ITS upgrade is to replace the existing ITS detector in its entirety with seven concentric
layers of pixel detectors. Monolithic Active Pixel Sensors (MAPS) implemented using
the 0.18 µm CMOS technology of TowerJazz have been selected as the technology for all
layers. The basic MAPS element is the Pixel Chip. It consists of a single silicon die of about
15 mm× 30 mm, which incorporates a high-resistivity silicon epitaxial layer (sensor active
volume), a matrix of charge collection diodes (pixels) with a pitch of the order of 30 µm,
and the electronics that perform signal amplification, digitisation and zero-suppression.
Only the information on whether or not a particle was crossing a pixel is read out. The
main functional elements of the new ITS are introduced in the following section, while its
main geometrical parameters are listed in Tab. 1.1.
As will be shown in Chap. 7, a new silicon tracker featuring the characteristics listed
above will enable the track position resolution at the primary vertex to be improved by
a factor of three or greater. The standalone tracking efficiency would be comparable to
what can be presently achieved by combining the information of the ITS and the TPC,
but extended to much lower values of transverse momentum. The relative momentum
resolution of the silicon tracker standalone would be about 4 % up to 2 GeV/c and remain
below 6 % up to 20 GeV/c.
1.3.2 Detector layout overview
The geometry and requirements of the new ITS provide a natural grouping of the seven
layers in two separate barrels (Inner Barrel and Outer Barrel), each with different spe-
cifications, as shown in Figs. 1.1 and 1.2. The Inner Barrel consists of the three innermost
layers, also referred to as Inner Layers (Layers 0 to 2), while the Outer Barrel contains the
four outermost layers, also referred as Outer Layers (Layers 3 to 6). The ITS layers are azi-
muthally segmented in units named Staves, which are mechanically independent. Staves
are fixed to a support structure, half-wheel shaped, to form the Half-Layers. The term
Stave will be used to refer to the complete detector element. It consists of the following
main components:
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Table 1.1: Geometrical parameters of the upgraded ITS.
Inner Barrel Outer Barrel
Inner Layers Middle Layers Outer Layers
Layer 0 Layer 1 Layer 2 Layer 3 Layer 4 Layer 5 Layer 6
Radial position
(min.) (mm)
22.4 30.1 37.8 194.4 243.9 342.3 391.8
Radial position
(max.) (mm)
26.7 34.6 42.1 197.7 247.0 345.4 394.9
Length (sensitive
area) (mm)
271 271 271 843 843 1475 1475
Pseudo-rapidity
coveragea
±2.5 ±2.3 ±2.0 ±1.5 ±1.4 ±1.4 ±1.3




Nr. Pixel Chips 108 144 180 2688 3360 8232 9408
Nr. Staves 12 16 20 24 30 42 48
Staves overlap in
rφ (mm)
2.23 2.22 2.30 4.3 4.3 4.3 4.3
Gap between chips
in z (µm) 100
Chip dead area in
rφ (mm)
2
Pixel size (µm2) (20− 30)× (20− 30) (20− 50)× (20− 50)
a The pseudorapidity coverage of the detector layers refers to tracks originating from a collision at
the nominal interaction point (z = 0).
• Space Frame: truss-like lightweight mechanical support structure for the single
stave based on composite material (carbon fiber).
• Cold Plate: carbon ply that embeds the cooling pipes.
• Hybrid Integrated Circuit: assembly consisting of the polyimide flexible printed
circuit (FPC) on which the Pixel Chips (2× 7) and some passive components are
bonded.
• Half-Stave: the Stave of the Outer Barrel is further segmented in azimuth in two
halves, named Half-Stave. Each Half-Stave consists of a number of modules glued
on a common cooling unit.
• Module: The Staves of the Outer Barrel are further segmented longitudinally to
Modules. Each Module consists of a Hybrid Integrated Circuit that is glued onto a
carbon plate (Module Plate).
The Staves for the Inner Barrel and the Outer Barrel are illustrated schematically in
Fig. 1.3.






Figure 1.1: Layout of the new ITS detector.
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Figure 1.2: Schematic view of the cross section of the Inner Barrel (left) and Outer Barrel
(right).
1.3.3 Experimental conditions
The experimental conditions in terms of interaction rates and particle multiplicity, which
have been used as basis for the definition of the detector specifications and simulation of
its performance, are presented below.
Table 1.2 summarises the expected maximum hit densities for primary and secondary
charged particles. An additional contribution to the overall particle load comes from e+e−
pairs generated in the electromagnetic interaction of the crossing ion bunches. These
will be referred to as QED electrons. The latter contribution depends on the detector
integration time.













Figure 1.3: Schematic drawing of the Inner Barrel (left) and Outer Barrel (right) Staves.
Table 1.2: Expected maximum hit densities and radiation levels (see text for details).
Particle fluxes Radiation doses
Layer Radius Prim. & sec. particlesa QED electronsb NIELc TIDc
(mm) (cm−2) (cm−2) (1 MeV neq/cm2) (krad)
0 23 30.4 6.02 9.2× 1012 646
1 32 20.4 3.49 6.0× 1012 380
2 39 14.9 2.35 3.8× 1012 216
3 196 1.0 2.1 × 10−2 5.4× 1011 15
4 245 0.7 9.0 × 10−3 5.0× 1011 10
5 344 0.3 1.3 × 10−3 4.8× 1011 8
6 393 0.3 4.0 × 10−4 4.6× 1011 6
a maximum hit densities in central Pb–Pb collisions (including secondaries produced in material)
b for an integration time of 10 µs, an interaction rate of 50 kHz, a magnetic field of 0.2 T and
pT > 0.3 MeV/c; a magnetic field of 0.2 T, which is planned for a run dedicated to the measurement
of low-mass di-electrons, corresponds to the worst case scenario in terms of detector occupancy
c including a safety factor of ten
The expected radiation doses and hadron fluences for the upgraded ITS detector are
computed for the following integrated luminosities, which correspond to the target stat-
istics needed for the proposed physics studies:
• 8× 1010 Pb–Pb inelastic collisions;
• 1× 1011 p–Pb inelastic collisions;
• 4× 1011 pp inelastic collisions.
A conservative safety factor of ten is further applied to take into account uncertainties on
the beam background, possible beam losses, inefficiency in data taking and data quality
requirements. The expected radiation levels are summarised in Tab. 1.2. As will be ex-
plained in Chap. 2, the technology adopted for the new ITS Pixel Chip shows no significant
performance degradation when exposed to these radiation levels even when operated at
room temperature.
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1.3.4 Document summary
Chapter 2 deals with the R&D activities on the Pixel Chip. It first covers the most relevant
characteristics of the CMOS technology adopted for the implementation of the Pixel Chip
and the principle of operation of MAPS. The main requirements of the Pixel Chip for the
new ITS are then introduced and compared with the specifications of the pixel chip recently
developed for the STAR HFT detector. The design and experimental characterisation of
several prototype circuits, which were developed to optimise the different parts of the final
Pixel Chip, are presented in detail. The chapter concludes with an outlook on the R&D
needed to complete the development of the Pixel Chip.
Chapter 3 covers several aspects related to the Pixel Chip production testing and quality
assurance. The procurement and qualification of the silicon wafers used for the fabrication
of the Pixel Chip, with special focus on the aspects related to the thickness and resistivity
of the epitaxial layer, the R&D on thinning and dicing and first ideas on the Pixel Chip
series test are presented.
Chapter 4 presents the design and characterisation of the full-scale prototypes of the
Staves for the Inner Barrel and Outer Barrel. The prototypes developed so far are equipped
with dummy silicon chips, and their characterisation covers only the mechanical and
thermal aspects.
The detector’s overall layout and services, and its integration in the ALICE central
barrel are discussed in Chap. 5. This chapter deals also with the aspects related to the
precision and stability with which the relative position of the detector modules can be
defined, and with the alignment of the overall detector with respect to the beampipe and
the other ALICE detectors.
The complete read-out chain, from the Pixel Chip to the ALICE DAQ system, is dis-
cussed in Chap. 6.
The detector performance and physics studies, which are based on Monte Carlo simu-
lations that include the transport of particles in a detailed model of the new detector, are
presented in Chap. 7 and 8 respectively.
Finally, Chap. ?? presents the project time schedule, organisation, cost estimate and
preliminary sharing of responsibilities among the participating institutes.
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2 Pixel Chip
The particle sensors and the associated read-out electronics to be used for vertexing and
tracking detection systems in particle physics experiments have very demanding require-
ments in terms of granularity, material thickness, read-out speed, power consumption
and radiation hardness. The development of sensors based on silicon (Si) semiconductor
technology and of read-out electronics based on CMOS technology (application-specific in-
tegrated circuits, ASICs) in the 1980s revolutionised the implementation of such detection
systems. This technology can be used to match the majority of the above requirements.
Given this, Si microstrip and pixel sensors are at the heart of the majority of particle
tracking systems used in particle physics experiments today. Nevertheless, compromises
exist in the implementation of this technology. Perhaps the most significant is the in-
terface between the sensor and the read-out electronics, i.e. they are typically separate
components. For example, the state-of-the-art Si pixel detectors used in the innermost
layers of the LHC experiments ATLAS, CMS, LHCb and ALICE all consist of Si pixel
sensors bump-bonded to CMOS read-out electronics. This technology can be optimised
by thinning both sensor and read-out ASIC as well as reducing the bump-bonding pitch as
much as possible. Nevertheless there are technical limitations and these are close to being
reached with the present detectors. To go beyond these limitations and construct detec-
tion systems with, for example higher granularity and less material thickness, requires
the development of new technology. The optimal way to achieve this is to integrate both
sensor and read-out electronics to create a single detection device. This is the approach
taken with CMOS Monolithic Active Pixels Sensors (MAPS).
Over the last 15 years, extensive R&D has been carried out on MAPS. This has brought
the technology to the level where it is now, a viable option for vertexing and tracking de-
tection systems in particle and nuclear physics. The technology can meet the majority of
the requirements of such systems. There are limitations, however; most significantly its
limited radiation tolerance and moderate read-out time. It is, however, a very promising
technology for heavy-ion experiments such as ALICE, which have less stringent radiation
tolerance and read-out time requirements. It is also in such experiments, where measure-
ments at low transverse momentum are crucial, that the advantages of MAPS technology
are readily seen. The first large scale application of MAPS technology in a collider exper-
iment is to the STAR PXL detector, currently under construction as an upgrade to the
STAR detector at RHIC. The first three sectors have recently been successfully installed
and the full PXL detector will be commissioned in early 2014.
Unfortunately the technology used for STAR (the ULTIMATE sensor developed by
the IPHC PICSEL group in 0.35 µm technology) does not meet the specifications for the
ALICE ITS upgrade, particularly in terms of read-out time. In principle, this limitation
can be overcome by using the 0.18 µm technology of TowerJazz as described below.
We have addressed the radiation hardness of the sensors implemented using the Tower-
Jazz technology, the design of optimised pixel cells and of low-power read-out architectures
using several existing and new prototypes. New ALICE prototype sensors incorporating
four different architectures have been designed and fabricated, and first tests performed.
In this chapter, we shall first describe the most relevant features of the CMOS technology
selected for the implementation of the Pixel Chip (Sec. 2.1) and explain the principle
of operation of such a sensor (Sec. 2.2). We shall then discuss the requirements for the


















Figure 2.1: Schematic cross section of a MAPS pixel in the TowerJazz 0.18 µm imaging
CMOS with the deep p-well feature.
ALICE ITS Pixel Chip (Sec. 2.3) and briefly present the specifications of the STAR pixel
detector, which is the first large-scale application of CMOS sensors in a HEP experiment
(Sec. 2.4). It will be shown that the state-of-the-art MAPS do not fulfil the ALICE ITS
requirements, which motivates the development of new architectures (Sec. 2.5). Several
prototypes have been developed to optimise the different parts of the Pixel Chip. The
prototypes and their characterisation are presented in Sec. 2.6. All aspects related to the
radiation hardness of the technology and the specific circuits implemented in the ALICE
Pixel Chip are discussed in Sec. 2.7. The chapter concludes with a summary (Sec. 2.8),
giving the prospect for the development of the final chip.
2.1 Detector technology
The 0.18 µm CMOS technology by TowerJazz has been selected for the implementation of
the Pixel Chip for all layers of the new ITS. Figure 2.1 shows a schematic cross section
of a pixel in this technology. In the following section, we discuss the main features that
make this technology suitable, and in some respect unique, for the implementation of the
ITS Pixel Chip.
• Due to the transistor feature size of 0.18 µm and a gate oxide thickness below 4
nm, it is expected that the CMOS process is substantially more robust to the total
ionising dose than other technologies (such as 0.35 µm) employed up to now as the
baseline for the production of CMOS sensors in particle physics applications.
• The feature size and the number of metal layers available (up to six) are adequate
to implement high density and low power digital circuits. This is essential since a
large part of the digital circuitry (e.g. memories) will be located at the periphery of
the pixel matrix and its area must be minimised to reduce the insensitive area as
much as possible.
• It is possible to produce the chips on wafers with an epitaxial layer of up to 40 µm
thickness and with a resistivity between 1 kΩ cm and 6 kΩ cm. With such a resistivity,
a sizeable part of the epitaxial layer can be depleted. This increases the signal-to-
noise ratio and may improve the resistance to non-ionising irradiation effects.
• The access to a stitching technology allows the production of sensors with dimensions
exceeding those of a reticle and enables the manufacturing of die sizes up to a single
die per 200 mm diameter wafer. As a result, insensitive gaps between neighbouring
chips disappear and the alignment of sensors on a Stave is facilitated. This option
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has not yet been exploited by the prototypes, but is foreseen as an option for future
large-scale chips.
• The availability of a deep p-well option allows the production of pixel structures
with significantly enhanced functionality.
The last point is a unique feature of this process and can be key to enable low-power read-
out architectures. In standard implementations, the sensing diode is an n-well normally
used as the substrate of PMOS transistors. As a consequence, only NMOS transistors
can be used in the pixel area. In fact, any PMOS transistor requires an additional n-
well that competes with the sensing diode in collecting the signal charge. The front-end
electronics located in the pixel must fully rely on NMOS devices, so only simple, low-gain
amplifiers or source followers can be implemented. Hit discrimination, which requires more
sophisticated signal processing, cannot be performed at the pixel level and the full matrix
must be scanned during the read-out phase. A few alternatives have been proposed to
allow the use of PMOS in the pixel, like the use of deep n-well and of high voltage CMOS
technologies. However, both options lead to a significant increase of the capacitance of the
sensing electrode. Therefore, the power consumption in the front-end must be increased
accordingly to preserve an adequate signal-to-noise ratio. The use of a deep p-well in the
region where the front-end electronics is foreseen circumvents this problem (cf. Fig. 2.1).
The n-wells that accommodate the PMOS transistors are fabricated on top of the deep
p-well. The signal electrons are reflected by the electric potential at the junction between
the epitaxial layer and the deep p-well and can be collected only by the sensing diode. Its
size can then be tailored to optimise the charge collection efficiency and the signal-to-noise
ratio, while full CMOS front-end electronics can be put in the pixel. The effectiveness of
the deep p-well approach has already been demonstrated and circuits with complex front
ends similar to those used for hybrid sensors read-out have already been produced. The
focus of the ALICE R&D is on assessing the radiation hardness and on studying the
deep p-well approach in order to design circuits that minimise power consumption and
integration time.
2.2 Principle of operation
2.2.1 Particle detection
As indicated in Fig. 2.1, when a charged particle traverses the silicon sensor’s active
volume, it liberates charge carriers (electrons and holes) in the semiconductor material.
The released charge is then collected by electrodes that reveal not only the presence of a
particle but also—due to a fine segmentation—its impinging point onto the sensor. The
nature and quantitative behaviour of the charge collection mechanism are functions of the
material properties (resistivity or doping level/profile) and geometry (thickness of sensitive
material, pixel pitch, electrode shape) as well as the electric field configuration (electrode
potential and geometry) of the sensor. The amount of deposited charge depends on the
particle species and its momentum (Bethe-Bloch). Minimum ionising particles (MIPs,
e.g. 0.5 GeV/c pions), which define the requirement on the minimal detectable charge,
typically release some 60 electrons per 1 µm path length in thin silicon layers [7].
An extensive R&D program is carried out to optimise the charge generation, collection
and its transformation into an electrical signal. Different substrate materials have been
considered. They consist of an epitaxial layer grown on top of a low-resistivity silicon wafer
used for standard CMOS manufacturing. The resistivity and thickness of the epitaxial
layer range from 1 kΩ cm to 6 kΩ cm and from 18 µm to 40 µm, respectively. The possibility
of using high-resistivity Czochralski wafers, with a resistivity larger than 1 kΩ cm, is also
J. Phys. G: Nucl. Part. Phys. 41 (2014) 087002 The ALICE Collaboration
13
(a) −1 V, 1013 cm−3 (b) −6 V, 1013 cm−3 (c) −1 V, 1012 cm−3 (d) −6 V, 1012 cm−3
Figure 2.2: Semiconductor device simulations of the different settings of total diode
reverse bias and epitaxial layer doping. The diode is made of a 3 µm× 3 µm square n-well,
which has a 0.5 µm spacing to the surrounding p-well. Shown is one eighth of the total
pixel. The colour code shows logarithmically the absolute value of the electrical field, and
the white line indicates boundaries of the depletion region.
being studied. More details on the properties of the substrate materials used for the
manufacturing of the CMOS Pixel Chips are given in Sec. 3.1. For the optimisation of the
pixel layout an extensive set of different structures with different read-out circuits were
developed and characterised, namely the MIMOSA-32/-34 (Sec. 2.6.2), CHERWELL-1
(Sec. 2.6.3) and Explorer (Sec. 2.6.4) families. The latter is designed to allow reverse bias
on the substrate, increasing the reverse voltage on the collection diode up to −8 V with
respect to the typical values of −0.8 V to −1.6 V used in this technology.
The influence of the different geometries and starting materials has been studied by
semiconductor device simulations. While a quantitative prediction is very difficult to
achieve since it depends on the precise knowledge of doping profiles, it gives some qual-
itative insights. Figure 2.2 shows the depleted volume inside the pixel cell for different
configurations.
Another important aspect of the detection circuitry is the noise originating mainly from
the input capacitance (kTC noise) and the small input transistor (in particular random
telegraph signal noise, RTS noise). kTC noise is created by resetting the collection elec-
trode, i.e. by recharging the diode capacitance. One way to mitigate this noise contribution
is to measure the voltage signal on the diode twice and subtract the value of the first meas-
urement from the second one (correlated double sampling, CDS). The RTS noise is known
to depend on the transistor geometries and type (NMOS or PMOS) and different layouts
are under study to identify the best performing one. RTS noise typically diminishes when
increasing the size, which however also increases the capacitance; some trade-off between
gain and noise needs to be made. Additional so-called shot noise is caused by the leakage
of the collection node. Its magnitude is proportional to the square root of the number of
leaked electrons and hence does not only depend on the electrode geometry but also on
the integration time.




















2T structure 3T structure
Figure 2.3: Simplified schematic drawing of the 2T and 3T pixel structures, as used in
the rolling-shutter read-out scheme.
2.2.2 Read-out
The traditional MAPS in-pixel circuits are the so called 2T and 3T structures (Fig. 2.3).
The pixel electrode is connected to a source follower (M1) that buffers the analogue voltage
signal. A second transistor (M2) is used as a switch to select the output of the buffer and
make it available to the corresponding column line, such that it can be read out at the end
of column circuitry. A variation of this circuit is the so-called 3T structure that includes
an extra transistor (M3) to actively reset the pixel. The way such an arrangement is read
out is called a rolling-shutter read-out (cf. Fig. 2.4): rows are read out one after the other
by selecting the row switches (M2) and—in case of 3T—applying the reset pulse shortly
after. In this way each row integrates the signal between two consecutive passings of
the row-select signal (the shutter) and each row is essentially continuously sensitive. The
biggest advantages of this architecture are the very small number of transistors needed
within each pixel and that it can be implemented with transistors of the same polarity,
which is a requirement in standard CMOS imaging processes.
In the scope of the ALICE ITS upgrade, the only information of relevance is whether
or not a particle is crossing a pixel. This information is obtained by applying a threshold
to the analogue signal of a collection node. Where and how this is done is where the
proposed architectures differ the most.
The most common way to get the binary information is to use the rolling-shutter ar-
chitecture and place a comparator at the end of column. This technique is followed by
MISTRAL (Sec. 2.5.1) which, however, takes advantage of the smaller feature size and
reads out two rows at once, speeding up the read-out process by a factor of two and halv-
ing the integration time. Due to the small feature sizes, a variation to this arrangement
becomes available: one may place the comparator inside the free area of several pixels (as
done by CHERWELL, Sec. 2.5.3). One may even place a single comparator within each
pixel (as done by ASTRAL, Sec. 2.5.2). The big advantage of the last structure is that
the analogue signal is propagated over a short distance, reducing the capacitive load on
the line drivers, hence reducing the power consumption and increasing the read-out speed.
ASTRAL is still using a rolling shutter to read out the fired pixels, but the column drivers
now drive digital signals, which requires less power.
When the digital information is available in the pixel itself, one may consider other read-
out schemes as well. One prominent example is a data-driven read-out in which the digital
outputs of the pixels are fed into an encoder circuit that generates directly the address of
a hit pixel. This can, in turn, be used to reset this pixel and go to the next valid one;
the procedure is iterated until all pixels are read out. The big advantage, in addition to
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Figure 2.4: Principle of the rolling-shutter read-out scheme.
the low power consumption, is the fast read-out time. This approach is followed by the
ALPIDE development (Sec. 2.5.4).
It is important to note that the way the read-out is performed in the rolling-shutter
architecture implies that the sensor is always integrating for a full shutter period, which
typically ranges between 30 µs (MISTRAL, CHERWELL) and 20 µs (ASTRAL). Signals
from all events within this time are integrated, which leads to pile-up in case of large
bunch-crossing rates. A certain amount of pile-up can be tolerated since the global ALICE
tracking can separate hits from tracks belonging to different events based on the inform-
ation of other detectors (studied in Chap. 7). In the case of the ALPIDE chip, different
read-out schemes are followed. In its default mode of operation a global strobe signal is
used to capture the output of the comparator front end into a local memory. The effective
integration time is about 4 µs and is given by the shaping time of the front end.
2.3 General requirements
The physics objectives and the design goals outlined in Chap. 1 have led to the following
requirements for the Pixel Chip:
• Silicon thickness: To minimise its contribution to the overall material budget of
the ITS, it is desirable to make the chip as thin as possible. The minimal thickness is
determined by the epitaxial layer height (nominal value is 18 µm) plus the height of
the CMOS stack (around 10 µm). The fabrication of such a chip is done by thinning a
standard-height wafer from the back. To remain within a safety margin, a thickness
of 50 µm is required.
• Intrinsic spatial resolution: The performance of the ITS upgrade and in par-
ticular its capability to separate secondary vertices of heavy flavour decays is de-
termined by the impact parameter resolution. This is a convolution of the primary
vertex resolution and the track pointing resolution and it is mainly determined by
the performance of the Inner Barrel. An intrinsic spatial resolution of 5 µm (10 µm)
for the Inner (Outer) Barrel is required.
• Chip dimensions: The TowerJazz 0.18 µm CMOS technology allows for a max-
imum chip length of 30 mm in z-direction. A longer sensor would require the use
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of stitching technologies. The limitation of the chip width to 15 mm was motiv-
ated by geometrical considerations. For such width the deviation of the distance of
each pixel from the nominal radius of each layer, the number of azimuthal segments
and the deviation from an azimuthally vertical incidence angle are kept reasonably
small. A chip size of 15 mm× 30 mm has consequently been chosen as baseline chip
dimension.
For the Outer Layers it might turn out beneficial to have a differently sized chip. In
particular, a rotated chip with a length of 30 mm in rφ direction is an interesting
option since it would reduce the needed overlap of the Outer Layers. This would,
however, require the development of a modified chip for the Outer Layers with respect
to the one adopted for the Inner Layers. This is not pursued by solutions presented
below, but is the kept as a future development option.
• Maximum dead area: To assure a hermetic detector configuration, overlaps of
the chips are foreseen in rφ to allow for placing digital circuitry at their boundaries.
This leads to localised increases of the material budget and thus needs to be minim-
ised. In z there is no such overlap foreseen and the dead area has a more stringent
requirement. The performance simulations have been performed assuming a dead
area of 2 mm in rφ- and 25 µm in z-direction.
• Power density: The maximum tolerable material budget puts severe limitations
on the amount of material that can be used for power distribution and detector
cooling. The power density on the sensor has thus to be brought to a minimum
and should not exceed 300 mW cm−2 for the Inner Layers and 100 mW cm−2 for the
Outer Layers, in order to be compatible with the material budget requirement of
0.3 % X0 and 0.8 % X0, respectively.
• Integration time1: In order to cope with interaction rates of up to 50 kHz for Pb–
Pb and up to 400 kHz for pp collisions, the maximum acceptable sensor integration
time is about 30 µs in order to limit pile-up effects and a consequent loss of tracking
efficiency (see Chap. 7).
• Dead time at 50 kHz interaction rate: A dead time of 10 % at 50 kHz Pb–Pb
interaction rate can be tolerated. On-chip memories and bandwidths must be di-
mensioned such that they can cope with the expected occupancy level.
• Detection efficiency and fake hit rate: A detection efficiency of at least 99 %
and a fake hit rate of not more than 10−5 per pixel and event are necessary to achieve
the required track reconstruction performance.
• Radiation hardness: In order to ensure full functionality, especially for the ITS
Inner Layers, the pixel detectors will have to be tolerant against the radiation levels
expected for the innermost Layer (radius of 22 mm) of 700 krad of Total Ionising Dose
(TID) and a fluence of 1013 1 MeV neq/cm
2 of Non-Ionising Energy Loss (NIEL),
including a safety factor of ten for a collected data set corresponding to 10 nb−1
Pb–Pb and 6 pb−1 pp, and 50 nb−1 p–Pb collisions.
The main requirements are summarised in Tab. 2.1. The implementation of a MAPS
detector matching these requirements greatly benefits from development efforts carried
out for the STAR HFT detector, as explained in the next section.
1The architecture dependent read-out time will be discussed in the sections describing the ALICE devel-
opments.
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Table 2.1: Pixel detector general requirements.
Parameter Inner Barrel Outer Barrel
Max. silicon thickness 50 µm
Intrinsic spatial resolution 5 µm 10 µm
Chip size 15 mm× 30 mm (rφ× z)
Max. dead area on chip 2 mm (rφ), 25 µm (z)
Max. power density 300 mW/cm2 100 mW/cm2
Max. integration time 30 µs
Max. dead time 10 % at 50 kHz Pb–Pb
Min. detection efficiency 99 %
Max. fake hit rate 10−5
TID radiation hardnessa 700 krad 10 krad
NIEL radiation hardnessa 1013 1 MeV neq/cm
2 3× 1010 1 MeV neq/cm2
a This includes a safety factor of ten.
2.4 STAR pixel detector
The STAR Heavy Flavor Tracker (HFT) is conceived with a similar purpose as the up-
graded ITS in ALICE, to construct a state-of-the-art silicon micro vertex detector, capable
of displaced vertex identification in heavy-ion collisions below 50 µm, opening the way to
precision charm and beauty physics. The STAR HFT is the first vertex detector based
on MAPS. The first three sectors were installed in May 2013 in the STAR experiment at
RHIC and tested in an engineering run with proton and light ion beams, while the full
pixel detector will be commissioned in early 2014.
The two innermost layers form the PXL detector [8] and consist of high resolution
MAPS, the ULTIMATE (MIMOSA-28) sensors [9] developed at IPHC CNRS. The UL-
TIMATE sensor is manufactured in the AMS 0.35 µm OPTO process, consisting of 928
rows and 960 columns (active area of 3.8 cm2, integration time 190 µs) with binary output
and integrated zero suppression logic. The pixels have a 15 µm thick epitaxial layer with
a resistivity of above 400 Ω cm and a pixel pitch of 20.7 µm. The ULTIMATE architecture
is based on a column-parallel (rolling-shutter) read-out with amplification and correlated
double sampling (CDS) inside each pixel [10]. Each column is terminated by a high preci-
sion discriminator and read out in a rolling-shutter mode with 200 ns per row [11], yielding
a power dissipation of about 150 mW cm−2. The discriminator outputs are processed by
an integrated zero suppression logic and the results are stored in two memories, allowing a
continuous read-out and 320 Mbit s−1 data throughput capability. The ULTIMATE sensor
can cope with a hit rate density of about 106 cm−2 s−1.
While the ULTIMATE sensor characteristics are not orders of magnitude far from the
ALICE requirements, further developments are needed to meet the ALICE requirements
in terms of read-out time.
2.5 ALICE developments
The wide spectrum of possible implementations offered by the TowerJazz technology is
being explored by four different design streams. The main operational features of these
designs are summarised and contrasted in Tab. 2.2 and a description of the main design
features of the four circuits is given below.
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Table 2.2: Chip design options.
Architecture Pitch Integration time Power consumption
(discriminator, read-out) (rφ× z) (µm2) (µs) (mW cm−2)
MISTRAL





(in-pixel, rolling-shutter) 36× 31 60
CHERWELL
20× 20 30 90
(in-strixela , rolling-shutter)
ALPIDE
28× 28 4 < 50
(in-pixel, in-matrix sparsification)
a A strixel is a 128-pixel column over which the electronics are distributed.
2.5.1 MISTRAL
MIMOSA sensors have been developed at IPHC since the late nineties and within a part-
nership with Irfu (Saclay) since the early 2000. MISTRAL will be built on the experience of
the ULTIMATE (MIMOSA-28) chip [9, 10], designed for and operated in the STAR-PXL
detector, with improved hit rate capability, pixel dimension and integrated circuitry.
The design is based on a column parallel (rolling-shutter) read-out with amplification
and correlated double sampling (CDS) inside each pixel, where a prototype in-pixel circuit
is shown in Fig. 2.5a. A single MISTRAL chip has a surface 1.5 cm× 3.0 cm containing 375
rows and 1300 columns. The sensor is built from three independent Full Scale Building
Blocks (FSBB) as shown in Fig. 2.5c. The target pixel size is about 22 µm× 33.3 µm,
providing a single point resolution of about 5 µm. These values result from the necessary
balance between the required spatial resolution, which favours small pixels, and read-out
speed, which tends to minimise the number of rows. Moreover, the columns need to be
wide enough to allow implementing two discriminators at each column end, a configuration
imposed by the simultaneous read-out of two rows.
MISTRAL will be equipped with column level discriminators allowing simultaneous two-
row read-out in rolling-shutter mode to achieve the full matrix read-out in about 30 µs.
This architecture is intrinsically nearly dead time free, since all the pixels remain sensitive
during the readout period (also referred to as the integration time) and all the hits are
registered. In case the integration time is larger than the mean time between collisions,
event pile-up can occur. The rolling-shutter architecture leads to low power consumption,
since only two rows are read out and powered at a time. The power consumption of the
MISTRAL architecture is expected to be about 200 mW cm−2. The first prototypes built
in the TowerJazz technology were MIMOSA-32 and MIMOSA-32ter, fabricated and tested
in 2012; their characterisation is presented in the ITS CDR [12].
The discriminator outputs will be processed through an integrated zero suppression
logic: SUZE-02, that will provide the downstream part of both MISTRAL and ASTRAL.
The data is stored in a memory of four SRAM blocks (32× 512 bits), capable of holding
about 600 clusters per frame on average and allowing either continuous or triggered read-
out. The data is serialised onto a high speed serial link, with a maximum SUZE-02 output
rate of 640 Mbit s−1.
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(d) ASTRAL layout
Figure 2.5: Schematic circuit and layout diagrams of MISTRAL and ASTRAL architec-
tures.
2.5.2 ASTRAL
The second chip under development at IPHC, called ASTRAL (AROM sensor for the
inner tracker of ALICE) is an alternative design to the MISTRAL development, based
on a concept intrinsically faster and less power consuming. The ASTRAL design is de-
rived from the ULTIMATE architecture as well, complemented with accelerated read-out
based on the AROM (accelerated read-out MIMOSA) concept: exploiting the advantage
of the TowerJazz technology, signal discrimination is embedded in each pixel, as shown in
Fig. 2.5b. As a consequence, the analogue signals driving over centimetre long traces are
replaced by digital signals.
This architecture has at least three advantages. The first one is a doubling of the pixel
read-out frequency. The second is the power consumption reduction, the static current
consumption per pixel being reduced from 120 µA to 15 µA. The third is a shrinking of the
peripheral circuitry dimensions; i.e. the surface reserved for column-level discriminators in
former sensors is removed, as shown in Fig. 2.5d.
Two variants of the sensor are considered, one (ASTRAL-IN) optimised for the Inner
Layers which privileges spatial resolution and one (ASTRAL-OUT) best suited to the
Outer Layers, where the relaxed requirement on the spatial resolution is used to further














(b) CHERWELL strixel layout
Figure 2.6: Layout of the pixel circuitry and strixel architecture for CHERWELL.
suppress power consumption.
The design of ASTRAL-IN is based on 24 µm× 31 µm pixels providing a single point
resolution of about 5 µm and composing a sensitive area of 1248 columns and 416 rows. The
expected frame read-out time is approximately 20 µs (assuming simultaneous double-row
read-out) with a power density of 85 mW cm−2. A still lower power density of 60 mW cm−2
is obtained with ASTRAL-OUT by enlarging the pixels to 36 µm× 31 µm, which reduces
the number of columns to 832 and the number of sparse data scan units (SUZE) from
three to two. The expected single point resolution amounts to 7 µm.
At present, the two variants of ASTRAL act as baselines, MISTRAL being used as
a back-up because of its more conservative design and more extensive validation of its
components (see Sec. 2.6.2).
2.5.3 CHERWELL
The CHERWELL series of sensors has been designed by the STFC-RAL group in the
UK. This group has pioneered over many years the design of CMOS sensors using the
0.18 µm process provided by TowerJazz. The CHERWELL architecture is based on the
novel concept of strixels, explained in more detail below.
The reverse-biased n-well to p-epitaxial layer diode acts as a charge collection node. The
diode sensor can be reset to a defined voltage VRST through an NMOS transistor which
is turned on/off by the RST input signal. After the integration time, the collected charge
on the diode sensor is stored on the NMOS storage capacitor (100 fF) through an NMOS
source follower. The charge is transferred only when the switch WRITE is enabled. The
accumulated voltage on the storage capacitor node is further buffered by a PMOS source
follower when the row select switch SEL is enabled. When SEL is enabled, the voltage
signal on the storage capacitor is transferred to a column memory capacitor (100 fF) for
further processing. This pixel architecture achieves low noise while operating at very low
power. The pixel (front end) circuit diagram is shown in Fig. 2.6. It allows correlated
double sampling (CDS) to achieve low noise operation.
The chip works in rolling-shutter operation and in order to achieve the desired frame
rate, pixels are grouped into so-called strixels. This architecture allows reduction of the
dead area at the periphery by incorporating the amplifiers, comparators and memories
within the matrix. Unrelated n-wells, due to PMOS transistors used in the processing
electronics, are shielded from the collecting diode by use of deep p-well, another concept
that was first tested and proven in silicon by the STFC RAL group. The number of
pixels per strixel as well as the exact geometry, i.e. vertical and horizontal pitch, can
be tailored to the required specifications. We have designed a series of test structures
in the CHERWELL architecture (CHERWELL-1, CHERWELL-2, etc.). Tests on the














































































































































(b) In-pixel front-end circuitry of ALPIDE (simplified)
Figure 2.7: Building blocks of the ALPIDE chip.
CHERWELL-1 test structure are described in Sec. 2.6.3.
Within a strixel, the pixels are read in rolling-shutter mode and the pseudo-differential
signal is compared against a defined threshold to identify the particle hits. The addresses
of hit pixels are latched and stored in SRAMs within the strixel itself. In the current
designs, only two memories per strixel are used. These memories can be used to store hits
or to act as a buffer for reading the hits, so the trade-off can be made between power and
occupancy. The strixel also includes a 6-bit DAC to trim the comparator threshold. The
SRAMs are read through low-power, high-speed sense amplifiers.
As an example, in the new CHERWELL-2 test structure currently being prepared for
testing, 128 pixels of dimensions 20 µm× 20 µm are put together in a strixel and there are
128 strixels placed next to each other to make a 128× 128 pixel array. The array has two
different types of n-well to p-epitaxial layer diodes. Two variants of the diode have been
used, one of them using a polysilicon ring to gate the diode to achieve higher radiation
resistance at the expenses of extra capacitance.
2.5.4 ALPIDE
ALPIDE (ALICE Pixel Detector) is the Pixel Chip developed by a collaboration formed
by CCNU (Wuhan, China), CERN, INFN (Italy), and Yonsei (South Korea). It contains
a novel low-power in-pixel discriminator circuit that drives an in-matrix asynchronous
address encoder circuit, read out by an end-of-column lossless data compression and de-
randomising circuit. The digitisation of the signal within the pixel eliminates the need for
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an analogue column driver, reduces the power consumption significantly and allows for
fast read-out. A functional diagram of the circuit is shown in Fig. 2.7a and the different
elements are described in the subsequent paragraphs.
In-pixel discriminator and digital memory
The in-pixel discrimination circuit is depicted schematically in Fig. 2.7b. It is based on
a current comparator circuit that works with a bias current of only 20 nA. To minimise
its power consumption, the comparator has a slow response with a settling time of about
4 µs. The logical and of the output of the comparator and an external WRITE EN is
connected to a digital storage element on which the hit information is saved until read-out
takes place. The circuit is meant to be operated in triggered mode: only upon arrival
of a trigger signal, WRITE EN will be asserted for about 100 ns and the output of the
front-end is latched. This minimises the time the circuit output is integrated and hence
significantly reduces the number of spurious hits generated by electronics noise or beam
background.
In-column address encoder
Within each double column, the addresses of the hit pixels are encoded using an asyn-
chronous priority encoder network. It is organised as a tree to decrease the capacitive load
of the lines, hence minimising the power consumption and at the same time optimising the
speed. At its output the encoder generates a signal (VALID), which is asserted as long as
there is a pixel that was hit but has not yet been read out, and an address bus (ADDR)
which carries the address of the next valid pixel. When the end-of-column circuit has read
the address of the hit pixel with the highest priority, it asserts a signal (SELECT) to the
encoder that propagates back to reset the storage element inside the pixel that has just
been read out. This scheme is extremely time efficient since it only reads out the pixels
that are hit. The typical read-out time (time to transfer the information from the storage
elements inside the pixels of the entire matrix to the memory at the periphery of the chip)
for a central Pb–Pb collision is of the order of 100 ns. Moreover, it always preserves the
full hit information; no information is lost even for the most unlikely event topologies.
End-of-column read-out circuit
The addresses and valid signals of the encoder are fed into a circuit that assembles and
compresses the data, utilising the fact that addresses are likely to be consecutive. The
latter is due to the fact that a particle typically creates hits in clusters of two to four
adjacent pixels. After this compression, the data of all columns is multiplexed into a
common multi-event memory (with a capacity to store four events), which serves as a
de-randomising circuit. While data comes in bursts with high peak values obeying the
(nearly) Poissonian statistics of the event/trigger process, its output can be read with
constant, average bandwidth without introducing dead time.
2.6 Prototype circuits and experimental results
Within the R&D phase, the different design teams have been submitting a number of
circuits prototyping various building blocks of the final architectures (overview in Tab. 2.3).
In the remainder of this section, results from the corresponding characterisation campaigns
are reported.
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Table 2.3: Prototype circuits.
Architecture Prototype Addressed design feature
MISTRAL MIMOSA-32,
MIMOSA-32ter
First 0.18 µm design, in-pixel circuitry op-
timisation, improved radiation hardness
MIMOSA-34 Sensing node design optimisation as a
function of pixel dimensions and epitaxial
layer characteristics
MIMOSA-32N Mitigation of RTS noise
MIMOSA-32FEE Combined sensing node and in-pixel cir-
cuitry optimisation, including RTS noise
mitigation
MIMOSA-22THRa Overall pixel array read-out validation
and optimisation based on single-row
read-out (STAR-PXL chip architecture)
MIMOSA-22THRb Pixel array read-out validation with
double-row read-out based on two discrim-
inators ending each column
ASTRAL AROM-0 Validation of in-pixel discrimination
MISTRAL
ASTRAL
SUZE-02 Validation of zero-suppression and data
sparsification
CHERWELL CHERWELL-1 Strixel geometry demonstrator
CHERWELL-2 Draft ALICE front end and in-strixel logic
ALPIDE Explorer-0, Explorer-1 Pixel geometry optimisation, back-bias
pALPIDE In-pixel front end characterisation, feasib-
ility of digital pixel read-out
2.6.1 Common characteristics and methods
The goal of the laboratory tests is to characterise and calibrate the pixel sensors. A
standard method is to exploit the 5.9 keV X-rays of a 55Fe source. The impinging X-rays,
in the majority of cases, deposit charge among several pixels (depending on the layout of
the sensing diodes), forming a cluster. The seed pixel (the one with the highest signal
within a cluster) collects typically 40 % to 50 % of the cluster charge. If an X-ray photon
converts in the vicinity of the sensing diode, full charge collection occurs in the seed pixel,
yielding about 1640 e.
The spectrum of the collected cluster charges exhibits several peaks, as shown e.g. in
Fig. 2.8 and in Fig. 2.15. The peak at the highest value (calibration peak) in the charge
spectrum of the single pixel clusters corresponds to the full charge collection and gives
an absolute charge calibration. To characterise the charge collection performance of the
pixels, the seed Charge Collection Efficiency (seed CCE) or the cluster Charge Collection
Efficiency (cluster CCE) can be used. The seed CCE is the ratio of the charge collected
in the seed pixel over the total charge, while the cluster CCE is the ratio of the charge
collected in a 5× 5-pixel array over the total charge. It should be noted that the size of
5× 5 pixels for the latter is chosen such that it is large enough to easily accommodate
a full cluster. The total charge is in both cases determined from the calibration peak.
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Depending on the read-out architecture, the noise performance is assessed via a threshold
scan or an analysis of the analogue output values in pedestal runs. This holds for both
the random, or temporal, noise (TN) and the fixed pattern noise (FPN). In particular, the
latter can also be identified from the fake hit rate in test beam and source measurements.
2.6.2 MIMOSA
MIMOSA-34 and MIMOSA-22THRa(b) laboratory tests
Laboratory tests performed with various sensor prototypes addressing the different com-
ponents of the charge sensing, signal processing and read-out chain of MISTRAL and
ASTRAL are summarised hereafter. Each component was studied independently of the
other ones. The studies cover the optimisation of the pixel sensing node and in-pixel cir-
cuitry, as well as the validation of the MISTRAL pixel-array read-out and of the in-pixel
signal discrimination specific to ASTRAL.
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Figure 2.8: Charge collection properties of 22 µm× 33 µm pixels equipped with 8 µm2
and 10.9 µm2 sensing diodes. In the latter case, the measured charge distribution is shown
before and after an exposure to 1 Mrad X-Rays.
The charge collection properties and noise performance of a variety of pixels were
first investigated with pixels featuring no in-pixel pre-amplification and CDS circuitry
(e.g. MIMOSA-34). The pixel dimensions range from 22 µm× 27 µm to 33 µm× 66 µm.
Their (octagonal) sensing diodes have cross sections ranging from 2 µm2 to 15 µm2, the
value by default being 10.9 µm2. The choice of small diodes was motivated by their re-
duced capacitive noise and by the in-pixel amplification gain enhancement they entail. In
order to mitigate the potential decrease of the charge collection efficiency consecutive to
the diode size reduction, a 10.9 µm2 or 15 µm2 large footprint, free of p- and n-wells, was
implemented on top of the diode.
The influence of the epitaxial layer properties on the pixel performances was studied
with three different epitaxial layers differing by their thickness (18, 20 and 30 µm) and
their resistivity (1, 6, and 1 kΩ cm, respectively). They are labelled as HR-18, HR-20 and
HR-30 hereafter.
Figure 2.8 shows distributions of the charge collected with two different 22 µm× 33 µm
pixels illuminated with an 55Fe source. One pixel features a 10.9 µm2 large sensing diode
while it is only 8 µm2 large in the other pixel. The gain enhancement originated by
the 8 µm2 diode is clearly visible in the charge collection performance, confirming the
advantage of the sensing concept based on a small diode underneath a larger footprint.
Figure 2.8b shows the charge collected by the set of four pixels in a cluster collecting the
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Figure 2.9: Temporal noise extracted from a threshold scan of the MIMOSA-22THRa1
discriminator outputs (HR-18). The TN distribution is displayed for pixels reproducing the
circuitry known to be affected by RTS noise (pixel matrix S4) and for pixels incorporating
a preamplifier input transistor with twice wider and longer gate (pixel matrix S1).
largest charges. One observes that the charge is nearly equal to that of the calibration
peak, indicating that the cluster charge is almost fully contained in four pixels. The
irradiation related results are discussed in Sec. 2.7.4.
The temporal noise (TN) of the different pixels was measured at a temperature of
30 ◦C. It was found to vary linearly with the diode cross section from about 8 e ENC for
2 µm2 diodes to about 17 e ENC for 10.9 µm2 ones, independently of the epitaxial layer
characteristics. It was shown that large (e.g. 22 µm× 66 µm) pixels featuring a sensing
node composed of two interconnected small diodes for the sake of charge collection, exhibit
a TN value similar to the one of the default, 10.9 µm2 large, diode in smaller pixels (see
example of Tab. 2.4).
The charge collection efficiency (CCE) of the different pixels was also investigated in
particular for the 22 µm× 33 µm and 33 µm× 33 µm pixels, representative of the MIS-
TRAL and ASTRAL-IN pixels, and of the ASTRAL-OUT pixel, respectively. The seed
CCE was observed to be in the 40 % to 50 % range (depending on the sensing node de-
tails) for the MISTRAL/ASTRAL-IN pixel and a few percent less for the ASTRAL-OUT
pixel. Several different larger pixel designs were also shown to exhibit satisfactory charge
collection performances (see Fig. 2.12a). This observation offers attractive power-saving
perspectives, reflecting the reduced sensing node density associated to large pixels, an
Table 2.4: Temporal noise measurements of MIMOSA-34 featuring one pixel type with
22 µm× 33 µm pitch, 10.9 µm2 footprint and 10.9 µm2 diode cross section and one with
22 µm× 66 µm pitch, 15 µm2 footprint and two interconnected 5 µm2 diodes. Measure-
ments were performed at 30 ◦C and for three different starting materials.
Temporal noise (e)
Pixel pitch (µm2) HR-18 HR-20 HR-30
22× 33 15.4 14.3 15.5
22× 66 16.9 15.7 16.2
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Figure 2.10: Signal-to-noise ratio (SNR) of seed pixel measured in test beam for different
MIMOSA-34 pixels.
approach becoming relevant whenever the demanded single point resolution is not partic-
ularly constraining.
The noise distribution of the pixels mentioned above still exhibits a significant contri-
bution from RTS noise. Former studies exposed in the ITS CDR [12] have shown that
this component generates an unacceptable fake hit rate. Its mitigation was addressed with
pixels incorporating pre-amplification and CDS circuitry organised in columns read out in
parallel, each ended with a high resolution, offset compensated discriminator (MIMOSA-
22THR chips). The mitigation strategy consisted in extending the dimensions of the input
transistor of the in-pixel amplifier.
Threshold scans of the discriminator outputs were performed in order to derive the
pixel TN and the Fixed Pattern Noise (FPN), which is dominated by residual discrim-
inator offset dispersions. Figure 2.9 compares the TN distribution observed with pixels
reproducing the original preamplifier circuitry (composing the pixel matrix called S4),
known to be subject to RTS noise, to the one obtained with a twice longer and larger
gate of the preamplifier input transistor (composing the pixel matrix called S1). While
the former distribution exhibits a clear tail due to RTS noise, the second one is free of
it as a consequence of the enlarged pre-amplifier input transistor gate. The mitigation of
this potential source of high fake hit rate is thus established.
The validation of the double-row read-out in rolling-shutter mode was achieved in two
steps, each based on a dedicated chip. The first step consisted in reproducing the single-
row read-out concept used for the STAR-PXL. It was realised with the MIMOSA-22THRa
prototype, made of 128, 1 cm long, parallel columns composed of 320 pixels and ended
with discriminators. The second step was achieved with a prototype (MIMOSA-22THRb)
addressing the simultaneous read-out of two rows. It features 56 columns, each made
of 64 pixels and ended with the same discriminators as in MIMOSA-22THRa. Both
sensors feature eight columns with analogue outputs allowing characterisation of the pixels
independently from the discriminators.
A threshold scan of the discriminator outputs was performed with both chips at the
nominal clock frequency of 100 MHz. The TN and FPN were derived in order to estimate
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Figure 2.11: MIMOSA-22THRa1 performance of 22 µm× 33 µm pixels composing sub-
matrix S1 and S2.
the impact of residual discriminator threshold dispersions and potential couplings between
the analog and digital in-pixel micro-circuits introduced by the double-row read-out. The
total noise observed amounts to 19 e ENC for the single-row read-out and 20 to 23 e ENC in
case of a double-row read-out. These results validate the double-row read-out architecture
and indicate a small noise increase due to the double-row read-out, which is expected to
be suppressed by further optimisation of the in-pixel circuitry.
The upstream part of the MISTRAL architecture as well as most of the ASTRAL read-
out can therefore be considered as validated. The specific aspect of the latter, i.e. the
in-pixel signal discrimination, was investigated with essentially three different alternative
micro-circuit designs implemented in sub-arrays composing the prototype AROM-0. The
design differences focus on the amplification, clamping and discrimination functionalities
complementing the pre-amplification and clamping circuits common with the MISTRAL
pixel. The TN and FPN distributions were extracted from threshold scans of the chips.
The observed noise indicates that the pixel TN matches the noise performance of the end-
of-column discriminator structure of MIMOSA-22THR (≤ 1 mV). On the other hand, the
in-pixel discriminator TN and FPN are about twice higher (≈ 1.0 mV and ≤ 0.5 mV) than
in MIMOSA-22THR ( 1.0 mV and ≤ 0.2 mV). The overall noise comes therefore out
to be at least 50 % larger than in case of end-of-column discriminators. Its mitigation is
expected to result from the next generation of chips (AROM-1) foreseen to be fabricated
and tested by Q1 of 2014.
The validation of the downstream component of the read-out chain, common to MIS-
TRAL and ASTRAL, was addressed in the SUZE-02 chip. The prototype includes the
zero-suppression circuitry corresponding to 64 columns of the pixel array. The full signal
sparsification sequence was tested at nominal frequency, using various types of patterns
repeatedly processed up to 10 000 times. No signal processing error was observed.
In summary, the adequacy of all main components of the MISTRAL architecture has
been verified and solutions have been found to mitigate the RTS noise at an acceptable
level. Most of these results are also valid for ASTRAL. Moreover, two alternatives of the
in-pixel discrimination circuitry needed for ASTRAL provide performances confirming
the adequacy of the circuit concepts. Their noise level still needs to be suppressed by at
least 30 %, a goal which seems within reach with the solutions implemented in the next
generation of sensors (AROM-1) expected to be fully tested by Q1 of 2014.
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Figure 2.12: MIMOSA-34 results.
Summary of the MIMOSA test beam measurements
The detection performances of the upstream part of the MISTRAL architecture were fur-
ther assessed with a 4.4 GeV/c electron beam at DESY in August 2013. The study focussed
on the sensitive area, composed of 22 µm× 33 µm pixels, connected to the end-of-column
discriminators. It also addressed the performances of larger pixels, which become relevant
in case of relaxed single point resolution requirements. The measurements concentrated
on the signal charge collection, the hit cluster properties, the seed SNR, the detection effi-
ciency and the spatial resolution. Several results of the study apply also to the ASTRAL
detection performances.
The study was performed in two steps. First, the charge sensing properties were es-
timated for various pixel geometries, based on the MIMOSA-34 sensor and therefore not
influenced by the signal processing circuitry. The latter, including in-pixel signal pro-
cessing and end-of-column discriminators, was investigated in a second step with the
MIMOSA-22THR sensor, concentrating on 22 µm× 33 µm pixels. The single point res-
olution measurements were achieved with 50 µm thin sensors and a selected sub-sample of
beam electron tracks undergoing moderate multiple scattering in the components of the
beam test set-up (beam telescope and sensor under test).
The seed SNR of the 22 µm× 33 µm MIMOSA-34 pixels featuring the 10.9 µm2 default
sensing diode was observed to exhibit a most probable value (MPV) of about 44, with
a small difference between the two epitaxial layers considered here (HR-18 and HR-20)
favouring the HR-20 epitaxial layer, as shown in Fig. 2.10a. On the other hand, the MPV
was observed to increase by 20 % when reducing the sensing diode cross section from its
default value to 8 µm2 (see Fig. 2.10b).
The expected digital performance of the MIMOSA-34 sensor was emulated offline using
the sensor analogue raw data. An emulated binary encoding of the charge collected by
22 µm× 33 µm pixels featuring the default sensing diode resulted in a single point resol-
ution of (4.7± 0.3) µm, thus complying with the Inner Layer specifications. This result
is corroborated by the binary single point resolution observed with 20 µm× 40 µm pixels
(MIMOSA-32) exposed in 2012 to a 100 GeV/c hadron beam at the CERN-SPS, which
amounted to (5.4± 2.0) µm using the same offline charge encoding procedure [13].
Next, the detection performances of the full upstream part of the MISTRAL architecture
was investigated with the MIMOSA-22THRa sensor to validate the read-out scheme at
the nominal clock frequency of 100 MHz. The seed SNR distributions measured on the
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narrow band of 8 columns delivering analogue outputs feature a MPV of 34 and 32 for
the HR-20 and HR-18 epitaxial layers, respectively. These values agree with former data
obtained in 2012 with the MIMOSA-32ter sensor at the CERN-SPS [12].
The detection efficiency was evaluated as a function of the discriminator thresholds.
Particular attention was devoted to the two sub-arrays composed of pixels corrected for
RTS noise (called S1 and S2). The detection efficiency was observed to exceed 99.5 % for
threshold values of up to ten times the average noise, the fake hit rate being about 10−5
only. This result confirms the RTS noise mitigation. Measurements performed with the
S1 and S2 sub-arrays are shown in Fig. 2.11 for the HR20 epitaxial layer, the fake rate
being extracted from large statistics laboratory measurements.
The relaxed constraint on the Outer Layers’ spatial resolution may be used to squeeze
the sensor power density well below 100 mW/cm2, while keeping the same integration time
as for the Inner Layers. The detection performances of 22 µm× 44 µm and 22 µm× 66 µm
pixels were evaluated in this perspective. Figure 2.12 displays results obtained on beam
at 30 ◦C with 22 µm wide and up to 66 µm long pixels for HR-18 and HR-20 epitaxial
layers. Various pixel sensing diode cross sections are considered, ranging up to 15 µm2.
Figure 2.12a shows the MPV of the seed SNR distribution from small to large pixels, also
indicating the sensing diode surface. Figure 2.12b displays the detection efficiency of the
largest pixel as a function of the threshold over noise cut. The measured seed SNR MPV
is quite large for all pixel configurations, and the high detection efficiency observed with
the 22 µm× 44 µm and 22 µm× 66 µm pixels validates the approach followed to reduce
the power density in the Outer Layers (see Tab. 2.2). The binary charge encoding was
simulated on the data collected and resulted in a single point resolution around 7 µm in
both directions. The results support the pixel dimensions envisaged for ASTRAL-OUT
(36 µm× 31 µm) and thus the associated low power density (60 mW/cm2) predicted for
its design.
In summary, the beam tests performed in 2013 confirm that the CMOS process invest-
igated is well suited to the key features of the ASTRAL and MISTRAL architectures.
The main charge sensing and signal processing elements of both architectures are shown
to offer satisfactory performances, a result which validates both approaches followed.
The different elements of the chain addressed through the 2012 and 2013 prototyping
need now to be combined in a single sensor unit (FSBB) featuring the final sensitive area,
which will encompass the full signal collection and processing chain, incorporating vari-
ous design improvements. Simultaneously, the optimisation of the in-pixel circuitry still
needs dedicated prototyping, in particular as far as the ASTRAL in-pixel discrimination is
concerned. Improvements are also expected in the design of the sensing node, which may
be different for ASTRAL-IN and ASTRAL-OUT, accounting for the radiation tolerance
required. Finally, the choice of the most appropriate epitaxial layer, which seems presently
to be the HR-20 epitaxy, still needs further studies.
2.6.3 CHERWELL-1
CHERWELL-1 is a 4T Monolithic Active Pixel Sensor (MAPS) device designed at Ruther-
ford Appleton Laboratory (RAL). The Cherwell sensor is a further development of two
previous circuits, FORTIS and TPAC [14]. TPAC was designed for digital calorimetry in
the context of the R&D for the ILC project. FORTIS was designed for use in tracking
and vertexing, and as a test for the TowerJazz process with a deep p-well implant with
no circuits inside. The CHERWELL-1 sensor includes many improvements based on the
experience made with the two previous circuits and includes active circuitry within the
pixel area shielded with the deep p-well. CHERWELL-1 uses 4T pixels, which allow low
noise, in-pixel correlated double sampling and a high conversion gain. It has a 12 µm
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Figure 2.13: CHERWELL-1 characterisation results.
epitaxial layer. Different versions have been fabricated using standard and high resistivity
substrates. The main innovation of CHERWELL-1 is that it incorporates the strixel array
architecture. The strixel array allows for the addition of read-out circuits embedded in
the space between the pixel diodes. This eliminates the end-of-column electronics and
increases the active area of the chip.
Photon Transfer Curve scans
The basic characteristics of an imaging sensor can be obtained by taking images for differ-
ent intensities of light and calculating the variance and mean for each intensity point. This
forms the Photon Transfer Curve (PTC) from which the gain, noise and full well capacity
can be measured. A PTC scan was performed in a light tight box where the sensor was
illuminated with a uniform distribution of UV light from LEDs. The intensity of the light
was increased until the pixels were saturated. At each intensity 200 events were recorded
and a mean signal value was calculated. The noise was taken to be the RMS of the signal
values. The signal was plotted against the square of the noise to produce the PTC. A
PTC was recorded for all the reference and strixel pixels in the sensor. From these plots
values of the gain and noise have been found for each pixel. Figure 2.13a shows the noise
for each sensor type: (i) standard resistivity, standard Vt, (ii) standard resistivity, low Vt,
(iii) high resistivity, low Vt.
The noise was observed to be uniform across the sensor. The width and mean of the
noise decreases for the higher resistivity epitaxial layer and low Vt implant, as expected.
The mean value of the noise is 8 e to 12 e RMS. The gain of each pixel is also uniform across
the sensor with a mean value of 0.17 ADC counts per electron. The full well capacity of the
sensor is taken as the maximum signal point of the PTC scan. The linear full well capacity
is 11 500 e and the maximum full well capacity is 14 700 e. These values are consistent for
all pixels.
Test beam
Measurements of the CHERWELL-1 sensors have been made using the 120 GeV/c pion
test beam at the CERN SPS in November 2012. The aims of the test beam were to
understand the resolution, charge sharing and efficiency of CHERWELL-1. A stack of
six CHERWELL-1 sensors was placed on the T4 beamline at H6 in front of the EUDET
telescope. Scintillators at either end of the stack allowed a triple-coincidence trigger to be
constructed. The stack consisted of two standard wafers with the low noise Vt implant for
the source drain, two standard wafers with the standard noise Vt implant for the source
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Figure 2.14: Explorer front-end circuitry (simplified).
drain and two high resistivity wafers with the low noise Vt implant for the source drain.
Particles can be seen traversing the entire stack and are thus being used for alignment.
From the clustering analysis, detection efficiencies have been extracted and are 99.73 %
for the standard resistivity, standard Vt, 99.77 % for the standard resistivity, low Vt and
99.89 % for the high resistivity, low Vt. The position resolution can be seen from Fig. 2.13b
and is of order 3 µm to 4 µm.
2.6.4 Explorer-0, Explorer-1
The goal of the Explorer prototypes is to optimise the charge collection and diode layout as
well as to study the effect of back-biasing the substrate and the susceptibility to radiation
damage. A distinctive feature is the possibility to apply back bias to the substrate, which
is effectively increasing the reverse bias on the collection diode, and which in turn leads
to an increase of signal due to a reduction of input capacitance as well as a reduction of
cluster size due to an increased depletion zone.
The chip is segmented in nine different electrode geometries, which exist in two pitches
(20 µm× 20 µm and 30 µm× 30 µm) each. A first version of the chip, Explorer-0, was
submitted in July 2012. In April 2013, 16 further variants, Explorer-1, were submitted to
further study the observed trends. The Explorer-1 chips were fabricated on seven different
substrates with different resistivities and epitaxial layer heights.
To allow for flexibility in the characterisation of the pixel sensing diode, the circuit in
Fig. 2.14 was devised. Each pixel contains two independent analogue memory cells, which
store the voltage level at the output of the sensing diode. At the periphery, a sequencing
circuit is used to read out the memories of all pixels in a serial fashion. The pixel circuit
operates from the functional point of view as follows. The voltage signal at the output
of the sensing diode is first set to a nominal value by turning on (resetting) the PMOS
transistor, which is connected to a well-defined voltage level. Immediately after the reset
operation, the signal at the output of the sensing diode is stored in the first memory cell.
After some time (integration time), the signal at the output of the sensing diode is stored
in the second memory cell. The two voltage levels stored in the analogue memory cells
are read out sequentially and shipped off-chip where digitisation and CDS calculation take
place. It should be noted that this circuit configuration allows control of the integration
time, which can be set to any desirable value, independently with respect to the read-out
time. This mode of operation is for characterisation purposes only and not meant to
be used for the final sensor. The Explorer-1 employs the same circuit but has a different
routing and input transistor geometry to lower the front-end input capacitance from 3.6 fF
to 1.4 fF, which allows for a better measurement of very low detector capacitances.
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Figure 2.15: Comparison of 55Fe signals for an Explorer-0 pixel with a 7.6 µm2 octagonal
n-well electrode and a 1.04 µm spacing between the n-well and the surrounding p+-ring.
The spectra are measured at back bias voltages of −1 V and −6 V as well as before and
after irradiation with 1013 1 MeV neq/cm
2 neutrons.
Laboratory measurements
The sensor was characterised using X-rays from an 55Fe source to determine its charge
collection efficiency. Examples of the signal of single-pixel clusters and of arbitrarily shaped
clusters (defined as the sum of a 5× 5 matrix around the seed) are shown in Fig. 2.15.
The noise figure of the Explorer-0 has been studied in the laboratory. It has found
to be Gaussian for more than 99.9 % of the pixels before irradiation and still more than
99 % after irradiation with 1013 1 MeV neq/cm
2. The remaining pixels show jumps of
the baseline that appear with a period of several seconds. For Explorer-1, the situation
worsens: RTS noise appears as a new noise source, significantly affecting a few percent of
the pixels. This effect, very similar to what has been observed with the MIMOSA-32, can
most likely be attributed to the decreased input transistor size.
It should, however, be noted that the Explorer front-end is not representative for the final
chip. Apart from a different input transistor geometry, the ALPIDE mode of operation is
not sensitive to a (quasi-)static shift of baseline, but only to shifts that occur within the
integration time of the amplifier (some 4 µs).
Test beam measurements
To study the detection efficiency, the responses of the Explorer chips to electrons were
measured using a 4 GeV/c to 6 GeV/c electron beam at DESY. Looking at the pixel
with highest signal within a cluster (seed pixel), a Landau-like distribution is observed
(Fig. 2.16a). After discriminating the signal, the detection inefficiency is given by the
integral of this distribution below the threshold. By lowering the threshold, however,
statistical base line fluctuations are also detected: fake hits. In order to distinguish fake
hits from track-induced hits, detection planes were arranged around the device under test
in a telescope and particle tracking was performed. The inefficiency is defined as the
number of tracks found by the external planes that do not have a corresponding hit in the
device under test. The result is plotted in Fig. 2.16b. The fake hit rate is computed from
independent noise measurements.
Due to the high RTS noise noise in Explorer-1, 1 % of the pixels with the highest
noise were excluded from both efficiency and fake hit rate estimation. The still very high
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Figure 2.16: Explorer-1 response to 4 GeV/c electrons for a pixel with 7.6 µm2 octagonal
n-well electrode and a 2.1 µm spacing between the n-well and the surrounding p+-ring.
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Figure 2.17: Comparison of different epitaxial layer thicknesses at a 3.2 GeV/c positron
beam for Explorer-1.
detection efficiency is due to the fact that clusters extend over a few pixels and can still
be detected if a single pixel is masked. Fig. 2.16b also shows the positive effect of the back
bias, which not only yields slightly higher values at small cuts, but also a larger margin
to apply a more comfortable threshold.
Four different starting materials (HR-18, HR-20, HR-30, HR-40B, see Tab. 3.1) were
compared at another test beam at DESY with 3.2 GeV/c positrons. The summary is
shown in Fig. 2.17 for the 20 µm× 20 µm pixels, while results from 30 µm× 30 µm look
similar. The expected linear increase of the generated charge with the epitaxial layer’s
thickness is observed and, in addition, it can be seen that the cluster size increases. These
two effects have a competing influence on the amount of charge that is collected in the seed
pixel. Depending on the back-bias voltage, the optimum value in terms of seed signal is
attained at different epitaxial layer thicknesses. While the optimum at a back-bias voltage
of −6 V is at 30 µm, it is at 20 µm for −1 V. Due its possible significant improvement
of SNR, the HR-30 material is further investigated and a test beam with an irradiated
sample is planned for December 2013.
J. Phys. G: Nucl. Part. Phys. 41 (2014) 087002 The ALICE Collaboration
34
Cluster Signal [ADC]
























0.1 20× 20VExpl-0, sect 2, -6
20× 20VExpl-0, sect 6, -6
20× 20VExpl-1, sect 6, -6
Figure 2.18: Comparison of 55Fe cluster signal for Explorer-0 sector 2 (7.6 µm2 diode, no
spacing) and sector 6 (7.6 µm2 diode, 1.04 µm spacing) as well as for Explorer-1 sector 6
(7.6 µm2 diode, 2.1 µm spacing). The analogue output signal is increased by 60 % by
optimising the diode shape and circuit input capacitance.
Comparison and conclusion
A summary of extracted parameters for the different diode geometries is given in App. A.
By the comparison of the different anode types, the following trends can be observed:
• Most diode geometries provide the required charge collection efficiency.
• Larger spacing between the diode n-well and the surrounding deep p-well yields a
better signal-over-noise ratio.
• Larger back bias yields a better signal-over-noise ratio.
• The Explorer-1 circuits show a 60 % better signal-over-noise ratio with respect to
Explorer-0, if one masks the few percent of pixels with significant RTS noise contri-
bution (Fig. 2.18).
• Only at larger back-bias voltages one may benefit largely from the increased charge
created in a thicker epitaxial layer. Then, however, the increase in SNR can be
substantial.
These observations can qualitatively be described by looking at the depletion volume,
which is larger when increasing the reverse voltage of the collection diode (back bias) and
when increasing the space towards the surrounding p-well. This argument is steering the
optimisation of the layout of the ALPIDE and pALPIDE pixel geometries.
2.6.5 pALPIDE
pALPIDE, the first small-scale prototype matrix of ALPIDE, was designed to address the
feasibility of both the analog front-end and the priority encoding scheme. It contains a
64-column, 512-row matrix with the ALPIDE front-end in 22 µm× 22 µm pixels and it is
read out by a global priority encoder circuit. The priority encoder is organised column
wise: an identical 512-bit encoder is placed within each column and at the periphery the
global priority is formed based on the output of the column priorities. The circuit has
been submitted together with Explorer-1 in March 2013, first test have been carried out,
and their results are shown below.

















Figure 2.19: 20 pALPIDE in-pixel front-end responses (OUT in Fig. 2.7b) of a single
pixel to 55Fe signals. A 500 mV trigger threshold was applied, but no selection on the
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(b) Channel-to-channel distribution of noise
(threshold widths) values
Figure 2.20: Parameters obtained from pALPIDE s-curve measurements at a back-bias
of −2 V using an electrical pulsing of 256 pixels. 1 mV corresponds to 0.88± 0.08 electrons.
Threshold and noise values correspond to mean and standard deviations, respectively, as
obtained from individual fits of the CDF of a normal distribution to the measured s-curves.
The analogue output (OUT in Fig. 2.7b) of the in-pixel discriminator front-end is avail-
able for a few pixels as a direct output and waveforms of 55Fe signals were recorded
(Fig. 2.19). The FWHM of the majority of signals is seen to be 3.5 µs. The existence
of waveforms that are significantly lower than the majority can be explained by the (un-
known) position of a pixel within a cluster; if the pixel happens to be at the periphery of
a cluster its signal can be close to threshold.
To address the spatial uniformity as well as the noise of the response of the analogue
front-end, a threshold, s-curve, scan was performed. 256 pixels have the possibility to
pulse the front-end via 0.14 fF pulsing capacitors that are connected to an input pin. An
external voltage pulse is used to inject charge into the circuit and its amplitude is swept
from 0 V to 1.8 V, corresponding to a charge of 0 e to 1575 e. Results (depicted in Fig. 2.20)
show a good spatial uniformity with a variation of 17 e as well as a low noise figure of 7.2 e.
The relatively high threshold of 242 e depends on the threshold and bias currents (Ith and
Ibias) as well as the back-bias voltage, Vbb, and are shown for Ith = 0.5 nA, Ibias = 20 nA
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(which are the nominal currents), and Vbb = −2 V.
The pALPIDE was characterised with 4 GeV/c to 6 GeV/c positrons at DESY in Septem-
ber 2013 using the EUDET telescope set-up. First results show a detection efficiency
reaching 99.7 % at Vbb = 0 V. Detailed studies on the spatial resolution as well as an
irradiation campaign are currently ongoing.
2.7 Radiation hardness
2.7.1 Radiation effects
As described in more detail in Tab. 1.2 the radiation levels expected for the innermost Layer
(radius of 22 mm) are about 700 krad (TID) and 1013 1 MeV neq/cm
2 (NIEL) including a
safety factor of ten for a collected data set corresponding to 10 nb−1 Pb–Pb, 50 pb−1 p–Pb,
and 6 pb−1 pp collisions. To ensure full functionality within this radiation environment
and to avoid a degradation of the detector performance, comprehensive radiation hardness
studies are carried out throughout the prototyping process.
Ionising radiation essentially affects the surface oxide layers of sensors and electronics
as well as the lateral isolation oxides of MOSFET transistors through radiation induced
charge trapping and interface traps resulting in a change of threshold voltage and leakage
current. NIEL generates bulk damage in the silicon lattice that in turn can degrade the
sensor performance in terms of charge collection efficiency and signal-over-noise ratio.
Furthermore, ionising radiation in digital structures can induce single event upset (SEU),
a change of state caused by ions or electromagnetic radiation striking a sensitive node in a
micro-electronic device. It can also cause single event latchup (SEL), a type of short circuit
that triggers parasitic structures which can disrupt proper functioning of the element, or
possibly can even lead to its destruction.
To simulate the impact of the expected radiation level on the ALICE ITS, systematic
irradiation tests using X-rays, protons and neutrons are carried out throughout the R&D
phase on various sensor, analogue and digital test structures.
2.7.2 Test set-ups and test structures
To assess the radiation hardness of the ITS prototypes, three types of structures are
currently under investigation:
• Basic structures (diodes and transistors): three test structures were designed and
implemented in TowerJazz technology in order to study basic operational paramet-
ers such as threshold voltage, transconductance, and dark current as a function of
radiation type and dose as well as of the layout. RAL has provided a set of basic ana-
logue structures to study TID effects on threshold voltage shift, transconductance
and leakage current. The structures were manufactured with epitaxial thicknesses
of 5.5 µm, 12 µm and 18 µm with or without a deep p-well. Each structure consists
of six high voltage (3.3 V) and six low voltage (1.8 V) NMOS and PMOS transist-
ors. CERN has designed CMOS test structures (TID TJ180) to study TID effects
on threshold voltage and leakage current. They consist of single low voltage (1.8 V,
3 nm oxide thickness) and high voltage (3.3 V, 7 nm oxide thickness) NMOS and
PMOS transistors of different lengths and widths. Some of these transistors have in
addition a deep p-well layer underneath.
• Digital structures: a test chip for dedicated SEU tests (SEU TJ180) has been de-
signed and implemented at CERN and CCNU. It consists of single and dual port
RAM structures and shift registers to measure the SEU cross sections of the digital
registers and memories.
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AD04 SVt, W/L = 2.00/0.18
AD05 SVt, W/L = 10.00/0.18
after 24h
annealing
(a) NMOS transistors with various gate widths
and a minimal gate length of 0.18µm

























AD09 SVt, W/L = 10/2.0
AD10 SVt, W/L = 10.00/10.00
after 24h
annealing
(b) NMOS transistors with various gate length
and a fixed gate width of 10µm
Figure 2.21: Threshold shift as a function of TID.
• Full sensor structures: the MIMOSA (Sec. 2.6.2) and Explorer (Sec. 2.6.4) prototype
structures were characterised before and after irradiation.
2.7.3 Single device test
TID measurements were carried out on the TID TJ180 structures using a 10 keV X-ray
machine at CERN, which provided a fully automatised set-up to measure currents and/or
voltages (typically Id as a function of Vgs and Vds) using a semiconductor analyser that
is connected to the pads of the test structure. The test structures are kept under worst
bias conditions and irradiation was carried out up to 10 Mrad with a rate of 25 krad per
minute. Figure 2.21 shows the threshold voltage shift as a function of the irradiation dose
for low voltage NMOS transistors of different gate widths and a minimal gate length of
0.18 µm. The most affected structure is the minimum size NMOS transistor (mask channel
width W = 0.22 µm) with a threshold shift of about 40 mV between 1 Mrad to 10 Mrad.
NMOS transistors with a gate width of more than 1 µm only show a marginal threshold
shift of about 10 mV.
An even smaller sensitivity has been observed for NMOS transistor structures with
a larger width of 10 µm and various gate lengths as shown in Fig. 2.21. The observed
threshold shift of less than 5 mV is very low and remains within the fluctuations of the
measurement set-up. Both figures also confirm that in general the threshold shift decreases
significantly with increasing transistor dimensions.
2.7.4 Tests of prototype structures
To test bulk effects generated by NIEL, MIMOSA and Explorer sensor prototype structures
have been irradiated with a fluence of 1013 1 MeV neq/cm
2 and 3× 1013 1 MeV neq/cm2
using neutrons from the FRM II reactor near Munich and the TRIGA MarkII Reactor at
JSI in Ljubljana, respectively, before being bonded on hybrid carriers. Some MIMOSA-32
prototype structures (both n-irradiated and non n-irradiated) were, in addition, irradiated
with TID up to 3 Mrad under worst bias conditions to study the impact of combined TID
and NIEL. Both irradiated MIMOSA-32 and Explorer-0 prototype structures have been
tested in laboratory set-ups using 55Fe sources and in test beams at CERN and DESY
using pions and electrons to study the degradation of the sensor performance in terms of
charge collection efficiency and SNR. The results are summarised in the following:
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Figure 2.22: SNR of seed pixel measured with MIMOSA-32ter at the CERN-SPS, at two
operating temperatures, before and after irradiation with the combined load of 1 Mrad and
1013 1 MeV neq/cm
2.
• Laboratory measurements: Noise, charge collection efficiency and cluster size
have been characterised by measuring the response of various MIMOSA and Explorer
sensor prototype structures to 5.9 keV X-rays from a 55Fe source before and after
TID and NIEL irradiation. An example of the detector response of MIMOSA-34
structures before and after irradiation with 1 Mrad is shown in Fig. 2.8 while results
of MIMOSA-32 structures up to 3 Mrad irradiation can be found in [13]. The results
show only a marginal degradation of the sensor response after TID irradiation. One
can thus assume that the charge collection characteristics of the ITS innermost
Layers will not degrade for the expected radiation load of 700 krad.
The effect of NIEL is shown for Explorer-0 in Fig. 2.15 before and after irradiation
with 1013 1 MeV neq/cm
2 neutrons. The 55Fe peak position remains stable at a
level of a few percent after irradiation. An increase of noise of 5 % to 15 % after
irradiation with 1013 1 MeV neq/cm
2 neutrons has been observed for various pixel
sizes and shapes operated at −1 V and −6 V, respectively. The charge collection
efficiency drops by about 10 % at −1 V regardless of pixel size and shape, whereas
it remains almost unchanged for −6 V. Due to the decrease in the SNR the cluster
multiplicity decreases by about 10 % to 30 % for all structures.
• Test beam measurements: In order to study the full detection performance of the
prototype structures (irradiated and non-irradiated MIMOSA-32ter/-34/-22THR
and Explorer-0) before and after irradiation, test beam measurements were car-
ried out at the CERN-SPS using negative pions of about 80 GeV/c to 120 GeV/c
(MIMOSA-32ter prototypes) and at DESY using 4 GeV/c to 6 GeV/c electrons.
Seed pixel signal over noise before and after combined irradiation with 1 Mrad and
1013 1 MeV neq/cm
2 for a MIMOSA-32ter structure (Fig. 2.22) indicates a decrease
of SNR from about 25 down to about 20 can mainly be attributed to the increase of
noise after irradiation. These values are still affected by RTS noise and are therefore
expected to improve after the ongoing design optimisation.
A similar behaviour has been observed for the Explorer-0 test structure. Appendix A
summarises seed SNR and noise distributions measured with electrons before and
after irradiation with 1013 1 MeV neq/cm
2 neutrons. In most of the cases, the seed
SNR decreases by about 20 %, whereas the noise increases by about 5 % to 15 %.
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CERN Chip 1 Dual Port (@NPI)
CERN Chip 1 Single Port (@NPI)
CERN Chip 2 Dual Port (@NPI)
CERN Chip 2 Single Port (@NPI)
CERN Chip 2 Single Port (@PSI)
CERN Chip 2 Dual Port (@PSI)
NPI Chip Single Port 0 (@PSI)
NPI Chip Single Port 1 (@PSI)
NPI Chip Dual Port 0 (@PSI)
Figure 2.23: SEU cross sections as a function of proton beam energy measured for two
SEU ASICs in single and dual port mode. For better readability, the values have been
slightly separated horizontally.
2.7.5 Single event effects
SEU effects have been studied using the SEU TJ180 test structures read out by two
different test systems, provided by CERN and NPI2, respectively. SEU cross section
measurements were carried out using the proton beam from the NPI cyclotron in Rez near
Prague and at PSI3. The SEU TJ180 structures were exposed to protons of 32.2 MeV and
24.8 MeV (NPI) and 29.5 MeV, 60 MeV, 100 MeV, 150 MeV and 230 MeV (PSI) at proton
fluxes between 1.1× 107 cm−2 s−1 and 1.1× 108 cm−2 s−1. All SEU tests were carried
out in static mode, i.e. the memory was programmed with a fixed pattern prior to the
irradiation cycle and bit flips were monitored as a function of the proton fluence. The
results of the SEU cross section measurements are shown in Fig. 2.23.
Given a typical memory depth of N = 2 Mbit and a throughput of µ = 300 Mbit s−1
as well as a total hit density of ρ = 1.6× 106 cm−2 s−1 and a SEU cross section of σ =
10−13 cm2 bit−1, one gets a mean error probability per bit, λ, of:
λ = N/µ · ρ · σ ≈ 10−9 bit−1 . (2.1)
This is the worst case scenario of a central chip and still low enough that the induced
data corruption can be tolerated. Though much less likely (typically only a few hundred
bits are concerned) but still more relevant is the aspect of SEUs in the configuration or
the control logic within the chips. In contrast to errors in the data stream, any error in
the configuration logic is persistent until the configuration is updated. Even worse, SEUs
in the control logic of the chip can lead to electrical errors on the bus and even physical
damage. Special means will therefore be taken to protect those parts of the chip by a
redundant, radiation-hardened design.
Radiation hardness tests with regard to SEL require a dedicated test set-up and will be
carried out in the near future for various test structures.
2Nuclear Physics Institute, Prague
3Paul Scherrer Institute
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2.8 Summary and plans
Within the R&D phase, the TowerJazz technology has successfully been qualified as appro-
priate for the ALICE ITS pixel sensor. The different design streams have accomplished key
achievements towards the development of large scale prototypes. In particular, radiation
tolerance and particle detection efficiencies meeting the requirements have been achieved.
Now, focus lies on the characterisation of bigger chips, including full-size building blocks
of the final chips. After, a decision for the option to be adopted will be taken and forces
will be joined to implement the final chip, characterise it and give the green light for mass
production.
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3 Pixel Chip mass production, testing and
quality assurance
The full production of the monolithic silicon Pixel Chips for the upgrade of the ALICE ITS
will require the processing of a large number of wafers. The wafers will be post-processed,
thinned and diced to obtain individual Pixel Chips. Each chip will be tested and inspected
prior to the assembly into larger modules. This chapter outlines the individual steps
starting from the quality assurance of the starting wafers up to obtaining fully tested
chips, ready for assembly. In Sec. 3.1 the different options for starting wafers and the
materials used for the first engineering run are presented. This is followed by an outline
on the quality assurance procedure proposed for the starting wafers. Section 3.2 presents
the results from thinning and dicing tests. Section 3.3 outlines the different tests to be
carried out on individual chips in order to qualify them for assembly. Finally, in Sec. 3.4
the post-processing for achieving solderable pads is presented.
3.1 Wafers for CMOS production
The thickness and quality of the epitaxial layer of monolithic silicon pixel detectors play
a crucial role for the overall performance of the detector. While in earlier monolithic
pixel detectors relatively low resistivity and thinner epitaxial layers were used, TowerJazz
offers the possibility of processing wafers with epitaxial layer resistivities of 1 kΩ cm and
thicknesses of up to 18 µm. The higher resistivity allows partial depletion of the epitaxial
layer and an increase in the fraction of charge collected by drift, as described in Chap. 2.
In addition, the signal generated by a traversing charged particle scales with the thickness
of the layer. TowerJazz offers wafers with epitaxial layer thicknesses ranging from about
5 µm up to 18 µm (where the latter corresponds to a signal charge of approximately 1100
electrons for minimum ionizing particles), but also has accepted processing wafers with
different characteristics (see Tab. 3.1). The increase in thickness, and thus higher number
of charges generated, is expected to improve the signal-to-noise ratio. Prototype chips
have been produced on wafers with different epitaxial layer thicknesses for experimental
verification of this effect (see Sec. 3.1.1).
The epitaxial silicon layer is grown on a single crystal substrate wafer by chemical vapour
deposition (CVD) [15]. The purpose of growing an epitaxial layer on a silicon substrate
is primarily to achieve a layer of a different, usually lighter concentration of dopants.
In the present case the substrate resistivity is in the order of a few 10 mΩ cm compared
to the epitaxial layer resistivity which is in the order of 1 kΩ cm. Epitaxial layers also
contain less impurities, such as carbon and oxygen, and less grown-in defects, as observed
in Czochralski-grown (CZ) wafers.
The substrate on which the epitaxial layer is deposited acts as a mechanical support
and also as a potential barrier to reflect charges back into the epitaxial volume. The
concentration of dopants in the two regions differs by several orders of magnitude, thus
causing different levels of contraction of the silicon lattice, induced by the dopants. The
epitaxial layer growth is accompanied by two different stresses (tensile and compressed)
on the substrate and epitaxial side. The stress misfit increases as the epitaxial layer gets
thicker and can cause misfit dislocations at the epitaxial-substrate interface [15]. For the
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20.24%µm%
Figure 3.1: SEM image of the cross section of an unprocessed epitaxial wafer. The
nominal epitaxial layer thickness is 20 µm. The difference between the epitaxial layer
and the substrate is visible as a difference in colour. The measured thickness is in good
agreement with the expected one.
ALICE ITS, wafers with epitaxial layer thicknesses of up to 40 µm have been successfully
produced and processed in an engineering run in 2013. No indication of misfit dislocations
was observed on these wafers.
Figure 3.1 shows a scanning electron microscope (SEM) image of a cross section of
a blank epitaxial wafer from a custom production for the ALICE ITS. The difference
between the epitaxial layer and the substrate in the SEM image is visible as a change in
colour. The nominal thickness of the epitaxial layer on this wafer is 20 µm, which is in
good agreement with the 20.24 µm measured. This wafer is part of a special production
of epitaxial wafers with higher thickness, which is described in Sec. 3.1.1.
Monolithic silicon pixel detectors, as developed for the ALICE ITS, require wafers with
a relatively thick epitaxial layer, with high-resistivity and a good interface quality to the
substrate to generate sufficiently large signals. The following Sec. 3.1.1 describes the
different types of epitaxial wafers used for the first engineering run in 2013.
Full-thickness high-resistivity wafers can also be used as starting material for producing
monolithic silicon pixel detectors. High-resistivity CZ wafers have been introduced in
CMOS processing for other applications, such as high radio frequency transceivers, and
first prototype pixel matrices were already produced on this material [16]. However, this
development is still in a very early phase and epitaxial wafers have been adopted as the
baseline starting material for the ALICE ITS upgrade.
3.1.1 Different wafer starting material during the R&D phase
For the engineering run submitted in March 2013, a set of different wafers, with epitaxial
layer and full-thickness CZ wafers, have been procured. The list of the different starting
wafers is shown in Tab. 3.1. The epitaxial layer thicknesses range from 12 µm up to 40 µm.
The wafers of type 1 are standard wafers used by TowerJazz and have been included in
the run as monitoring wafers for the CMOS process.
As described in Chap. 2, each reticle on the wafer contains a set of prototype chips
exploring different design options. The prototype chips from this run are presently under
test and results exploring the different architectures and designs are reported in Chap. 2.
First test results on Explorer-1 chips from type 2 (18 µm epitaxial layer), type 3 (30 µm
epitaxial layer), type 5 (20 µm epitaxial layer) and type 6 (40 µm epitaxial layer) wafers
indicate a cluster signal increase compatible with the increase in thickness of the epitaxial
layer (see Fig. 2.17 and App. A). Further measurements on prototype chips from different
starting wafers are presently being carried out including measurements on irradiated chips.
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Table 3.1: Wafers used for the engineering run March 2013.
Type Number of wafers Epitaxial Thickness (µm) Resistivity (kΩ cm)
1 (LR-12) 3 12.0± 0.5 0.03
2 (HR-18) 4 18.0± 1.5 >1
3 (HR-30) 3 30.0± 0.3 ≈1
4 (HR-40A) 3 40.0± 0.6 ≈1
5 (HR-20) 6 20.0± 1.9 6.2
6 (HR-40B) 3 40.0± 1.9 7.5
7 (CZ) 3 CZ >0.7
Figure 3.2: Example of a schematic arrangement for the four point probe measure-
ment [17] (left). In case of epitaxial silicon wafers, the current path via the substrate has
to be taken into consideration [15]. Resistivity map of one epitaxial wafer measured at
TMEC with a RS30 KLA-Tencor four point probe system (right). Note that the resistivity
values are indicated as Ω/sq.
3.1.2 Quality assurance tests of wafer starting material
The wafer manufacturers provide information on epitaxial layer thickness and resistivity
values derived from SRP (Spreading Resistance Profiling) measurements. For this purpose,
a blank wafer is ground at an angle and the resistivity profile is measured at different
depths. This measurement is destructive to the wafer and is carried out on a sample basis.
The surface resistivity can be measured in a number of points across the wafer, using, for
example, a four point probe measurement system. The quality assurance for the wafer
procurement for the production will include the monitoring of the epitaxial layer resistivity
and thickness on a sample basis as one of the key parameters for the performance of the
final chips. The tests and procedures are presently being developed to put them in place
well in advance of the start of production.
First surface resistivity (Rs) measurements have been carried out on blank wafers (one
wafer of type 5, one wafer of type 6) of the engineering run of March 2013 at the collab-
orating institute TMEC, Thailand. Figure 3.2 shows the schematic arrangement of a four
point probe measurement on the left hand side. Prior to the measurement, the wafer was
dipped in a 1 % HydroFluoric bath to remove the native oxide layer on the surface. The
resistivity was measured on 49 points across the surface, corresponding to the 49 reticles
of the processed CMOS wafer. The Rs values measured on the wafer of type 6 are shown
on the right hand side in Fig. 3.2. The corresponding average resistivity value measured is











Figure 3.3: Flow chart of the wafers qualification tests.
Table 3.2: Dimensional requirements for the Pixel Chips.
Target value Variation
Thickness 50 µm ±5 µm
Width 15 mm ±30 µm
Length 30 mm ±30 µm
7.9 kΩ cm with a standard deviation of 1.1 kΩ cm. The average value agrees within errors
with the epitaxial layer resistivity value provided by the supplier, which was measured on
a different wafer of the same batch (7.5 kΩ cm). The map also shows that for most of the
surface area, the resistivity stays within about 30 % around the nominal value, while a
stronger difference between the centre value and the values measured at the wafer rim are
observed.
The monitoring of the wafer quality throughout the production will be part of the
quality assurance procedure. The suppliers will provide information on the wafers, such
as resistivity and thickness of the epitaxial layer. Monitoring the main wafer parameters
is foreseen on a sub-set of every batch produced. The flow chart of the different operations
to be performed to qualify the wafers is shown in Fig. 3.3.
3.2 Thinning and dicing
Starting from a standard thickness of 725 µm, 8-inch wafers are routinely thinned in multi
project wafer (MPW) runs to about 400 µm. However, the target thickness for the ALICE
ITS upgrade is significantly lower than that, aiming to achieve a thickness of 50 µm. The
STAR PXL detector is already using monolithic silicon pixel chips of 50 µm thickness [6].
This corresponds to 0.054 % of radiation length.
Table 3.2 summarises the dimensional requirements for the Pixel Chips.
In case of an epitaxial layer thickness of 40 µm, the total thickness has to be increased
to about 70 µm. For thinner epitaxial layers, the target thickness is 50 µm.
In the module arrangement, individual chips will be placed with a nominal gap of 100 µm
next to each other. Therefore the edge quality and the dimensional precision of the chips
has to be compatible with this requirement. A visual inspection of each chip, as described
in Sec. 3.3.1, will ensure that only chips which meet these requirements will be mounted.












IR thickness measurement on one MIMOSA20 wafer
108 dies
Target thickness: 50 µm ± 5 µm
(a) MIMOSA20 chips after DBG
(b) March 2013 engineering run prototype
chips
Figure 3.4: Interferometric thickness measurements of 50 µm thick chips, not including
the CMOS metal layers (≈10 µm).
3.2.1 Thinning tests carried out in the R&D phase
Thinning and dicing has been carried out on blank wafers and fully processed wafers
throughout 2012/13 to optimise a thinning process based on the Dice Before Grind (DBG)
approach. The wafers are prediced to about 80 µm depth and then back-grinded to 50 µm
which leads to the separation of the chips on the wafer. Table 3.3 summarises the results
of the DBG on 30 wafers. The yield is defined as no visible damage to the chip, as no
electrical tests could be carried out on chips from these wafers. In the future, electrical
test results will be included when thinning fully processed CMOS wafers.
Measurements of the chip thickness are carried out immediately after grinding using an
infrared interferometer. The results of these measurements on one wafer are reported in
Fig. 3.4a. The interferometric measurement does not take into account the CMOS metal
layer stack but only the silicon thickness. Thus about 10 µm have to be added to the
measured thickness value. The measured values are in good agreement with the target
thickness of 50 µm and are well within the limits of ± 5 µm. Interferometric thickness
control on a subset of chips has been included as part of the quality assurance on all
wafers thinned in 2013.
The precision of the chip size is of crucial importance for the module construction where
several chips will be aligned in a row, aiming to minimise the gap between chips to keep the
insensitive region as small as possible. For standard diamond blade dicing, the dimensional
Table 3.3: List of wafers thinned and diced in 2012.
Type Number Chip size (mm2) Usage Good (%)
blank 13 various mech. and assembly tests N/A
blank 5 15× 30 mech. and assembly tests 96
with Al pattern 5 15× 30 interconnection tests 89
with Ni/Au pattern 5 15× 30 interconnection tests 77
MIMOSA20 2 10× 20 CMOS wafers 100
Total 30 91







Figure 3.5: Simple scheme of the diamond blade dicing setup.
precision of the diced chips is determined by the choice of dicing blade, specifically the
kerf width of the blade and the precision with which the blade can be placed on a dicing
street of a given width. Figure 3.5 shows a schematic view of the dicing blade and the
parameters which add to the uncertainty of the chip size during diamond blade dicing.
The dicing blade used for the dicing of the first dummy and prototype wafers was not yet
adjusted to reach the target precision. The total variation in geometrical dimensions is
not 60 µm, but approximately 80 µm. Further tests and optimisation will be carried out
to achieve the target values.
An alternative technique to separate the chips on the wafer is laser dicing. Different
laser dicing techniques are presently available in industry. The laser cuts along the scribe
line and the separation of the chips is usually carried out by tape expansion. First tests
were done on blank wafers using laser dicing systems at different suppliers. Laser dicing
can also be used to predice the chips before back-grinding the wafers to 50 µm thickness.
Tests are presently underway to combine laser pre-dicing and back-grinding using blank
wafers. The edge quality and the precision of the laser cut will be assessed on the first
chips from these wafers, which are expected for spring 2014.
Three wafers from the engineering run have been thinned to 450 µm and diced in order
to provide first samples for characterization tests. Three wafers have been successfully
thinned to 50 µm and 70 µm (in case of an epitaxial layer thickness of 40 µm). Presently,
further wafers from the run are being thinned to 50 µm and diced.
The results from the interferometric thickness measurement of 50 µm thick chips are
shown in Fig. 3.4b. The average thickness on 49 points measured across the full wafer is
44.6 µm, with a maximum variation of 3 µm.
3.3 Single chip test
Prior to mounting on the module, each chip will be tested according to a defined test-
procedure. The results of each test will be recorded and stored in a commonly accessible
database. The chips will be classified according to the test results and only good chips
which are fully functional and meet the geometrical requirements will be used for module
mounting. A detailed scheme for the classification of the chips will be defined once full size
prototype chips are available and a sufficient number of chips have been tested to produce
a large enough statistical sample.
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Figure 3.6: Image of the visual inspection of a chip corner. The camera scans the edge
of the chip. The position of the camera is indicated by the square with the target cross
visible on the top right. The image has been taken just before the machine reaches the
broken corner, thus no error is yet indicated.
Every tested chip has to be traceable, either electrically or via a visual mark, throughout
the different testing and assembly steps. Several techniques are under consideration, but
no final choice for the chip identification has yet been taken. First tests using laser marking
have been carried out on dummy chips. Alternative options are currently under study.
The single chip tests will include a visual inspection, an electrical test and a test with
radioactive source or laser for full verification of the functionality.
• The visual inspection and metrological measurements will ensure that no
physical damage has occurred and that the contact pads are fully intact to ensure a
good quality connection to the Flexible Printed Circuit (FPC). A metrological meas-
urement will ensure that the chips geometrical dimensions are within the acceptable
tolerances.
• The electrical and functional tests will address the full electrical functionality
of the chip and validate the signal generation in the epitaxial layer.
The exact yield factors for each of the processing steps (production, dicing, thinning,
etc.) prior to the single chip tests are not yet known. However, experience from other
experiments (e.g. STAR) showed that a yield factor of about 50 % for thin chips of 50 µm
can be expected. Thus the total amount of chips to test for the ALICE ITS will be in the
order of 50 000.
In order to efficienctly test this large number of chips, the visual tests as well as the
functional tests will be carried out using automated systems. It is planned to first carry
out visual tests to select only those chips for the functional tests that comply with the
dimensional requirments and show no damage. Chips which do not pass the visual test
are discarded from the test flow, which will add to the reduction of testing time.
3.3.1 Visual and metrological inspection
The automated visual and metrological inspection of the chips will allow the detection
of different anomalies such as dimensional errors (e.g. chip size, pad size and location),
physical damage (e.g. cracks, missing parts, scratches) and surface damage (e.g. scratches,
debris, pollution) and to classify the chips accordingly.
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A feasibility study for visual and metrological inspection has been carried out together
with a supplier of visual inspection systems, using an existing system at the company site
(VEA, Italy). The dummy chips used for the study are similar in size and connection
pads as assumed for a final chip (15 mm× 30 mm, connection pads of 400 µm diameter).
Figure 3.6 shows an example of the visual inspection of a chip with a broken corner. The
inspection system scans the edge of the chip and will indicate an error once it reaches
the broken edge. The proposed machine can automatically handle each chip, picking
it up from the tray and placing it under a camera for optical inspection. The camera is
equipped with a pattern recognition software able to satisfy the test requirements in terms
of resolution. The expected resolution is of the order of microns, depending on the speed
of the measurement.
The time required for the visual and metrological inspections has to be kept as short
as possible. A preliminary time estimate for the procedure including the handling is 40 s
per chip. This includes picking up the chip from the tray and placing it underneath the
inspection system, carrying out the measurements and again picking up the chip with a
robotic arm and placing it back into the carrier tray.
3.3.2 Electrical and functional test
A first list of tests containing the main steps that should be included in the test sequence
is shown in the following. The final list of tests can only be defined when the full size
prototype chips are available.
• basic electrical test (smoke-test), power supply and current values;
• test of I/O connection (e.g. reading/writing configuration);
• noise run to identify noisy pixels in the matrix;
• test of the digital part of the chip (e.g. using a test pulse pattern);
• sensor response using either light or a radioactive source.
The tests will be automated and limited to the minimum requried to identify faulty
chips. Furthermore, carrying out the tests in different test centers in parallel will allow
further reduction of the overall testing time and avoids that failure of a test system creates
a bottleneck in the overall detector construction phase.
Two different techniques are presently under study to provide the electrical connection
to the chip pads during mass testing:
• contact by using a probe card;
• contact by using a bed of needles probe.
In case of contacting the pads with a bed of needles probe, the fixture will host a defined
number of chips. The test of the chips will be executed sequentially. By providing several
fixtures that can be pre-mounted, the handling time will be further reduced. Direct test
point inspection and test control can be performed using an integrated camera. Presently,
a set of tests is being carried out using dummy chips with pad contacts to study how to
control the contact. A test fixture is being designed for a bed of needles contact of these
dummy chips and first test results are expected early 2014. In parallel tests are carried
out together with a commercial probecard manufacturer developing a first prototype for
a test station.
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Figure 3.7: SEM image of a pad cross-section on a dummy chip wafer. The Ni-layer
deposited is in the order of about 3 µm thickness covered by a thin layer of Au. The
Ni-layer has been deposited on the Al-pad by electroless Ni-deposition.
3.4 Wafer post-processing
The CMOS processing will provide aluminium metal pads on the chip for electrical con-
nections. In case of using laser soldering to connect the chip pads with the FPC, it will
be necessary to post-process the wafers to have solder-wettable metal pads. This will
include the deposition of a Ni/Au layer on the Aluminium pad after finishing the CMOS
processing.
First tests have been carried out by producing dummy chips with Al/Ni/Au pads. An
example of a SEM cross-section view of an Al/Ni/Au pad on a dummy chip wafer is shown
in Fig. 3.7.
In order to avoid additional losses in the post-processing of the wafers, it is envisaged to
carry out this step immediately after CMOS processing and before thinning and dicing.
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4 Detector Staves
The design of the new ITS is conceived as a two-barrel structure: the Inner Barrel (IB),
formed by Layers 0 to 2, and the Outer Barrel (OB), formed by Layers 3 to 6. An overview
of the new ITS layout is given in Chap. 1 and summarised in Tab. 1.1. The three Layers
of the IB are also referred to as the Inner Layers, with Layers 3 and 4 as Middle Layers
and Layers 5 and 6 as Outer Layers.
In the azimuthal direction, each Layer is segmented in elements called Staves. The
Stave, which extends over the whole length of the respective Layer, is the basic building
block of the detector. The Stave contains all structural and functional components, thus
making it the smallest operable part of the detector. The three Inner Layers are built with
identical Staves, while the Staves of the OB Layers have a different layout due to their
longer length. The Staves of the Middle and Outer Layers have the same layout although
those of the latter are almost twice the length of the Middle Layers ones.
This chapter is dedicated to the description of the Staves and their construction process.
The design and layout of the Staves for the Inner and the Outer Barrel are described in
Sec. 4.1. The developments and the technical choices of the Stave components (except the
Pixel Chip, which is discussed in detail in Chap. 2) as well as their characterisation are
illustrated in Sec. 4.2 and 4.3. The techniques that are being evaluated to interconnect the
Pixel Chips, namely laser soldering and Single point Tape Automated Bonding (SpTAB),
are discussed in Sec. 4.4. The assembly procedures and the prototyping of the Staves are
described in Sec. 4.5. The ongoing R&D activities on some alternative options for the
Stave implementation are reported in App. B.
4.1 Stave design
The conceptual design of both IB and OB Staves is based on the following elements:
• Space Frame: a carbon fibre support structure providing the mechanical support
and the necessary stiffness;
• Cold Plate: a sheet of high-thermal conductivity carbon fibre with embedded
polyimide cooling pipes, which is either integrated within the Space Frame (for the
IB Staves) or attached to the Space Frame (for the OB Staves), as described in
Sec. 4.2; the Cold Plate is in thermal contact with the Pixel Chips or with the
Module carbon plate to remove the generated heat.
• Hybrid Integrated Circuit (HIC): an assembly of a polyimide Flexible Printed
Circuit (FPC) on which a number of Pixel Chips, namely 9 and 14 for the IB and
OB Staves respectively, and some passive components, are bonded;
• Module: the HIC glued to a Module carbon plate, which provides the necessary
stiffness for the handling and possible replacement of a single Module in case of
malfunctions, as described in Sec. 4.5.2.
• Half-Stave: the OB Staves are further segmented in azimuth in two halves, called
Half-Staves. Each Half-Stave, extending over the full length of the Stave, consists
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Figure 4.1: Schematic view of the Inner Barrel Stave.
of a Cold Plate on which a number of Modules are glued, namely four and seven for
Middle Layers and Outer Layers, respectively.
The design of the Staves takes into account the specifications of the new ITS. The
low material budget combined with very good rigidity and stability of a relatively large
structure imposes severe constraints in terms of design and technical solutions that can be
implemented. The requirements of the new ITS, which have been taken into account in
the design of the Staves of the Inner and Outer Barrels, have been illustrated in Chap. 1.
4.1.1 Inner Barrel Stave
Each IB Stave will be instrumented with one HIC, which consists of nine Pixel Chips
in a row connected to the FPC, hence covering a total active area of 15 mm× 270.8 mm
(Tab. 1.1) including the 100 µm gap between adjacent chips along z. The interconnection
between Pixel Chips and FPC is achieved via laser soldering, described in Sec. 4.4. The
HIC is glued to the Cold Plate with the Pixel Chips facing it in order to maximise the
cooling efficiency. Figure 4.1 shows a schematic layout of the IB Stave. An extension of
the FPC, not shown in Fig. 4.1, connects the Stave to a patch panel that is served by the
electrical services entering the detector from one side only. A mechanical connector at each
end of the Stave allows the fixation and alignment of the Stave itself on the end-wheels, as
described in Chap. 5. The inlet and outlet of the closed-loop cooling circuitry are located
at the same end of the Stave because also the cooling is served only from the same side as
all other services.
The prototyping of the IB Stave is well advanced. Figure 4.2 shows the detail of the
end-Stave with and without the mechanics connector and the cooling ducts.
Material budget
The design of the Stave accounts for the tight requirement on the material budget, which
is limited to 0.3 % X0. Table. 4.1 reports the estimated contributions of the IB Stave to
the material budget.
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Figure 4.2: Prototypes of the Inner Barrel Stave.
Table 4.1: Estimated contributions of the Inner Layer Stave to the material budget.
Stave element Component Material Thickness X0 X0
(µm) (cm) (%)
HIC FPC Metal layers Aluminium 50 8.896 0.056
FPC Insulating layers Polyimide 100 28.41 0.035
Pixel Chip Silicon 50 9.369 0.053
Cold Plate Carbon fleece 40 106.80 0.004
Carbon paper 30 26.56 0.011
Cooling tube wall Polyimide 25 28.41 0.003
Cooling fluid Water 35.76 0.032
Carbon plate Carbon fibre 70 26.08 0.027
Glue Eccobond 45 100 44.37 0.023
Space Frame Carbon rowing 0.018
Total 0.262
A detailed study of the material distribution across the Stave has been performed after
the optimisation of each component. In Fig. 4.3 the azimuthal distribution of the Layer 0
material traversed by the particles at η = 0 is shown. Neighbouring Staves are partially
superimposed to ensure the detector hermeticity. The highest peaks correspond to the
overlap of the reinforced structures along the edges of the Space Frame to guarantee the
required stiffness and the narrow spikes to the reinforcement implemented in the upper
vertex. The peaks around 0.5 % X0 are due to the polyimide cooling pipes embedded
in the Cold Plate, which have an inner diameter of 1.024 mm and a wall thickness of
25 µm, assuming they are fully filled with water. The average value of 0.282 % X0 fulfils
the specifications, which are of extreme importance for the achievable impact parameter
resolution.
4.1.2 Outer Barrel Stave
The Staves of the Middle and Outer Layers are identical, except that the Outer Layer Stave
is nearly twice as long. The basic concept of the OB Staves is very similar to the IB ones.
However, the Staves of the OB are split azimuthally in two Half-Staves, each longitudinally
further segmented in four or seven Modules for the Middle and Outer Layers, respectively,
as depicted in Fig. 4.4. The design of the Space Frame of the OB Staves is derived from
the ladder frame of the outer layers of the current ITS [3]. It supports two Cold Plates,
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Figure 4.3: A detail of the Stave overlaps of the Inner Layers (left) and the corresponding
material budget distribution (right). The highest peaks correspond to the overlap of the
reinforced structures at the edges of the Space Frame, while the narrow spikes to the
reinforcement at the upper vertex. Th peaks around 0.5 % X0 are due to the polyimide
cooling pipes fully filled of water.
with the respective integrated cooling pipes, each carrying four or seven Modules. From
here forward, all references will be made to the Stave layout of the Outer Layer, which are
more challenging from the system and assembly point of view, unless otherwise specified.
The layout and components of the OB Stave are highlighted in Fig. 4.4. The Cold Plates
are connected to the Space Frame by U-shaped connectors. In order to achieve a nearly
full coverage, the two Cold Plates of a Stave overlap in the rφ direction, as shown by the
Stave cross section in Fig. 4.4. The details of the support structure and the cooling system
are described in Sec. 4.2.
The HIC of the OB Staves consists of an array of two rows of seven chips each, connected
to a common FPC that is approximately 3 cm wide and 21 cm long. The HIC is glued to a
120 µm thick carbon plate to ensure the required stiffness and to ease the handling during
the assembly and testing phases. The assembly of the HIC with the carbon plate is called
a Module. The FPC distributes the clock and configuration signals, as well as the data
read-out and power connections to all Pixel Chip in a Module. The expected maximum
data throughput for the OB Staves, illustrated in Chap. 6, allows the development of a
serial read-out scheme of an entire chip row, which extends over the full length of the
Stave. The read-out concept is described in more detail in Sec. 4.3 and in Chap. 6.
Taking into account the estimated power density of 100 mW cm−2, summing up analogue
and digital power contributions, an additional bus to distribute the power is needed to
fulfil the maximum acceptable voltage drop over the whole length of the Half-Stave. This
bus, named Power Bus (PB), extends over all FPCs of the Half-Stave, providing analogue
and digital power as well as ground connections. The baseline powering scheme is based
on a conservative parallel connection: all chips in a Module are directly connected to the
analogue and digital power planes of the FPC, which are in turn fed by the PB serving
the Half-Stave.
Several components of the OB Staves have been prototyped; Fig. 4.5 shows a full size
prototype of the Space Frame for the Outer Layers. The production process and charac-
terisation tests are described in the following Sec. 4.2. It has been demonstrated that this
design provides the required stiffness and thermal properties. The design and the ongoing
development of the FPC and of the PB are described in Sec. 4.3.
Material budget
Table. 4.2 reports the estimated contributions of the OB Stave to the material budget. It
is worth underlining that the thickness of the aluminium power planes applies to the Outer
Layers Stave and it could be less for the Middle Layers according to the smaller number
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Figure 4.4: Schematic exploded view and cross section of the OB Stave.
Figure 4.5: A prototype of the OB Stave Space Frame with Cold Plates.
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Table 4.2: Estimated contributions of the Outer Layer Stave to the material budget.
Stave element Component Material Thickness X0 X0
(µm) (cm) (%)
Module FPC Metal layers Aluminium 50 8.896 0.056
FPC Insulating layers Polyimide 100 28.41 0.035
Module plate Carbon fibre 120 26.08 0.046
Pixel Chip Silicon 50 9.369 0.053
Glue Eccobond 45 100 44.37 0.023
Power Bus Metal layers Aluminium 200 8.896 0.225
Insulating layers Polyimide 200 28.41 0.070
Glue Eccobond 45 100 44.37 0.023
Cold Plate Carbon fleece 40 106.80 0.004
Carbon paper 30 26.56 0.011
Cooling tube wall Polyimide 64 28.41 0.013
Cooling fluid Water 35.76 0.105
Carbon plate Carbon fibre 120 26.08 0.046
Glue Eccobond 45 100 44.37 0.023
Space Frame Carbon rowing 0.080
Total 0.813
of Pixel Chips. The estimated overall material budget is within reach of the required
0.8 % X0.
The detailed description of the azimuthal distribution of the material across the Outer
Layer Stave is shown in Fig. 4.6. Similarly to the IB, neighbouring Half-Staves are partially
superimposed to ensure the detector hermeticity, thus giving rise to the peaks around
1.25 % X0. The highest peaks are due to the polyimide cooling pipes embedded in the
Cold Plate, assuming they are fully filled with water.
4.2 Mechanical support structure and cooling
This section presents the studies carried out to identify and characterise materials, pro-
cesses and technologies suitable for the construction of the mechanics and cooling of the
Staves.
The Stave mechanical support must fulfil stringent requirements in terms of minimum
mass and highest stiffness. Its design is inherently linked to the layout of the cooling
system that will be adopted to remove the heat dissipated by the silicon sensors since the
cooling system is integrated in the mechanical structure.
The layout of the Stave mechanics and cooling consists of a Space Frame and one or two
Cold Plates. The Cold Plate is made of a high thermal conductive carbon fibre laminate,
with embedded cooling pipes, on top of which the silicon chips are glued. The heat is
conducted into the cooling pipes by the carbon fibre structure and is removed by the
coolant flowing in the pipes. For mechanical stability the Cold Plate is stiffened by the
Space Frame, a light filament wound carbon structure with a triangular cross section. The
concept of a Cold Plate and a Space Frame applies to both the IB and OB Staves but the
specific implementation of each Layer is tailored according to the different geometrical and
thermal constraints. A mechanical connector at each of the two ends of a Stave provides
the precise positioning of the Stave in the Layer configuration.
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Figure 4.6: The azimuthal distribution of the Outer Layer Stave material traversed by
the particles at η = 0. The highest peaks correspond to the polyimide cooling pipes
embedded in the Cold Plate fully filled of water and the others to the Half-Stave overlaps
to ensure the detector hermiticity.
4.2.1 Materials and production processes
The obvious choice for material with high specific stiffness and high thermal conductivity
with a long radiation length is Carbon Fibre Reinforced Plastics (CFRP).
For the Space Frame, the specific stiffness and the low Z are the parameters driving the
design. Therefore, the choice is oriented to the use of high modulus carbon fibre with a
Young’s modulus larger than 300 GPa. For the Cold Plate, the carbon fibre has to comply
with the tight requirements in terms of heat removal capacity; this leads to the use of high
thermal conductivity carbon fibres, k larger than 600 W mK−1.
The resin system for the CFRP considered for the ITS is mainly cyanate ester resin, RS-
3 [18] or EX-1515 [19], which is preferable to epoxy resin for its low humidity absorption
and better dimensional stability in time.
The choice of the material for the cooling pipes embedded in the structure is driven by
the requirement of low material budget and high thermal conductivity. A suitable com-
promise among these requirements is the use of a plastic tube with a thin wall. Polyimide
(X0 ≈ 28 cm) small diameter pipes with 1.024 mm (2.67 mm) inner diameter and 25 µm
(64 µm) thin walls are currently considered for the IB (OB) Staves. The pipes are always
embedded in the carbon structure and never directly exposed. In this way their intrinsic
fragility and tendency to pinch and buckle under localised load does not affect their use.
Polyimide shows high radiation hardness up to at least 107 Gy [20]. The behaviour of
the pipes under pressure loads was tested and polyimide erosion due to coolant flow in
radiation environment is under study.
The Space Frame and the Cold Plate structures are manufactured using two standard
processes for composite material production: “manual lay-up” and “filament winding”.
Several tests have been performed to optimise the lay-up sequence for the Cold Plate and
the winding angle for the rowing in the Space Frame.
After the lay-up or winding processes, the CFRP structure undergoes a curing process,
obtained by a heating cycle, needed for the resin polymerisation, along with a pressure
load which provides the force needed to squeeze the excess of resin. Gluing of different
mechanical parts after curing has been minimised by assembling the CFRP structure
before polymerisation. This results in a better control of the amount of glue used and in
a minimisation of the material budget.





Figure 4.7: Schematic layout of the mechanical and cooling structure of the IB Stave.
Inner Barrel Stave
For the IB Stave, the Cold Plate and the Space Frame are conceived as a single integrated
light-structure as shown in Fig. 4.7.
The layout of the Cold Plate provides a thermal bridge between the two polyimide cool-
ing tubes (1.024 mm inner diameter, 25 µm wall thickness) by means of an unidirectional
ply of high thermal conductivity carbon fibre (K13D2U, 70 µm thick) oriented in the dir-
ection normal to the axis of the tubes. The tubes are glued on top of the carbon ply
and the thermal contact is enhanced by a thermal graphite foil (30 µm thick) [21] that is
layered on top of the tubes and glued to the K13D2U [22] lamina. For structural reasons
an additional thin ply of carbon fleece (20 µm thick) is added on the top and bottom sides
of the Cold Plate. Since the cooling manifolds are only at one side, the refrigerant inlet
and outlet are provided by a connector at one end of the Stave while at the opposite end
the two polyimide tubes are joined by a U-bent connector. These two connectors also
provide the fixation at the two extremities of the Stave in the Layer.
A filament wound top cover, the Space Frame, stiffens the Cold Plate. It is obtained by
winding a carbon rowing, M60J 3K (588 GPa) [23], at an angle of 45◦ with respect to the
Stave axis. The winding angle and the number of helices have been optimised to achieve
the best compromise between material budget and stiffness.
Outer Barrel Stave
As for the IB, the cooling for the OB Staves is provided by a high thermal conductive Cold
Plate with embedded pipes. However, due to the length of the OB Stave, up to 1.5 m, an
independent support structure with a large inertial section is used to hold two Half-Staves
in position, each one equipped with a Cold Plate. The mechanical and cooling structure
of the OB Stave is shown in Fig. 4.8.
The Cold Plate is approximately 30 mm wide and is based on the same carbon-ply layup
as for the IB Stave. Two pipes with an inner diameter of 2.67 mm and a wall thickness
of 64 µm have been used. The two pipes are interconnected at one end of the Cold Plate
providing a loop, whose inlet and outlet are on the same side and correspond to the
distribution manifolds.
The Space Frame design is adopted from the present ALICE ITS and is based on a light
truss carbon structure. Structural analysis and tests finalised to the new geometries and






Figure 4.8: Schematic layout of the mechanical and cooling structure of the OB Stave.
requirements have led to an equilateral section of the frame with a 42 mm wide side, that
provides almost the same rigidity for all the possible Stave positions.
The materials used in the prototype production are high modulus carbon fibre M55j-
6k (540 GPa) [24], with K13C2U (900 GPa) [25] as a stiffer alternative. At both ends
of the Space Frame, two mechanical connectors ensure the accurate positioning of the
Stave within the Layer. The mechanical connectors are designed to permit mounting and
dismounting of the Stave with high accuracy.
4.2.2 Thermal characterisation
Thermal tests were conducted on several prototypes with the aim of optimising and char-
acterising the Stave cooling design. Both water in leakless mode (absolute pressure at the
Stave < 1 bar) and two-phase C4F10 refrigerant [26] were used as coolants. The power
dissipated by the Pixel Chips was simulated by means of a polyimide heater glued to the
prototype Cold Plate, covering the same surface as the Pixel Chips. The heat load is
transferred through the carbon fibre towards the embedded pipes and is finally removed
by the coolant. Several temperature sensors were placed above the Stave heater, while an
infrared (IR) camera mapped the heater temperature allowing the location of heat spots.
Pressure and temperature of the refrigerant were recorded during the tests at the Stave
inlet and outlet.
The following requirements have been considered for the thermal characterisation tests
of both IB and OB Staves:
• the Stave operative temperature shall not exceed 30◦C, based on the requirements
of the chip, while the temperature uniformity along the Stave shall be kept within
5 ◦C;
• the power dissipated by the Pixel Chips shall not exceed 300 mW cm−2 for the IB
and 100 mW cm−2 for the OB.
Inner Barrel Stave
Test results are reported for a chip power dissipation value of 300 mW cm−2 as well as
150 mW cm−2 and 500 mW cm−2 as lower and upper limits, respectively.
A small portion of the applied power is exchanged directly with the environment by
convective and radiative heat transfer. This heat load has been estimated by means of








































































Figure 4.9: Test results: Inner Barrel Stave chips average temperature at different power
densities; (a) water single-phase cooling, (b) C4F10 evaporative cooling. The average
temperature of the refrigerants is 15 ◦C.
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0.5 W cm-2, TH2O-Average=15.8°C
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0.3 W cm-2, TC4F10-Average=15.1°C
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Figure 4.10: Thermographic images showing the chips temperature map at 0.3 and
0.5 W cm−2 power densities for the Inner Barrel Stave prototype: a) water, 3 l h−1; b)
C4F10, 480 kg m
−2 s−1.
experimental tests to be below 12 % of the total applied power when the ambient temper-
ature is approximately 10 ◦C below the Stave temperature. This case would correspond
to a Stave temperature of 30 ◦C and an ambient temperature of 20 ◦C.
The test results summarised in Fig. 4.9 show the average heater temperatures for
different mass flow rates, at the power densities of 150 mW cm−2, 300 mW cm−2 and
500 mW cm−2. Tests were done keeping an average refrigerant temperature of approx-
imately 15 ◦C.
The thermographic pictures in Fig. 4.10 display the chip temperature map for the stud-
ied cases. The prototype shows a good temperature uniformity, with variations below
5 ◦C. Also, the maximum heater temperature measured does not exceed in any case 30 ◦C.
The results displayed in Figs. 4.9 and 4.10 show that there are no significant differ-
ences in terms of cooling performance when cooling with water or with evaporative C4F10
at similar temperatures. Likewise, different mass flow rates have little impact on the
thermal performance. This means that the conductive thermal resistance across the Stave






















































Figure 4.11: Test results: a) Chips average temperature for the Outer Barrel Stave at
different power densities for different water flow rates at an average temperature of 15 ◦C,
b) water pressure drop for the Outer Barrel Cold Plate, 2-pipe 2.67 mm inner diameter,
1475 mm long.
dominates over the convective thermal resistance between tube wall and fluid.
The choice of the refrigerant is then driven by the material budget requirements and
by considerations on the cooling system and plant. For a given tube, a two-phase flow
will display significantly lower average fluid density as a result of the large vapor fractions
within the flow and subsequently result in a lower material budget than water. However,
using water as a coolant already fulfils the material budget requirements, with a value
lower than 0.3 % X0 for the fully assembled Stave; see Sec. 4.1.1. This drives the choice of
the refrigerant towards considerations on system simplicity, reliability and easy integration
with the Outer Barrel Staves, suggesting the use of water as the baseline of the current
cooling design.
Outer Barrel Stave
Results for 150 and 300 mW cm−2 power densities are reported for the baseline Stave
cooling layout described in Sec. 4.2.1 and consisting of two pipes of 2.67 mm inner diameter
each. Key results of the study are the cooling performance and the pressure drop along
the Stave, since a leakless water cooling circuit will be used.
The average temperature of the chips of the OB Stave prototype, for a range of water
flow rates and for the two aforementioned power densities, is shown in Fig. 4.11a. The
chips can be cooled to average temperatures below 30 ◦C with water flow rates as low
as 6 l h−1, the water average temperature in all the studied cases being 15 ◦C. Infrared
camera verified that on the whole surface of the heaters there is no hot spot exceeding
30 ◦C.
Due to the large longitudinal dimensions of the OB Staves, it is critical to keep the
pressure drop at minimum values, at least when cooling with water in leakless configura-
tion. A full-size prototype of the Cold Plate with two pipes with 2.67 mm inner diameter,
and consistent with the dimensions of a Stave of Layers 5 and 6 (i.e. 1475 mm long) was
produced and hydraulically tested with water in single phase with the aim of providing
insight on the Stave pressure drop.
The plot in Fig. 4.11b shows the recorded pressure drop during the experimental hy-
draulic tests over the full-length prototype described above. In order to be able to use a
water leakless mode cooling system, it is recommended to choose a water flow rate such
that the pressure drop across the full length does not exceed 0.3 bar. For this require-
ment to be fulfilled and according to the results reported in Fig. 4.11b, the Stave should
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Figure 4.12: The stiffness of the Space Frame has been predicted by finite element
analysis and validated by load test. The bending tests have been performed with the
Space Frame simply supported at the two extremities and a concentrated mass in the
centre.
be cooled with a water flow rate below 12 l h−1, which in view of Fig. 4.11a provides an
adequate and reliable cooling performance for the nominal power density.
4.2.3 Structural characterisation
Stiffness test
The structural characterisation consisted of finite element simulations and load test valid-
ation. The two key structural parameters that define the achievable accuracy and stability
in the position of the chips are the Stave sagging under its own weight and the first natural
frequency of the Stave. The sag provides the information on the deviation of the chips
final position respect to the nominal one while the first natural frequency indicates the
frequency at which an external impulse can induce resonance phenomena in the structure
resulting in oscillations of the chip positions. The sag and the natural frequency for a
given Stave mass depend on the Stave stiffness that is provided by the Space Frame. As
a conservative assumption, in both analysis and tests the contribution of the FPC to the
overall stiffness has been neglected.
The Space Frame stiffness is the sum of three contributions: the elastic module of the
material used, the shape rigidity defined by the inertia of the section of the Space Frame
and finally the boundary conditions, i.e. the rigidity of the connection of the extremities
of the Stave to the end-wheels.
Detailed finite element models of the IB/OB Space Frames have been developed and
tuned on the basis of the test results. In the IB, the analysis has been used to drive
the optimisation of the extremely light design required by the challenging target for the
material budget. In the OB, the model has supported the selection of the composite
material lay-up and carbon fibre type that provide maximum stiffness and stability to the
1.5 m long Space Frame. The carbon fibre with the larger Young’s modulus, K13C2U,
is preferred to the M55J fibre used in the present ITS (see Sec. 4.2.1). The use of such
fibres requires additional tests to optimise the production process due to the fragility of
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the fibres associated with the larger filament diameter (10 µm for K13C2U with respect
to 5 µm for M55j).
A three-point bending test was performed to characterise the IB/OB structures. Tests
were carried out by applying a lumped mass to the centre of the Space Frame, simply
supported (free rotations) at the two extremities. From the test results, the Stave be-
haviour under working conditions, i.e. distributed mass and fixed extremities, has been
extrapolated. The recorded sag has been used also to predict the first natural frequency
of the structure.
For the IB Space Frame, under the assumption of a distributed mass of 0.002 kg, corres-
ponding to the HIC weight, and of Stave with clamped extremities (all translations and
rotations blocked), a maximum sag between 4 µm and 9 µm and a first natural frequency
above 100 Hz have been predicted.
For the 1.5 m long OB Space Frame, a sag between 40 µm and 110 µm, depending on
the stiffness of the connection at the extremities, and a first natural frequency above
50 Hz, have been derived from the test, see Fig. 4.12. This prediction is based on a
0.2 kg mass distributed uniformly along the Stave length and with the two Space Frame
extremities fixed to the end-wheels with a spring connection, as described in Sec. 5.2. This
connection will achieve a constraint between a “simply supported model” (free rotations)
and a “clamped fixation model” (all translations and rotations blocked). A detailed test
plan and the optimisation of this connection are under development.
Pressure test
Even if the cooling system design is based on a leakless under-pressure concept in case of
water as coolant, or a low over-pressure in case of C4F10, the polyimide pipes were tested
at a pressure up to 10 bar. Test were performed both on the naked pipes and on pipes
embedded in the carbon plate, as for the Cold Plate design of the new ITS. While in the
former case the pipe burst pressure was the objective of the test, in the latter case the
aim was to verify that no de-lamination occurs at the interface between the pipes and
the carbon structure. For this second set of tests, the samples were produced with pipes
squeezed in the carbon plate in order to apply more severe conditions and to simulate any
possible faulty workmanship introduced during the production.
Tests were performed up to 10 bar without observing any damage or de-lamination in
the test samples based on the optimised final design. This test campaign has permitted
not only the verification of the integrity of the polyimide pipes under severe pressure
conditions but also to tune some of the production parameters, like resin viscosity and
curing cycle, that affect the correct embedding of the pipes inside the carbon plate.
Erosion test
A long term test with continuous water flow in several pipe samples is running to evaluate
erosion effects on the polyimide tube walls. Five samples of 300 mm long pipes with
1.024 mm inner diameter and 25 µm wall thickness and subjected to the same thermal
cycle that they will undergo during the Cold Plate curing process have been connected to
a derivation of the present installed tracker cooling plant located in the ALICE cavern.
The advantage of this test setup is in the use of de-mineralised water circulating in an
active detector and then exposed to real working conditions like system contamination
and radiation environment.
A measurement of the surface roughness, a Scanning Electron Microscope (SEM) ana-
lysis and a weight measurement were carried out on the tube samples before starting the
water erosion test. The measurements were repeated on the samples at long time intervals
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Figure 4.13: Schematic view of the stack-up (top) and layout (bottom) of the FPC for
the IB Stave.
and compared to the previous ones in order to evaluate if any change in weight or surface
roughness had occurred.
No erosion effect has been observed after more than six months. The test will continue
until the installation of the new ITS.
The combined effects of direct radiation and radiolysis of de-mineralised water on the
polyimide pipes is also under study. Even if radiation has shown to have limited effects
on polyimide (see Sec. 4.2.1), plastic degradation can be influenced by radiolysis products
of water [27]. The effects of radiolysis of water are known to be controllable by the use of
ion-exchangers and recombiners and in ALICE they will be limited by the low radiation
dose.
4.3 Flex Printed Circuit
4.3.1 Inner Barrel
The layout of the FPC of the IB Module is shown in Fig. 4.13. The nine Pixel Chips in
a Module are read out in parallel: each chip sends its data stream to the end of Stave
by a dedicated differential pair. Two additional differential pairs distribute the clock and
configuration signals to the nine chips.
In order to minimise the mechanical stress on the 50 µm-thin chips, polyimide PI2611
having a Coefficient of Thermal Expansion (CTE) of 5 ppm/K is considered as a possible
option in alternative to standard material (having CTE of 21 ppm/K). For comparison the
CTEs of Si and C are 3 ppm/K and 1.18 ppm/K, respectively. Dedicated thermal stress
tests will be performed when first Stave prototypes will be available.
The choice of the material to be used for the metal layers of the FPC is dictated by
the need to minimise the material budget, thus Al has been preferred to the standard
Cu (the respective radiation lengths being 8.9 cm and 1.44 cm). Along the same line, the
total thickness of the polyimide layer has been reduced to 100 µm and the hole diameter
has been fixed at 200 µm to reduce the needed volume of SnAg for the soldering and the
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Figure 4.14: Cu prototype of the FPC for the IB Stave (top) and a close up view of the
end-of-Stave section (bottom).
thermal stress to melt a larger amount of material, as explained in the following Section.
For practical reasons the metal ring surrounding the FPC holes has a width of 150 µm,
resulting from a compromise between a reasonable minimum pitch of 600 µm between
holes and the needed pad diameter to compensate the tolerance in hole drilling during the
various phases of the production.
The thickness of each Al layer is 25 µm, a value which is mainly dictated by the need
of minimising the voltage drop along the power supply lines and ensuring a differential
impedance of 100Ω in the signal lines.
The baseline procedure for the FPC production consists in Al sputtering under vacuum
over both faces of a polyimide foil with drilled holes. Then I/O and power supply lines
are engraved either by chemical etching or by laser etching and, finally, a coverlay is glued
on both faces by lamination and vias are then opened.
The FPC is initially produced with an external frame of suitable width (few cm) to
allow proper handling and flattening during the various assembly phases, from the chips
soldering up to the gluing onto the carbon fibre support structures. Finally the excess
polyimide is cut away by precision laser cutting. Figure 4.14 shows the FPC prototype
with copper conductive layers.
4.3.2 Outer Barrel
The FPC of the OB Module interconnects 14 Pixel Chips arranged in two rows: each row
of seven chips is treated as an independent array in terms of power distribution and is
driven by a master chip located at the end for the bi-directional data exchange. All master
chips on one Half-Stave long row, i.e. four or seven depending on the Layer, receive the
clock and configuration signals from the end of the Stave on a common differential pair
and, after regeneration inside the chips themselves, distribute them to the remaining six
chips in a Module row. The seven chips of a Module row are connected in daisy-chain
mode, which refers to the respective master chip. The master chips send data on two
independent differential pairs to the first chip of the adjacent Module and to the first
chip of the following Module, thus allowing to skip a Module in case of failure. The
serialised data of a Half-Stave-long row are transmitted to a readout link located at the
end of Stave by the outermost master chip; each Half-Stave is served by two readout links.
The proposed scheme, which provides a reasonable level of redundancy against single chip
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Figure 4.15: Schematic view of the cross-section (top) and layout (bottom) of the FPC
for the OB Stave. The soldering pads for the connection between adjacent FPCs are
visibile at the two edges of the layout, the larger rounded pads allow the connections of
the PB to the power and ground planes. A differential pair line for data readout that
allows to by-pass a Module is also visible at each side edge of the layout.
failures or of an entire Module, has been implemented in the FPC layout shown in Fig. 4.15
that is currently being produced in a Cu version prototype.
Taking into account the estimated power consumption, the voltage drop along a row of
seven chips is dealt with by the power planes of the FPC; however, the length of the OB
Half-Staves requires the use of an additional Power Bus (PB) to limit the overall voltage
drop to 100 mV, with respect to the nominal value of 1.8 V, which can guarantee the full
functionality of the Pixel Chip.
The PB is a multilayer Al-polyimide bus, which brings analogue and digital power to
all FPCs of a Half-Stave. The PB runs over the FPCs and is connected to them by tin
soldering achieved by through vias to access the various layers. The overall thickness of
the aluminium layers of the PB is 200 µm for the outermost Layers (see Tab. 4.2), while it
could be thinner for the Middle Layers due to the smaller number of chips. The technical
options to produce such a long flat cable are being developed, the main technical challenge
being the proper metallisation of the through vias surface to fit the soldering. Two stack-
up options are under evaluation: four layers of 50 µm Al and two layers of 100 µm Al.
4.4 Pixel Chip to FPC connection
The Pixel Chips will be connected to the FPC for power supply and I/O connections. In
present silicon pixel detectors, these connections are located on one or more edges of the
silicon die and the connection to FPCs or standard printed circuit boards is carried out
via ultrasonic wire bonding.
For the upgrade of the ALICE ITS a dedicated study was started to find a new connec-
tion scheme for monolithic silicon pixel detectors. The main requirements are:
• Compact Module layout, with a minimum of dead area in the chip periphery.
• High quality, low inductance electrical connection.
• Improved power connection scheme over the full chip surface.
• Highly robust and mechanically stable connection technique.
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Figure 4.17: Schematic view of laser soldering.
The two main techniques that are being pursued and evaluated for the connection
between the FPC and the Pixel Chips, namely the laser soldering and the SpTAB bonding,
are described in the following.
All connection pads on the chip are located on the top surface: power supply connections
are distributed over the full chip surface while I/O connections are concentrated along one
edge of the chip, as schematically sketched in Fig. 4.16. The connection pads are made
of aluminium pads of 400 µm diameter, coated with a Ni/Au layer for proper wetting of
SnAg balls in case of laser soldering. Dummy Pixel Chip prototypes, in particular of the
Explorer-1 chip, with power connection pads distributed over the surface have already
been produced and are being used to study the different techniques for Pixel Chip to
FPC interconnection. They will allow validation of the power connection scheme via pads
distributed over the chip surface and will permit investigation of any impact this might
have on the chip performance, e.g. on the noise behaviour.
4.4.1 Laser soldering
Laser soldering is an industrial application and can be used to connect the chip pad with
the corresponding metal coated hole in the FPC, using a solder ball which is melted locally
by a laser beam, as schematically shown in Fig. 4.17. This avoids thermal stress on the
full Module structures as the heat is only generated in the small local area of the size of
the connection pad.
First tests on polyimide substrate prototypes were carried out: 100 contacts were man-
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Figure 4.18: A detail of the prototype sample for laser soldering test: three solder balls
of 250 µm diameter placed on top of the chip and FPC prior to laser soldering are visible
ufactured on a polyimide chip of 15 mm× 30 mm which could be connected to a polyimide
cable. The contacts on both parts were arranged in a daisy chain, so that a simple electrical
test could verify if all solder points had been connected. The test has been extensively
repeated connecting a silicon dummy chip with an identical connection pattern to the
FPC prototype. The chips used for these tests had previously been thinned to 50 µm.
Figure 4.18 shows three solder balls of 250 µm diameter placed on top of the chip and
FPC prior to laser soldering.
The optimization study presently carried out aims to establish a procedure that ensures
a high precision positioning of the chip and a good flatness of the Module structure after
soldering, as well as high quality and reliable electrical connections.
One of the key features of the presently used laser soldering system is the accurate
control of the process temperature via a pyrometer read-out at 10 kHz connected to the
laser powering system. The laser spot size can be optimised for any solder ball diameter
(down to 100 µm) and the region to be heated can be precisely limited within the hole
edges (≈ 400 µm for a 200 µm hole). As a result, thermal stresses are minimised and chips
and FPC integrity are ensured.
Laser soldering requires high accuracy in the alignment of the components and the
tooling necessary to place the solder micro-balls. In addition, there are constraints for chip
positioning, as an overall accuracy of 100 µm or better is aimed at. Various mechanical
supports have been designed and manufactured in order to achieve the required precision;
they will be described in Sec. 4.5 dedicated to the assembly procedure.
Several single-chip FPCs have been soldered to 50 µm-thick dummy chips in order to
optimise the temperature profile of the soldering process. The samples have been inspected
using a microscope and have undergone a metallurgical inspection.
Figure 4.19 shows on the left hand side a top view picture of a melted ball after soldering
and on the right hand side the metallurgical cross section analysis of a soldered connection
after embedding the Module in resin, cutting and polishing. The good wetting of the solder
on the chip pad and on the FPC is clearly visible.
Further tests to optimise the temperature profile and to study the repeatability will
be carried out. It is planned to thermally cycle several soldered samples to verify the
long-term stability of the connections.
4.4.2 SpTAB interconnection
An alternative technique under consideration for the connection between the FPC and
the Pixel Chips is the Single point Tape Automated Bonding (SpTAB) technique, which
exploits an aluminium ribbon leads ultrasonic assembly process. This technique (developed
by Ukrainian team in Kharkov and Kiev) has been successfully used for Silicon Strip and
Silicon Drift Detectors in the present ITS.
Several different material combinations will be investigated according to the impedance
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Figure 4.19: Pictures of solder contacts of test samples using 50 µm thick chips and single
chip FPCs, top view on the left and cross section view on the right. The cross section
view demonstrates the good wetting of the contact surfaces.
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Figure 4.20: Possible combination of used materials for multilayer FPC and bottom layer
to chip (left area), top layer to chip (middle area) and interlayer (right area) before (top)
and after bonding (bottom) connections.
requirements for the FPC layout. One possible combination of materials for a multilayer
FPC, consisting of two FDI-A (a flexible layer laminated together with a photo-resist
cover layer) is schematically shown in Fig. 4.20, which also depicts several possible cases
of ribbon leads bonding.
The main advantages of this technique are the following:
• Connection of aluminium leads of FPC to aluminium contact pads of Pixel Chips
that ensure highly robust and mechanically stable connection;
• Absence of heavy metals (Au, Sn) necessary for laser soldering, whose deposition
requires a costly wafer processing after the CMOS manufacturing;
• Potential possibility to use this technique for connection of the PB and FPC for
Middle and Outer Layers via special interconnection elements;
• For main assembly processes (bonding and encapsulating) high-precision and high-
throughput automated equipment can be used.
4.5 Assembly procedures
In this Section, the assembly procedures that are being developed for IB and OB Staves
are illustrated. The main requirements are a reliable high quality technique to connect the
Pixel Chips to the FPC and a geometrical placement accuracy of the individual chip in the
horizontal plane of the order of 100 µm or better. The interconnect technique assumed in






Figure 4.21: Prototype vacuum tables to hold (A) chips and (B) FPC.
the following is laser soldering. Two approaches are being considered for the HIC assembly
of both IB and OB Staves. The first one assumes that the micrometric alignment of the
HIC components is performed by technicians operating a coordinate measuring machine,
equipped with custom developed tools and jigs for the handling of the components. The
second option is a fully automated positioning system, which is being investigated in
collaboration with an external company specialised in the field of artificial vision and
automated systems.
4.5.1 Inner Barrel Stave
Specific jigs have been developed for the assembly of the HIC of the IB Stave:
• A vacuum table A, with x,y,z micrometric adjustment, holding the chips (see Fig. 4.21).
• A vacuum table B holding the flex, having a suitable slot to insert the table A and
overlap the flex onto the chips (see Fig. 4.21).
• A solder ball pick-up tool consisting of a stainless steel box closed by a peek foil with
100 µm holes array matching the flex holes layout. It is a vacuum jig that allows to
pick-up the solder balls from a reservoir and to place them in the dedicated positions
on the pre-aligned chip and FPC. The jig is the size of one chip and is connected to
either a small vacuum pump to pick up and hold the solder balls or to a compressed
air system, with adjustment of pressure and blow duration, to release them.
• A soldering grid consisting of a macor plate, 1 mm thick, with an array of conical
holes (0.4 mm at the bottom and 1 mm on top) matching the flex holes layout. Such
a grid has a double function: pressing the flex against the chip to avoid any gap,
which might degrade the soldering quality, and guiding the solder balls into the FPC
holes when released from the ball pick-up tool.
The first step of the IB Stave construction is the assembly of the HIC, which foresees
the following operations:
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Figure 4.22: Placement of nine chips on the vacuum table A.
1. Nine chips are placed above the vacuum table A and precisely aligned with respect
to each other (see Fig. 4.22).
2. The FPC is placed above the vacuum table B and held in a position defined by
reference pinholes.
3. The FPC is aligned with respect to the underlying array of chips by matching the
holes with the connection pads on the chips surface (see Fig. 4.23).
4. The soldering grid, aiming to gently press the FPC against the chip, is placed above
the stack-up and aligned with respect to the holes in the FPC.
5. The loaded solder ball pick-up tool is aligned above the stack-up corresponding to
the first chip, brought very close to the soldering grid and then the solder balls are
released.
6. The laser soldering of each connection is performed in sequence.
7. The last four steps are repeated to connect all remaining chips and complete the
HIC.
Once fully assembled, the HIC is tested, the chip positions are surveyed and finally the
HIC is glued on the Cold Plate. The full Stave undergoes a final validation before the
integration in Layers.
4.5.2 Outer Barrel Stave
The assembly procedure of the HIC of the OB is very similar to that one of the IB. In this
case, 14 Pixel Chips are precisely aligned in two parallel rows of seven chips, each using
a suitable jig that holds them in place by vacuum suction, shown in Fig. 4.24. The chips
are connected to the FPC one by one following the same steps as illustrated above for
the IB Module. The HIC undergoes a qualification test before it is glued to the Module
carbon plate on the chip side to form the Module. The Module is tested again to select
those to be attached to the Cold Plates for the construction of the Half-Staves. The main
purpose of the Module carbon plate is to provide an interface between the Module and
the Cold Plate that would allow an easier detachment of malfunctioning Modules for their
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Figure 4.23: Placement of FPC on top of a row of nine chips.
replacement. If it turns out that for other reasons the reworking is not feasible, the Module
carbon plate could be eliminated thus simplifying the assembly procedure. Moreover, the
overall material budget would benefit from the suppression of the Module carbon plate.
The HIC assembly could be further simplified by a 90◦ rotation of the Pixel Chips with
respect to the layout assumed so far, which however would imply a slightly modified Pixel
Chip compared with the one for the IB Stave. In this configuration, the Module of the
OB Stave would consist of a single row of 14 chips, separated by a gap of 100 µm in the
z-direction. The rotation of 90◦ could also be a valuable option to reduce the extension of
the overlap regions between adjacent Half-Staves.
The two Half-Staves of a Stave will be assembled and qualified separately, and then
mounted in sequence on the Space Frame. They are connected to the Space Frame by
means of the U-shaped support, starting with the one closer to the Space Frame itself
(see Fig. 4.4) in order to ease the dealing of the azimuthal overlap and avoid mechanical
interference during their positioning. Each Half-Stave contains four or seven Modules,
depending on the Layer, which have to be aligned and glued on the Cold Plate. The
thermal contact between the Module carbon plate and the Cold Plate must ensure an
efficient removal of the overall power dissipated by the electronics in the Module.
The baseline procedure for the Half-Stave build-up assumes that all Modules of a Half-
Stave are first aligned on a dedicated jig with the Module carbon plate face up and then
the Cold Plate is approached from the top for gluing. Figure 4.25 shows an artistic view
of the main jig being developed for the Half-Stave assembly. The jig embeds the reference
system at the two edges, which is based on ruby spheres placed above the plane of the
connectors at the ends of the Stave. All elements of the assembly tooling, as for instance
the Module support base and the rails for the alignment, are built and mounted referring
to this reference system. The same reference system is used to align and position every
element of the Half-Stave and afterwards of the Stave. This jig will be fixed on the marble
plane of a coordinate measuring machine. The steps of the assembly sequence of a Half-
Stave can be summarised as follows:
• The first Module of a Half-Stave, held by a vacuum based pick-up tool equipped
with micrometric stages, is aligned with respect to the reference system and placed
on the support base, where it is kept in place by vacuum suction;
• All four or seven Modules of a Half-Stave are aligned and placed one after the other




Figure 4.24: Development of the assembly procedure for the OB Module: A) the 14 chips
are aligned one after the other in two rows of 7 chips each on a vacuum jig, before they
are connected to the FPC and then glued to the Module Carbon Plate; B) first assemblies
of dummy Module prototypes.
on the support base;
• The Cold Plate, sputtered with glue and thermal grease to ensure the thermal contact
with the Module carbon plate, is placed on the array of aligned Modules;
• The Cold Plate is gradually loaded over the whole length to avoid stressing the
structure and achieve a proper wetting of the surfaces;
• Once the glue is fully cured, the Half-Stave can be flipped upside-down in order to
have access to the FPCs and interconnect control signals and read-out lines between
adjacent FPCs;
• Finally, the PB is placed on top of the FPCs and connected to them.
The connection of the PB to the FPCs can be established either through dedicated
vias manufactured in the PB or by shaping the FPC with wing extensions that can be
then folded over the PB for soldering, which is a more conservative option that has been
adopted for the construction of the current ITS. The integrity of the Half-Staves will be
verified before they are attached to the Space Frame in order to discard those which are
defective and eventually rework them.
An alternative option for the Half-Stave build-up foresees the alignment and gluing of all
Modules in sequence on the Cold Plate, which is supported face up by an appropriate jig.
Once all Modules are glued on the Cold Plate, the interconnection between neighbouring
FPCs can be established and following the PB can be stretched over all FPCs and soldered
to them. This option would have the advantage that the FPC-to-FPC and PB-to-FPC
connections could be performed without a prior flipping of the Half-Stave. On the other
hand, it is more time consuming because once a Module is placed on the Cold Plate, a
curing of the glue is required before the next Module can be mounted.





Figure 4.25: A sketch of the jig and the assembly procedure being developed for the
construction of the OB Staves: A) the Modules are aligned one after the other on the
support base with the Module face up; B) the Cold Plate is glued on the Module carbon
plates; C) the Space Frame is attached to the two Half-Staves once they are fully assembled
and qualified.
The Stave assembly procedure, consisting in mounting two Half-Staves on the Space
Frame, will rely on the same reference system as used for the Half-Stave assembly, which
matches a similar system implemented on the end-wheels (see Chap. 5) for the Layer integ-
ration. This approach, which was adopted for the construction of the current ITS, ensures
the precise positioning in space of the Staves and was proven to fulfil the requirements in
terms of space accuracy reliability. Moreover, it allows a precise re-positioning in space of
an individual Stave that needs to be replaced[3].
As for the Module assembly, the Half-Stave and the Stave assemblies are performed
by means of a coordinate measuring machine equipped with custom developed tools and
jigs. The use of a coordinate measuring machine allows the survey of the position of each
element, down to the single Pixel Chip. Reference markers will be implemented on each
component such that their position with respect to the reference system can be mapped,
with a precision of the order of 5 µm to 10 µm.
4.5.3 Stave test and characterisation
During the whole assembly procedure, a detailed test protocol will be set in place to verify
the electrical functionality and the mechanical integrity of each individual detector element
before it is handed over to the following step. A thorough test is mandatory because even
if the layout of the new ITS is conceived to give an easy access for the replacement of a
failing Stave, this remains a risky and time consuming operation, in particular for the OB
Layers, which should be avoided.
The electrical tests of the HIC and of the Module will follow a similar, though more
light-weight, procedure as the single chip tests. In addition to the electrical and functional
tests which ensure that the chips are operating correctly and are well connected to the
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FPC, a visual and metrological inspection will be carried out. The visual inspection
ensures that no mechanical damage has been inflicted during the assembly. The metrology
measurement will verify that the geometrical dimensions and the flatness of the HIC and
of the Module are in agreement with the requirements for mounting on the Space Frame.
The Module of the OB Staves will be assembled in several production sites and shipped
to a few facilities equipped for the assembly of the Staves, where a further reception test
is foreseen to cross-check against possible damage during transport and handling.
Once a HIC or a Module has been successfully tested, it will undergo a burn-in test
which will ensure the stable operation over a sufficiently long time. The burn-in test
will be carried out in parallel on several HICs and Modules for a period of several hours,
operating them at nominal voltages and settings while monitoring basic parameters such
as currents and temperatures. For this purpose a test-bench will be developed, which
will allow to power and operate up to ten HICs or Modules in parallel. Once the burn-in
test has been completed, they will undergo a final visual inspection before being mounted
on the Space Frames. The same test procedure will be applied to the fully equipped
Staves, which will be connected to a cooling plant for a complete qualification, before the
integration in Layers and then in Barrels, which will take place in the dedicated laboratory
under construction at CERN.
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5 Global support structure, services and
integration
A description of the mechanics and the services for the ITS detector is provided in this
chapter, together with an overview of the ITS installation and removal sequence. The
mechanical structure that supports the Staves in layers and in barrels is illustrated in
Sec. 5.2, while Sec. 5.3 describes the cooling system and the cable routing to the Staves
through the service barrels. Section 5.4 is devoted to the description of the layout, in-
stallation, and bake-out of the beam pipe, which dictate the boundary conditions between
ITS and LHC. The new ITS installation and removal scheme, based on the requirement
of rapid accessibility, as well as the mechanics associated to it, is outlined in Sec. 5.5.
Finally, the strategy to survey and align the detector elements at different assembly and
installation steps is presented in Sec. 5.6.
5.1 General requirements
Figure 5.1: ITS overall mechanical layout.
The layout of the new ITS mechanical structure (Fig. 5.1) has been developed to fulfil
the following design criteria:
• minimise material in the sensitive region;
• ensure high accuracy in the relative position of the detector sensors;
• provide an accurate position of the detector with respect to the TPC and the beam
pipe;
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• locate the first detector layer at a minimum distance to the beam pipe wall;
• ensure structure thermo-mechanical stability in time;
• facilitate accessibility for maintenance and inspection;
• facilitate assembly and disassembly of the detector layers and Staves.
In addition, the new ITS has to fulfil the requirements set by the integration of the new
Muon Forward Tracker (MFT) [5] and a new set of detectors that will be part of the Fast
Interaction Trigger system (FIT) [28]. The integration of these additional detectors and
their services is taken into account in the design of the ITS detector and services support
and in the installation sequence. The integration and installation sequence of the ITS and
the MFT detectors are discussed in Sec. 5.5.2.
The main mechanical support structures of the ITS have the shape of barrels (Fig. 5.2)
that extend over the whole length of the TPC. Two barrels, the Inner Barrel (IB) and
the Outer Barrel (OB), hold in position, respectively, the three Inner Layers and the four
Outer Layers of the ITS. Furthermore, each barrel is divided into two halves, top and
bottom, which are mounted separately around the beam pipe.
Each barrel is composed of a detector section and a service section. The Staves are
housed in the detector barrel and are connected via electrical signal connections (e-links)
and power cables to patch panels. The patch panels are located immediately outside of
the TPC, and are accessible from the ALICE miniframe. The service barrel integrates
the cable trays that support the e-links and power cables through their routes from the
detector Staves to the patch panels. Pipes that connect the ITS on-detector cooling system
to the cooling plant in the cavern are also routed through the service barrels.
5.2 Detector support structure
The main structural components of the detector barrels are the end-wheels and the Cyl-






Figure 5.2: ITS Barrels: The Inner Barrel (IB) and Outer Barrel (OB) are divided into
two halves. Each half-barrel is composed of a detector section and a services section.
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(b) ITS Inner Barrel prototype.
Figure 5.3: Inner Barrel.
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The end-wheels, which are light composite end-rings, ensure the precise positioning
of the Staves in a layer. They provide the reference plane for the fixation of the two
extremities of each Stave.
In the IB, Staves are positioned on the reference plane by two connectors that engage a
locating pin fixed in the end-wheels at both ends. The Stave position is then frozen by a
bolt that passes through the end-wheels and is screwed inside the connectors (Fig. 5.4a).
In the OB, the position of the Staves in the reference plane is given by a ruby sphere,
screwed in the reference plane and matching an insert in the mechanical connectors at
both extremities (Fig. 5.4b). At one end of the Stave, the insert is V-shaped, while
at the other end it is square-shaped. Springs push the ruby spheres against the vertex
of the V-insert and against the flat wall of the square insert. The V-shape locks two
degrees of freedom of the Stave in the reference plane, while the square shape locks the
remaining degree of freedom, allowing at the same time for free thermoelastic deformations.
This system ensures accurate positioning, within 10 µm, during the assembly and provides
the possibility to dismount and reposition the Stave with the same accuracy in case of
maintenance. Finally, the Staves are clamped by means of two springs pressing the end-
connectors against the planes of the end-wheels. The end-wheels on the A-side also provide
the feed-through for the services, see Sec. 5.3.
The different layers are connected together to form the barrel, see Fig. 5.3a for the
Inner Barrel and Fig. 5.5a for the Outer Barrel. An outer Cylindrical Structural Shell
(CYSS) connects the opposite end-wheels of the barrel and avoids that external loads are
transferred directly to the Staves.
In order to minimise the material budget in the detection area, the following design
choices have been adopted:
• The IB is conceived as a cantilever structure supported at one end outside the OB
acceptance (Fig. 5.2);
• The OB has no intermediate mechanical structures amongst the four detection layers
(Fig. 5.5a).
The OB is designed to allow each half to be opened in two concentric parts, constituted
by the sub-assembly of layers 3–4 and layers 5–6. This modularity permits the independent
assembly of the Middle Layers (3–4) and Outer Layers (5–6) and their connection at the
end of the integration phase.
The connection of the two sets of layers is obtained by two Conical Structural Shells
(COSS) located at the extremities of the detection area (Fig. 5.5a). CYSS and COSS
are light sandwich structures made of two skins of carbon fibre spaced by an Airex core
(X0 = 1380 cm) [29].
Full scale prototypes have been developed for the IB (Fig. 5.3b) and OB Staves (Fig. 5.5b)
to verify the production process and the assembly procedure.
5.3 Services
5.3.1 Cooling
The Pixel Chips are expected to generate a maximum specific heat of 300 mW cm−2 for
the IB and 100 mW cm−2 for the OB. An additional heat load, about 30 % of the chip
load, coming from the power regulators should be considered for each Stave. The total
power dissipated for the whole new ITS detector is about 15 kW.
The cooling system has to remove this heat from the detector barrels. The design of the
cooling system is driven by several requirements related to the material budget, long-term







(a) ITS Inner Barrel Stave positioning. The Stave is fixed on the
end-wheels at the two extremities by a precise locating pin and a
bolt.
(b) ITS Outer Barrel Stave positioning. The Stave is fixed on the
end-wheels by a precise locating system based on ruby spheres.
Figure 5.4: Stave fixation concept.
stability, erosion resistance, chemical compatibility, minimal temperature gradients and
cooling duct temperature above the dew point. The detector will be operated around room
temperature. Each Stave will have a cooling duct embedded in a carbon structure which
will remove the dissipated heat by a leakless (below atmospheric pressure) de-mineralized
water flow. Alternative coolants such as C4F10 are being considered for the Inner Layers.
Unavoidably, some fraction of the power will propagate in the barrel volume by con-
vection. An external thermal shield, integrated in the cage (see Sec. 5.5.3) where the
detector is housed, will ensure that no heat is irradiated towards the TPC. A moderate
















(a) ITS Outer Barrel design.
(b) ITS outer Stave prototype.
Figure 5.5: Outer Barrel.
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Figure 5.6: Inner Barrel (IB) feed-through for service connections on the A-side.
flow of dry air through the detector volume will remove the residual power and control
the humidity level. The presence of the front absorber will make it necessary to guide the
air-flow into the space between the absorber and the TPC, which will limit the flow-rate
and subsequently the amount of heat that can be removed.
The dry air-flow will remove small temperature gradients and will help to protect against
dust and to control the humidity. In fact, air moisture content has an impact on the silicon
detectors and on the composite mechanical stability.
A central cooling unit, connected to the CERN water system, will be located close to the
ALICE solenoid magnet. Inner, Middle and Outer Layers will have a dedicated circulation
system connected to the central unit, allowing an individual temperature regulation. In
order to avoid condensation, the fluid temperature at the inlet of the detector should
be above the dew point temperature in the cavern. Each circuit will be equipped with
flow control and monitoring devices, as well as temperature sensors. The control system
operates the flow regulation valves of each circuit to stabilize the temperature as required.
Interlocks will automatically turn off the power supplies (HV and LV) in case of cooling
system failure. A dedicated control system will guarantee the correct flow and pressure
drops required in the different barrel regions.
5.3.2 Cabling
Data, clock and slow control signals, together with power, from and to the Pixel Chips of
a Stave, are provided through the FPC. The FPC design minimises the material in the
sensitive volume and is customised for the Inner and Middle-Outer Layers based on the
different requirements (see Chap. 6).
The FPC extends outside the sensitive volume, on the detector A-side, where a con-
nection to commercial high speed cables is made. The cables run for about 4 m from the
Staves through the service barrels and out on the TPC service support wheel before they
reach a patch panel accessible from the miniframe. Standard connectors can be used at
the patch panel, while custom made connectors or direct soldering are being considered
for the connection at the Stave extremity where there is only limited space available. In
particular, for the Inner Layers the FPC and its connection to the cable has to cope with
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Figure 5.7: ITS installed inside the TPC bore.
the limitation imposed by the feed-through on the end-wheels, where the space has to
be shared with the pipes that provide the refrigerant to the on-detector cooling system
(Fig. 5.6).
The large number of cables for the whole ITS, coming out from the A-side, will be
arranged into groups distributed into several sectors of the service barrels, using the com-
plete circumference, in order to avoid local material concentrations. A compromise must
be found between the electrical requirements and the mechanical stiffness of the cables for
safe handling and smooth assembly.
For access reasons, all cables run on the A-side. Should the routing of some services to
the C-side be necessary, for example the cables that distribute the low-voltage power to
the detector Outer Layers, they will be implemented so as to be remotely connected and
disconnected. Similar connectors are already used for the distribution of the high-voltage
power inside the current ALICE TPC. These connectors consist of a crown of flexible
contacts providing the electrical connection to the detector power rod. A similar system
could be adopted for the ITS.
5.3.3 Service support structure
The closest point of access to the TPC bore is at one side of the Experiment (A-side) at
about z = −3 m. Therefore, the services attached to the detector barrel and extending
out to z = −3 m must be inserted or retracted together with the detectors.
All services, including cooling pipes, power, and signal cables, will be integrated into
the service barrel, that is an extension of the detector barrel. Power cables will be grouped
with the cooling tubes in the service barrel in order to remove the heat they generate.
The services layout will follow the detector modularity. The services will be grouped per
detector half-barrel and routed from the detector to a patch panel located in an accessible
area outside the TPC on the TPC service support wheels (Fig. 5.7). Inside the TPC, the
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Figure 5.8: New layout of the beam pipe central section (dimensions in mm).
service barrels will form a half-cone, jutting from the ITS to the TPC service support
wheel. The service barrel copies the shape of the TPC cone in order to distribute the
services outside the acceptance of the forward detectors.
The assembly composed of half detector barrel and half service barrel is inserted or
extracted from the TPC bore by means of two sets of lateral rollers fixed on the barrels
and sliding on their corresponding rails provided by the cage.
The service barrel itself is a light composite structure that has to provide both structural
stiffness and dimensional stability, to guarantee a precise installation of the ITS inside the
TPC.
5.4 Beam pipe
The beam vacuum pipe represents the main interface between the experiment and the
LHC machine. It must therefore fulfil a dual set of requirements.
The ALICE experimental requirements include maximum transparency to particles,
limited beam-gas background, and conformity with the environmental and installation
constraints. The accelerator requirements include safe operation of the machine, adequate
beam aperture, and severe vacuum conditions compatible with ultimate LHC performance.
The ALICE beam pipes extend over 19 m on either side of the interaction point and consist
of three sections: RB24-section, central section, RB26-section. The present central section
of the beam pipe is 4.8 m long with about 4 m in beryllium inside the TPC [30]. One side
is limited by the hadronic absorber, which penetrates inside the TPC, and on the opposite
side by a large vacuum valve. The connection to the contiguous beam pipe sections is
made via bellows to avoid induced displacements. With respect to the beam pipe currently
installed in ALICE, the central section of the new beam pipe will have a total length of
5.5 m (Fig. 5.8). This implies relocating the vacuum valve 1.5 m away from the TPC. This
modification of the central section of the beam pipe is necessary to allow the positioning
of the new ITS around the beam pipe before it is moved inside the TPC.
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The RB26-section consists of three chambers of conical stainless steel tubes, which are
up to 450 mm in diameter. The RB24-section uses standard LHC machine components
and consists of copper tubes. The layout of the beam pipe central section affects the
ITS performance and integration. The most critical parameters (radius, wall thickness,
material, sag and bake-out procedure) are discussed below.
5.4.1 Beam pipe radius and wall thickness
Current studies indicate that it should be possible to reduce the inner radius of the beam
pipe central section from the present value of 29 mm to 17.2 mm. Estimates for the lin-
ear sum of fabrication tolerance, survey precision and alignment uncertainties amount to
5.1 mm, resulting in a minimum clearance of 12.1 mm radius with respect to the nominal
beamline. The LHC aperture is quoted in terms of the so-called n1 parameter [31], which
is a function of this mechanical clearance as well as the position along the beam line
due to the varying beta function. The 12.1 mm clearance corresponds to an aperture of
n1 = 13.9 at the ALICE interaction point for nominal injection optics. Beyond a distance
of 2 m from the interaction point, the minimal aperture requirement of n1 > 10 is violated
and a larger beam pipe radius is foreseen. Therefore, in the current layout, we assume a
cylindrical beam pipe with larger diameter beyond a distance of 1m from the interaction
point. The wall thickness of the central Beryllium beam pipe section, 888 mm long, is
assumed to be 0.8 mm. Using a smaller value of 0.5 mm is challenging due to possible
issues with gas tightness and mechanical stability. The wall thickness and material for the
beam pipe section beyond 1 m from the interaction point will be decided by background
simulations and practical considerations. A conservative number of 19.0 mm for the beam
pipe inner radius is assumed until further studies confirm the feasibility of the 17.2 mm
radius (see Fig. 5.8).
5.4.2 Beam pipe supports
A study has been carried out in order to evaluate the minimum number of supports
necessary to contain the sag, which has to be sufficiently small to allow the installation of
the new ITS at 2 mm radial distance from the beam pipe wall. These studies show a large
deflection if the beam pipe is supported only at the two extremities and suggests the use
of an additional intermediate support. However, this support complicates the installation
procedure. Since the ITS is inserted from one side, it has to pass through the intermediate
support to reach its final position. The maximum sag in the middle of an unsupported
length of 5.0 m (corresponding to an overall length of 5.5 m) is 4.64 mm for a beam pipe
with the layout proposed in Fig. 5.8. The addition of an intermediate support reduces
the sag to 0.214 mm see Fig. 5.9. The beam pipe sag reduces its aperture and, therefore,
containing the sag permits the reduction of its inner diameter. Moreover, a stiffer layout
provides higher natural vibration frequencies, which is also an important requirement in
order to avoid structural resonances. Resonance phenomena may occur when an impulse
frequency approaches the natural vibration of the beam pipe and oscillations with large
amplitude may be induced, leading to fatigue and premature failure. Potential sources of
impulses are mechanical vacuum pumps connected to the chambers.
The main failure mode for the beampipes has been shown to be elastic instability, leading
to local collapse (buckling). The beam pipe thin wall thickness exposes the structure to
possible buckling under an external pressure of 1 bar. Additional compressive forces may
arise from the chamber geometry and reaction forces of bellows. A safety factor of four
is applied to the buckling pressure to allow for uncertainties in supports. Analysis for
the central section beam pipe shows a buckling pressure larger than 6 bar, i.e. a safety
factor of six, well within the requirement. However, particular attention should be paid
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Figure 5.9: Beam pipe Finite Element Analysis used to predict sag, natural frequencies
and buckling: max displacement 0.214 mm
during its handling and installation. The installation of the beam pipe inside the TPC
and its connection to the LHC ring is a delicate procedure that is closely coupled to the
ITS installation (see Sec. 5.5).
5.4.3 Beam pipe bake-out
The beam pipe chamber is an ultra-high vacuum (UHV) system, which is pumped by a
combination of lumped sputter-ion and distributed Non-Evaporable Getter (NEG) pumps.
The NEG system consists of a thin sputtered coating along the whole internal surface of
the vacuum chambers. After activation by heating under vacuum to above 200 ◦C, the
NEG film gives a high distributed pumping speed for most gases. Gases not pumped by
the NEG system are removed by sputter-ion pumps.
All vacuum chamber sections are permanently equipped with bake-out heaters for peri-
odic re-activation of the NEG coating, with the exception of the beam pipe central section,
where a removable oven will be used.
In the unlikely case that a bake-out of the beam pipe is required when the detector is
installed, the ITS detector barrels need to be extracted, and the removable oven inserted
inside the TPC. For this insertion, the oven will use the same rail system used for the
installation of the half-barrels.
5.5 Installation and removal
The new ITS installation scheme is driven by the requirement of rapid access to the ITS
barrels during the yearly LHC winter shutdown lasting 3-4 months. This requirement
excludes the possibility of displacing or dismounting the surrounding detectors.
Any intervention that requires direct access to the current ITS implies approximately
seven months from initiation of the procedure to restoration of the ALICE nominal config-
uration. The services of the current ITS are connected on both sides of the TPC. On the
side of the hadronic absorber (C-side) the services are not accessible without moving the








Figure 5.10: ITS IB and OB installation scheme: the insertion and extraction of the
ITS is done per half-barrel. To extract the ITS outer half-barrels, it is necessary to first
remove the inner half-barrels. Temporary rails (not shown) outside the TPC are used as
extensions of the cage rails for the insertion-extraction of the half-barrels.
TPC by about 4 m along the beam axis, in the direction opposite to the hadronic absorber
(i.e. towards the A-side), to the so-called “parking position”. Moving the TPC to the
parking position and back in place is a complex and lengthy operation, which requires
about seven months [32]. The requirement of fast accessibility to the new ITS therefore
implies a new detector layout, with the services connected only on the A-side, as well as
a new installation concept.
5.5.1 Sequence
The proposed installation scheme foresees a translation of the ITS by approximately 3 m
along the beam pipe for accessibility. This translation is needed to move the ITS out
of the inner bore of the TPC, which is the operational position of the ITS. Hence, it is
envisaged to insert the ITS detector together with all its services along the z-axis, with
the beam pipe installed and baked prior to the detector installation (Fig. 5.10). From
the parking position, where it is mounted around the beam pipe outside the TPC, the
ITS will be translated over a distance of about 3 m to reach its final position, with the
innermost layers at 2 mm radial distance from the outer wall of the beryllium beam pipe.
During the translation, the detector progressively approaches the final radial distance, in
order to account for the different diameters of the central section of the beam pipe, and
to pass the beam pipe supports. The ITS barrels are therefore composed of two halves,
separated along the plane defined by the LHC ring. The two halves slide separately on
the rails, forming a hermetic structure when they reach the final position.
The rails are designed to keep the axis of the barrels parallel to the beam axis at all times.
This avoids interferences during the installation. In the last few centimeters of translation
along the z-axis, the half-barrel approaches the beam pipe with a radial movement to
reach the final position (Fig. 5.11). The accurate positioning of the half-barrels in z is
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Figure 5.11: ITS half Inner Barrel installation: the half-barrel utilises rollers fixed at the
side of the service barrel to slide along a rail system supported by the cage. In the last
part of the translation the half-barrel approaches the beam pipe with a radial movement
to reach the final position.
provided by precise mechanical stops located at the end of the translation route.
The rail system is fixed to a common carbon structure, the detector cage, which is in
turn attached to the TPC inner bore, where it is permanently installed. The cage also
provides the support and positioning of the beam pipe and of the Muon Forward Tracker.
The relative precision in the positioning of the detector barrels and the beam pipe is
provided by the manufacturing accuracy of the cage and by its stiffness under full load.
The relative position of the cage, i.e. of the detectors and beam pipe, with respect to the
beam axis can be tuned by means of remotely adjustable feet at the cage. This feature
provides the possibility to center the new ITS and the beam pipe with respect to the beam
during the installation and at any time during the operation, if required. The cage and
its installation procedure are described in Sec. 5.5.3.
5.5.2 Muon Forward Tracker installation
The Muon Forward Tracker (MFT), which consists of six detection disks equipped with
CMOS pixel sensors, is located in the free space between the ITS and the hadronic ab-
sorber. The MFT and the ITS share several design elements: the CMOS pixel technology,
the detector layout and supports, and the installation and removal concept.
In the MFT, the CMOS pixels are assembled on flexible printed circuits, in a linear
arrangement, to form ladders. The ladders are then installed on half-disk and six half-
disks are assembled into a half-cone support structure (Fig. 5.12). The half-cone is fixed
at the end of the MFT service half-barrel that, as for the ITS, provides the way out for the
services to the A-side. The services consist in the electrical power cables for the sensors
and the front-end electronics, the optical fibres for the slow control and data transfer, and
finally the cooling lines.
The MFT service barrel is located between the ITS and the TPC detectors, therefore
the amount of services and their distribution have been optmised in order to reduce the
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Figure 5.12: The MFT detection half-disks are assembled inside the detector half-cone
that is fixed at the extremity of the service barrel. The MFT boundaries are defined by
the ITS and the beam pipe hardware.
Figure 5.13: The ITS and MFT detector and service barrels are housed inside the TPC
bore. The MFT service barrel is in between the ITS and the TPC.
material thickness in the central rapidity region (Fig. 5.13).
The MFT barrel needs to be in place before the ITS can be installed, and its removal
implies the removal of the ITS barrels.
The insertion and extraction of the MFT inside the cage, housed in the TPC bore, is
based on the same concept adopted for the ITS. The extraction from the A-side permits
the removal and the maintenance of the detector during an LHC winter shutdown. As for
the ITS, the MFT half-barrels will be inserted separately and will be positioned by means
of rollers sliding on the guides which are part of the cage. The MFT half-barrel, during
the translation, clears the beam pipe and its supports and moves to the minimum radial
distance from the beam pipe when the operational position is reached.
The position of the MFT detection disks along the beam line is constrained by the
complex layout of the beam pipe central section at the C-side. In this area two bellows
are foreseen to absorb both the thermoelastic expansion of the beam pipe central section,
during the bake-outl, and the displacement of the connected RB26-section, occurring when
the ALICE solenoid magnet is switched on. A bracket fixed to the cage provides a support
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Figure 5.14: Detector cage housing the ITS and MFT detector barrels and supporting
the beam pipe central section.
to the beam pipe just before the bellows.
5.5.3 Detector cage
The cage is the mechanical structure which holds the detectors during its insertion and
removal, and in the operational position. The detector cage is a stiff cylindrical shell based
on a light composite sandwich, which is fixed inside the TPC bore and provides a common
support for the ITS and MFT barrels and the beam pipe (Fig. 5.14).
The cage incorporates two of the three supports of the beam pipe central section, one at
the C-side and one in the middle, while the third support (A-side) is outside of the TPC
on a bracket directly fixed to it (Fig. 5.15). The beam pipe central section is temporarily
installed inside the cage before the insertion into the TPC, on a stand outside the ALICE
solenoid magnet called the DELPHI frame. The cage is then slid inside the ALICE space
frame by means of temporary rails connecting the DELPHI frame to the TPC. The con-
nection between the central section of the beam pipe in the cage and the RB26-section at
the hadronic absorber side is made with the TPC in parking position (displaced by −4 m
in the z-direction). This provides access for the connection and verification of the beam
pipe mating flanges. After the connection is made, the TPC is moved to the nominal
position, and the third support of the beam pipe (the one in front of the TPC) is added.
The cage load is transferred to the TPC and the temporary rails are removed.
The miniframe, a large frame on the A-side that carries the services of the central
detectors, is installed and the services connected. The RB24-section of the beam pipe,
which is on the miniframe, is then connected to the central section. The beam pipe is
aligned and the bake-out procedure is carried out (Fig. 5.15). At this point, the detector
barrels can be installed. The installation sequence foresees the insertion of the MFT barrel
followed by the ITS outer barrel and the ITS inner barrel.
The cage sits on brackets fixed at the two stiff rings of the TPC cylindrical bore, in
the middle horizontal plane. An additional support point is provided on the external ring
of the TPC conical bore on A-side. At the interface with the TPC, the cage provides
a levelling system that allows for a fine-tuning of its position with respect to the beam.

















Figure 5.15: Cage installation: (a) The beam pipe is installed in the cage outside the
TPC on the DELPHI frame; (b) the cage is slid inside the TPC, while in parking position,
and the beam pipe is connected on the C-side to the RB26-section; (c) the TPC is moved
into the interaction point position and the external beam pipe support is added; the
DELPHI frame is removed and the miniframe is put back; the beam pipe is connected on
the A-side to the RB24-section and the bake-out takes place.
The system, based on remotely controlled movable mechanical parts, can be used at the
different stages of the beam pipe and detectors alignment.
At its interior, the cage provides the precise guiding rails needed for the insertion of the
detector-service half-barrels. One set of rails for each half-barrel is used at the vertical
side wall of the cage. The rails are in CFRP, directly realised in the composite sandwich
structure that constitutes the cage side wall. During insertion, the half-barrels move on
wheels guided by the rails. The rail design is such to keep the barrel at a safe distance
from the beam pipe and its support. The clearance reaches the design value only a few
centimetres before the final position.
The cage will remain permanently inside the TPC after its installation. While removal
of the cage is in principle possible, it would imply the opening of the beam pipe vacuum
(i.e. moving the TPC).
5.6 Survey and mechanical alignment
The survey and alignment requirements for the ITS detector elements can be separated
into two different categories.
First, the different ITS elements must be placed at the nominal position within a spe-
cified tolerance, typically of the order of few tenths of millimetres, to permit adequate
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positioning of sensors in terms of overlapping and to preserve proper clearance for smooth
installation and maintenance.
Second, the position of the silicon sensors and their stability in time during operation
have to be known with a tight accuracy, of the order of few microns for the IB and few
tens of microns for the OB.
Although the mechanical structure of the ITS is designed to provide precision and
stability with the required level of accuracy, several factors influence the uncertainty of
the position of the detectors:
• the manufacturing accuracy of all components;
• the tolerance after assembly of the components in the barrel;
• the deformation of the components under load;
• the global positioning uncertainties related to the installation procedure;
• possible vibrations of the mechanical support structure;
• thermal expansion of the components;
• other long-term effects such as the settling of different parts of the ITS structure
and surrounding ALICE interfaces.
The required precision of the final position of the ITS detectors can only be ensured if
the position of the components relative to each other is measured during each step of the
assembly process.
Each Pixel Chip in the Stave will have reference marks on the visible side of the sensor
which are very accurately related to the pixel array. By using a 3-dimensional Control
Measuring Machine (CMM), equipped with an optical probe, these marks will allow the
determination of the relative positions of the Pixel Chips within a Stave. Their positions
will be known with respect to external reference markers on the FPC and on the Stave.
The next step will be the precise measurement of the position of the Staves on the
end-wheels to form a half-layer. The Stave’s relative position will be measured and referred
to reference points on the end-wheels. Depending on accessibility, all reference markers
on the Stave, both on the FPC and on the Pixel Chips, will be used.
At this level, non-contact optical measurement of the pixel sensor positions will be
related to contact measurement of targets on the end-wheels. Targets for contact meas-
urement will be housed in metrology holes provided in the end-wheel structures.
After the layers are assembled in a half-barrel, they will be related to each other and
to common reference targets on the detector barrels, which will be visible to an external
survey system.
Following insertion of the half-barrels, their position will be surveyed by a tracking
system, through line of sight along the beam pipe from the A-side. By using targets on
the end-wheels and on the barrels, the ITS local coordinate system will be related to the
ALICE global system, i.e. to the beam axis.
As the quite small angle of view of the inserted ITS from A-side degrades the quality of
a photogrammetric measurement, a laser tracking system is preferred.
The precision of the measured position of the detectors in the global ALICE coordinate
system is determined by the accumulation of the measurement errors in each of the steps
described above. To ensure that the detector position does not change in time, active
monitoring of some elements of the ITS will be required during its operation. The con-
struction of the ITS and its location within ALICE limits the choice of the monitoring
techniques that can be used. On the C-side, where access is prevented by the hadronic
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absorber, a fixed measuring device will provide the measurement of the position of the
targets on the detectors barrels. The relative position of the ITS and the TPC will be
monitored by an optical system.
These metrology and survey data serve as starting points for the final alignment, based
on the reconstruction of tracks. The continuous tracking of the barrel position can be used
to crosscheck the possible relative displacement of sensors made evident by the tracks re-
construction, caused by displacement or deformation due to external factors e.g. vibration,
thermoelastic movement and settling of different parts. The alignment process must there-
fore be repeated periodically.
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6 Read-out electronics
This chapter deals with the specification of the I/O stages embedded into the Pixel Chips,
the definition of a communication channel(s) and protocol to transfer the data off-detector
and the coordination of all electronic signals travelling inside the ITS up to the patch
panels in the Miniframe. In the Miniframe a read-out unit (RU) interfaces the ITS on-
detector electronics with the Data Acquisition (DAQ), Trigger, and Detector Control
(DCS) systems. The definition and preliminary design of the ITS powering scheme and
components is also sketched in this chapter.
6.1 General layout
As described in Chap. 1, the ITS active surface is arranged in seven cylindrical Layers
positioned at different radii from the beam axis, with the Layers getting longer at outer
radii to keep the angular coverage constant with respect to the interaction point. Physics
simulations provide an estimation of the number of hits (passing tracks) each Layer will
record for each interaction. In addition to the hits induced by crossing particles, electronic
noise will contribute and may become dominant in the Outer Layers where the track
density is relatively low. Table 6.1 summarises the hit and data rates expected for the
different Layers. A single 30 mm× 15 mm Pixel Chip will be used to instrument the whole
sensitive surface of the tracker (about 10.7 m2).
Sensors will be arranged in Staves to form the Layers. Inner Layers (Layers 0 to 3) will
share the same Stave design, each Stave holding nine sensors in line for a width of about
15 mm and a total length of about 270 mm. Middle Layers (Layers 3 and 4) and Outer
Layers (Layers 5 and 6) Staves have a different design, and will carry sensors grouped in
Modules, each Module being composed of two parallel lines of seven sensors each. Modules
will be further assembled in Half-Staves, each composed of four Modules in a row in the
Middle Layers, and of seven Modules in a row in the Outer Layers. Middle Layers Half-
Staves are 843 mm long, while Outer Layers Half-Staves are 1475 mm long, as detailed in
Tab. 6.1. Each Stave/Module has a custom-made Flexible Printed Circuit (FPC) which
connects the sensors to the outside world. The FPC is custom-made in order to minimise
the material budget in the sensitive volume. Once outside the sensitive volume, using
commercial high-speed cables to reach the patch panels (some 4 m to 5 m away) is the
favoured solution. A schematic representation for a single Stave/Half-Stave is sketched
in Fig. 6.1. Two Half-Staves are mechanically supported by the same Space Frame (see
Chap. 4), forming what is called a complete Stave.






4 – 5 m 
9 (8) e-links 
Data link (DDL3) 
Trigger 
Figure 6.1: Schematic representation of the read-out path. The number of e-links per
Stave is nine for Inner Layers and eight for Middle and Outer Layers.
While at the patch panel end the cables will use standard connectors, at the Staves end
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Table 6.1: ITS geometrical parameters, sensors count and maximum hit density (|η| =
0) for a minimum-bias Pb–Pb event. The hit density figure is derived considering Pb–
Pb collisions at 100 kHz rate and accounts for both primary and secondary hadronic
interaction, QED background assuming an integration time of 30 µs and a detector noise
of 10−5 fake hits/pixel.
Layer Length Radius (Half-)Stavesa Chips Hit density
(mm) (mm) (#) (#) (cm−2)
0 271 23 12 108 18.6
1 271 31 16 144 12.2
2 271 39 20 180 9.1
3 843 194 44 2464 2.8
4 843 247 56 3136 2.7
5 1475 353 80 7840 2.6
6 1475 405 92 9016 2.6
a Staves for Inner Layers (0–2), Half-Staves for Middle and Outer Layers (3–6)
it is still under investigation which solution actually offers the most effective connection.
Direct soldering yields better impedance matching, but the use of commercial or custom-
made connectors would simplify both assembly and handling. Whichever the final solution,
the extremely lightweight structure of the Staves supporting the bus makes it unlikely to
have direct soldering or, even worse, a connector placed in the terminal part of the FPC.
A flexible extension of the FPC, reaching a firmer holder out of the sensitive volume, is
foreseen.
6.2 Pixel Chip read-out architectures
The first stage of the detector read-out system is the circuit that gathers the data registered
at pixel level into event buffers, and is integrated in the Pixel Chip periphery. The read-out
architecture has to cope with different detector operating conditions, which are determined
by the collision system (Pb–Pb or pp) and the event rate, which in turn define the average
hit density per event on each Layer. Such operating conditions, including a safety factor
of two, can be summarised in two classes:
1. Pb–Pb collisions at rates up to 100 kHz and “high” hit density.
2. pp collisions at rates up to 400 kHz and “low” hit density.
For both collisions type it should be possible to operate the detector in continuous or
triggered mode. In triggered mode, the level zero (L0) trigger will have a latency of about
τL0 ≈ 1.2 µs. The two architectures currently under consideration will be briefly discussed
below.
6.2.1 ALPIDE architecture
The ALPIDE architecture implements a pixel-level sparsified read-out. In such an archi-
tecture, each pixel cell contains a comparator followed by one (or more) latch. Each time
a pixel has an analogue signal greater than the comparator threshold, it sets the latch to
1. Asynchronously, every pixel set to one is read out according to its priority in the chain,
the pixel priority being determined by their position within the chip. The pixels of two
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adjacent columns are connected to the same priority encoder. All double columns are read
out in parallel. The time it takes to read one single pixel is about 25 ns. The analogue
part of the pixel, the front-end circuit, has a shaping time that makes it integrating over
a time of 4 µs.
Bandwidth (Mbit/s)





















Figure 6.2: Relative dead-time for different output bandwidths and the number of front-
end latches.
At the column end the triggered pixel’s addresses are stored in a regional buffer. Simu-
lated minimum-bias Pb–Pb events were used with a model of the priority encoder architec-
ture to estimate the optimal buffer and region (adjacent columns) size. The data through-
put resulting at the buffer output (which effectively smooths the data rate) sets the band-
width requirement for the data link. For a region consisting of 32 columns (20 800 pixels),
a 256-word deep memory proved to be sufficient for storing four consecutive minimum-bias
Pb–Pb events. Using that configuration, simulations showed that a link with a bandwidth
of 1 Gbit s−1 does not limit the read-out speed of the full Pixel Chip with a safety factor
greater than two. It has hence established that 1 Gbit s−1 is the link bandwidth design
goal. Figure 6.2 presents the simulated dead-time of the complete chain (analogue shap-
ing, priority encoder read-out, regional buffer, read-out) when running at 100 kHz. Upon
trigger, assuming a latency of 1.2 µs), the pixel signals are stored in a latch after a time of
600 ns, which allows matching the peaking time of the front-end. If there is only a single
latch present in the pixel, this delay introduces a small constant dead-time after each
accepted trigger. Additional dead-time comes from the matrix read-out process. Both
of those effects can be reduced by embedding additional latches in the pixel cell. With
two front-end buffers, the relative dead-time is significantly reduced and is eliminated by
introducing the third one. Figure 6.3 presents the probability of event pile-up.
6.2.2 Rolling-shutter architecture
In the rolling-shutter architecture, each pixel is read out one after the other independently
of their content, and the sparsification happens later in the periphery. Immediately after
reading the current value and resetting a pixel, the pixel is left integrating the incoming
signals until the read-out of all the others pixels finishes and the process restarts. The time
the process takes is roughly equal to the integration time of a single pixel. Assuming zero
suppression is achieved by checking the analogue value of every read pixel and recording
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Superimposed events



















Figure 6.3: Probability of recording different numbers of events on a single strobe for an
output link of 1 Gbit/s and four values of front-end latches.
only those pixels over a given threshold (Fig. 6.4), the continuous and triggered mode
could be easily achieved by enabling the recording of values only when a trigger happens.
In case of multiple triggers, the recording window stays open until no more trigger occur
(Fig. 6.5).
τi




Figure 6.4: Rolling-shutter zero suppression mechanism.
The rolling-shutter architecture has no way to distinguish between different events re-
corded in the same time window, hence in case of ambiguity, clusters must be assigned to
the correct event using tracking information outside the sensor.
6.2.3 Data transmission
The expected data rates of the different parts of the ITS do not depend on the specific pixel
read-out architecture, as long as it reduces the data to the relevant pixels, as both proposed
options do. Table 6.2 reports the data rate expected for various parts of the ITS. Therefore,
as far as it concerns the data read-out, there will be no practical difference between the
Inner Layers and the Middle and Outer Layers Pixel Chips. Every Pixel Chip will embed
a High Speed Output (HSO) driver capable of driving a differential line at high speed. A
slow control receiver/transmitter will make it possible to dynamically configure the chip,
while a dedicated block will manage the incoming reference clock. What changes from the
Inner to the Middle and Outer Layer is the Pixel Chip connection topology. While in the
Inner Layers each Pixel Chip is directly connected to the read-out unit via a single link,
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Figure 6.5: Read-out trigger gating for the rolling-shutter architecture. The recording
window stays open for a read-out cycle, guaranteeing each data due to the triggered event
is recorded. In case of multiple consecutive triggers, the recording windows remains open
until no more triggers arrive.
in the Middle and Outer Layers the Pixel Chips are grouped in Modules to optimise the
link capacity (see Sec. 6.3.2). The implementation of one (or more) data input block(s)
will make grouping possible by daisy-chaining multiple Pixel Chips.
High Speed Output
The high speed output block (HSO) will drive data from the sensor periphery to the
patch panel. As the foreseen arrangement includes no active component between the
sensor and the first patch panel, the HSO driver needs the strength to drive the entire
communication line, which is 5 m long in the worst case. Layer 0 sets the maximum
requirement in term of single sensor occupancy, hence defining the requirements for the
HSO. The architectural simulations discussed in Sec. 6.2.1 set the design goal data rate
for the HSO block to 1 Gbit s−1. To successfully transmit data at 1 Gbit s−1 over a length
up to 5 m, de/pre-emphasis on chip is almost mandatory. Preliminary studies detailed in
Sec. 6.4 and literature from companies operating in the network business actually show
how pre/de-emphasis on chip output and Constant Time Linear Equalisation (CTLE) on
the receiver could both ensure the necessary transmission performance.
A preliminary version of the HSO layout has been designed and simulated and a first
prototype is currently under test. To comply with the ITS goal of low material budget, a
great effort has been made to minimise the power consumption of this part. Simulations
show how power consumption ranges between 20 mW and 30 mW (serialiser + driver)
according to the level of pre/de-emphasis, which will be possible to select remotely via the
slow control. These figures translate in an added power dissipation of about 5 mW cm−2
to 8 mW cm−2 to that of the pixel matrix itself.
The HSO will run at 0.5 GHz in double data rate driving a transmission line made by a
differential pair (generically called e-link). The link is current-driven, with the receiver at
the patch panel sensing the voltage swing over a shunt resistor. To maximise bandwidth,
an encoded clock protocol will be adopted. The widespread commercial standard 64b/66b
encoding offers a low overhead of 3.12 % and the opportunity to use standard IP cores
both in the transmitter (Pixel Chip) and the receiver (patch panel unit). In the 64b/66b
protocol, data is split in 66-bit packets, where 64 bit carry the actual data and two bits
of opposite value are prepended. The latter assure transition of the data line and enable
clock recovery.
Flexible Data Routing
A Flexible Data Routing (FDR) implementation is mandatory in order to have the same
chip for both the Inner (single) and Middle/Outer (grouped) Layers. Figure 6.6 gives a
glimpse of such flexible data routing implementation. Data coming from the sensor pixel
matrix and data from the external input ports (used to directly connect other chips or
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bypass lines) are actually handled the very same way by a fast multiplexer, which then
outputs the data in a FIFO fashion mode, masking their origin to the driver stage. The
multiplexer can be programmed to watch for an arbitrary combination of data inputs.
Data are then read out from the multiplexer by the HSO driver, whose speed and power
consumption can be programmed as well depending, for example, on the position of the










Figure 6.6: Functional diagram of a possible FDR implementation.
Clock and slow control
Slow control and chip-to-chip communication need a much slower data rate than the high-
speed output. The master clock runs at 40 MHz and is connected to the chips via a multi-
drop line. The same happens for the slow control, which runs with the same frequency.
Considering the slow speed of such signals, standard I/O IP blocks optimised for low power
consumption will be embedded into the sensors to perform slow I/O operations.
6.3 Staves layout
The organisation of the data path in a Stave/Half-Stave and the way to transmit data
from the Staves to the patch panel depends on the data rate generated by each single
sensor, and the way the sensors are physically arranged. Such organisation of the Pixel
Chips will also drive the requirements for the Flexible Printed Circuit (FPC) which will
actually connect the chips. Table 6.2 summarises the data rate for various system elements
for each Layer at z = 0, where the rate is maximal. The quoted numbers are calculated
for minimum-bias Pb–Pb events at 100 kHz bunch crossing rate and using an integration
time of 30 µs (33 kHz frame read-out). Apart the contribution from primary and secondary
particle tracks, they account also for both the QED electron background and fake hits due
to electronic noise.
Table 6.2 shows that in Layers 0 to 2, each chip has its own link, therefore making
all the Inner Layers Staves identical. This scenario implies every chip is driving its own
link, further enhancing the reliability of the system in case of a chip failure. The link
capacity has been specified to be 1 Gbit s−1 as detailed in Sec. 6.2.3, hence the bandwidth
margin is close to a factor four for the worst case central chip in Layer 0. To standardise
the system and streamline the construction phase, it has been decided to adopt the very
same link technology across the seven Layers of the ITS: sensors in the Middle and Outer
Layer will be in turn daisy-chained to match the link performance at best. The minimal
number of links needed to read out each ITS Layer is therefore defined by the data load
of each Layer (Tab. 6.1) and the speed of the link. Practical considerations related to
the physical connections between links and Staves/Modules, design standardisation and
assembly simplicity will again set the actual links count larger than the theoretical one for
both the Middle and the Outer Layers.
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Table 6.2: ITS data throughput computed for various system levels. Pixel pitch, which is
relevant for the electronic noise amount, has been assumed for worst case equal to 20 µm
for all Layers (an option is to use larger pixels for the Middle and Outer Layers). Electronic
noise (fake pixels), in particular, linearly scales with the pixel area, hence larger pixels
would result in reduced noise-due data throughput for the Middle and Outer Layers.
Layer Chip Module (Half-)Stavea Layer E-links DDLs
(Mbit s−1) (Mbit s−1) (Gbit s−1) (Gbit s−1) (#) (#)
0 284 — 2.5 29.4 108 12
1 174 — 1.53 24.5 144 16
2 121 — 1.06 21.3 180 20
3 14 196 0.76 36.5 96 22
4 12 168 0.65 39.0 120 28
5 11 144 0.98 82.3 168 40
6 10 139 0.95 91.2 192 46
a Staves for Inner Layers (0–2), Half-Staves for Middle and Outer Layers (3–6)
6.3.1 Inner Layers
With every sensor driving its own link, the FPC must provide at least eleven links (nine
high-speed data links, one slow control, one clock) and dedicated supply planes, as illus-
trated in Fig. 6.7. In such a scenario, the cable connected to the FPC should contain a
minimum of eleven differential pairs, realising a one-to-one Stave/cable mating through
all Inner Layers.
Figure 6.7: Connections for an Inner Layer Stave.
The FPC will hence contain at least eleven data differential pairs plus the power supply
planes, all implemented in a double-side printed circuit board 15 mm wide and about
32 cm long. One possible option for the realisation of the data and power connection for
the Inners Layer is sketched in Fig. 6.8, where the FPC is shown housing both the data
and power lines. As the data lines are far more critical than the power lines in terms of
medium discontinuity, the idea is to stop the power lines at the Stave end, while the data
lines continue through the feed-through.
A soldered flexible strip will connect the power line to the side of the Stave flange,
while the data lines should be stretched apart inside the FPC itself just after the feed-
through, providing a larger available surface for connection (via soldering or custom-made
connector) with the long cables. Such a solution will ensure better data integrity for the







Figure 6.8: Power and data lines on the Inner Layers bus.
high-speed transmission as well as wider tracks for the power lines.
Producing such a shaped FPC has been investigated and proven possible, and detailed
mechanical design is already ongoing. One possible FPC implementation currently being
considered is illustrated in Fig. 6.9.
Figure 6.9: Layout of the Flexible Printed Circuit for the Inner Layer Staves.
6.3.2 Middle and Outer Layers
As detailed in Chap. 4 the Pixel Chips are grouped in Modules in the Middle and Outer
Layers. A single Module will host 14 Pixel Chips, arranged in two lines of seven chips each,
as seen in Fig. 6.10a. Middle Layer Half-Staves contain four Modules each, while the Outer
Layer Half-Staves will contain seven Modules each. To minimise the line density into the
bus, each Module is foreseen feeding data to the neighbouring one in a daisy-chain fashion,
the latest one connecting to the patch panel by one (or more, as spare) physical links. Each
Module hosts two master Pixel Chips managing the Module-to-Module communication,
one per row. The other Pixel Chips in the Module send their data to the masters in daisy-
chain fashion as well. The read-out network interconnecting the Pixel Chips to the master
inside the Module is sketched in Fig. 6.11. The Pixel Chips will be physically identical:
the master-slave I/O blocks is activated and set up by slow control programming. Such
an arrangement would impose no tighter constraints on the bus technology than what is
necessary for the Inner Layers, as the line density, even assuming the case of two physical
links per Half-Stave to increase redundancy, would be lower than that of the inner Staves.
The actual link bandwidth requirement, discussed in detail in Sec. 6.2.3, is far below that
of the Inner Layer.
To maximise single chip fault tolerance, the possibility of changing the function of master
in a Module during operations by slow control is foreseen; this case is discussed in detail
in Sec. 6.2.3. The Module/Half-Stave abstract layout is sketched in Figs. 6.10a and 6.10b
for the Middle and Outer Layers, respectively.
6.3.3 Modules interconnection topology
As illustrated in Sec. 6.3.2, the lower data rate in the Middle and Outer Layers makes
it conceivable to share data links among sensors, therefore prompting the grouping of
Pixel Chips in Modules. The modular approach provides great design, production and




Figure 6.10: Conceptual sketch of the Middle (a) and Outer Modules/Half-Staves (b).
The “2 + 2” for the data lines means one active plus one spare data line for each chip row
in the Module.
mounting simplification. To effectively share the bandwidth guaranteed by a single link
(up to 1 Gbit s−1), chips inside a Module must be able to deliver their data to neighbouring
chips until they reach a chip connected to the high speed link, the so-called master chip.
Every chip is physically identical to each other, but only those having their HSO block
connected to the high speed links act as masters. The chips not connected to any physical
link will move their data to the neighbouring chip in a daisy-chain fashion always using
their HSO block, but programmed for a different speed depending on the data load to save
power. The short distance of the communication lines between chips (order of cm) makes
a much weaker driving of the line possible.
Table 6.2 shows that the maximum data load for a Module is less than 250 Mbit s−1,
hence a single master chip per Module would suffice. Considering that the numbers of
Tab. 6.2 are derived for the occupancy corresponding to chips positioned at z = 0, and are
therefore representing an upper limit that will never be reached by an entire Module/Stave,
the daisy chain can actually be extended to the full Half-Stave, each chip delivering its
data to the next one even across the Modules. In such a configuration, the two rows of
chips in each Module would be completely autonomous from another, each one being part
of one of the two daisy chains running along the full Half-Stave. Figure 6.11 sketches this
solution.
Figure 6.11: Half-Stave double daisy-chain data transmission topology.
In this arrangement, every Half-Stave hosts two independent daisy chains, each one
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connected to a physical link. Table 6.2 shows that two links of 1 Gbit s−1 each can accom-
modate the data of the busiest Half-Stave, which is in total less than 1 Gbit s−1. It has to
be stressed that the figures in the table have been derived for a central chip with a 20 µm
pixel pitch, which is the worst case assumption.
To ensure redundancy in case of single chip failure, a full row of sevens chip can be
bypassed by a completely passive line embedded into the Module FPC. Each chip at the
end side of the Module (right-hand side of Fig. 6.11) would therefore drive two lines in
parallel: an extremely short one toward the input of the leftmost chip of the next Module,
and a longer one running in parallel to the seven chips of the Module. The leftmost chip
of each Module would therefore have two identical data inputs: one fed by the previous
Module rightmost chip; the other connected to the bypass line, to be enabled in case of
problems in the preceding Module (chip failure or contact problems).
6.4 Data transmission lines
In the Inner Layers, the Pixel Chip high-speed differential output signals will run along
the Stave inside the Flex Printed Circuit (see Sec. 6.3.1), which acts as a bus. At the end
of the Staves, the bus connects to longer cables with no active components in between
(see Sec. 6.3). Proper impedance matching between the FPC and the cable is critical for
minimising insertion losses, ensuring data integrity at high transmission speeds. In the
Middle and Outer Layers, instead, the lower rate allows daisy-chaining of the signal from
chip to chip and from Module to Module, therefore simplifying the Module’s connections
and FPC design, a critical aspect considering that the Outer Layer runs for 1.5 m. Con-
sidering the whole ITS, moving the data from the end of the Staves to the patch panel
involves using many hundreds of links in the current design (Tab. 6.2). The mechanical
characteristics of the cables, together with the electrical ones, will therefore play a major
role in determining which particular solution to be adopted.
6.4.1 Long cables
The performance of the long cables running from the ITS to the Common Read-out Unit
(CRU) is critical. A convenient compromise between electrical characteristics and mech-
anical constraints (space requirement, rigidity, environmental compliance) must be found.
The sheer number of cables also calls for an economically viable solution. After invest-
igating various off-the-shelf products, a good candidate cable was found with the Samtec
AWG30 Twinax “Firefly” (100 Ω nominal impedance) cable assembly. The cable is by
default soldered to a small PCB which serves as connector (Fig. 6.12). The manufacturer
ensured it can both provide bare cables (without PCB) or ones directly soldered to the
bus/FPC.
Figure 6.12: Samtec Twinax cables pair (left) and laminated assembly (right).
The cables have been characterised for both differential insertion loss and return loss
(S-parameters) up to 4 GHz. Figure 6.13 shows the S-parameters for insertion and return
losses, each for the setup only as well as for the setup together with the 4 m long cable.
The results match the vendor specifications perfectly. The test fixture and cable assembly
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differential S-parameters measurements, other than providing a cross-check of the vendor
specifications, provided the necessary information to perform data rate measurement by














Figure 6.13: 4 m Samtec Twinax insertion loss (left) and return loss (right). The green
line represents the contribution of the measurement system reference (which was charac-
terised on purpose); the blue line the cable plus the test system.
Figure 6.14 shows eye-diagram measurements for a test setup using 4 m Samtec Twinax
cable at a transmission speed of 1 Gbit s−1. The first measurement has been done simu-
lating a standard receiver and transmitter, with no active signal conditioning. The second
measurement uses the very same transmitter, but a receiver applying a Constant Time
Linear Equalisation (CTLE) of 2 dB. The last graph in Fig. 6.14 shows the measurement
results in the case the transmitter applies a 2 dB pre-emphasis on the signal. The very
promising results obtained by applying CTLE in the receiver and the increasing availab-
ility of COTS ICs embedding such capability, led to considering the possibility of moving
the signal conditioning from the Pixel Chip to the receiver, further reducing the power
dissipation of the sensors.











Figure 6.14: Eye diagrams of 4 m long Samtec AWG30 Twinax at 1 Gbit s−1 for a bet-
ter than 10−12 BER. At left the eye diagram for “passive” transmitter and receiver, in
the centre with the receiver applying an equalisation of 2 dB and on the right with the
transmitter applying a 2 dB pre-emphasis.
6.5 Power distribution and regulation
The very tight requirements on material budget imply that the optimum balance between
power cables gauge and power dissipation has to be found in order to minimise the cooling
system load while maintaining the cables’ routability through the services paths. To
address the issue, the starting step is to consider the power consumption of the Pixel
Chip. As discussed in Chap. 2, depending on the Pixel Chip design that will be adopted
the power density will vary up to a maximum of about 100 mW cm−2.
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Table 6.3: 4 m long Samtec Twinax cable eye diagram characteristics (10−12 BER) for
various signal conditioning and different transmission speeds.
1 Gbit s−1 2.5 Gbit s−1
direct 2 dB CTLEa 2 dB PEb direct 4 dB CTLEa 3 dB PEb
Height (mV) 320 350 438 160 260 285
Width (ps) 851 918 901 254 308 295
Tot. jitter (ps) 121 68 80 150 86 107
Rnd. jitter (ps) 4.2 3.4 4.5 3.9 3.4 3.5
Det. jitter (ps) 62 20 17 9.6 38 58
a Constant Time Linear Equalisation
b pre-emphasis
6.5.1 DC-DC conversion
The electrical power and current to be distributed to the ITS detector are very large.
Under the assumption of a Pixel Chip with a power density of 100 mW cm−2 the total
power per Layer goes from about 48 W for the Inner Layers to about 1100 W, for the
Middle Layers and about 4000 W for the Outer Layers. In order to reduce the mass of
the cables that transport the supply currents from the power supplies to the detector, the
baseline solution is to use the CERN custom-made DC-DC converter [33]. These thin and
small (PCB of 28.5 mm× 13.5 mm) converters, which will be placed at the entrance of each
Stave, convert the supply voltages from 12 V down to 1.8 V with 70 % efficiency. The EMI
characteristic have not been tested, and will require careful evaluation due to the short
distance between the regulators and the first sensors on the Staves. The CERN DC-DC
converter has been specifically designed to withstand radiation levels and magnetic fields
far exceeding those expected for the ALICE ITS.
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7 Detector performance
In this chapter we describe the performance of the upgraded ITS, the simulations carried
out for the investigation of this performance, and the main algorithms of the corresponding
reconstruction software. Section 7.1 gives an overview of the experimental conditions
that have been assumed in the simulations. In Secs. 7.2 and 7.3 we discuss the detector
requirements and specifications, respectively. Section 7.4 is devoted to the description of
the simulation tools and models. The reconstruction algorithms are outlined in Sec. 7.5,
whereas the performance of these algorithms is presented in Sec. 7.6. As explained in
Chap. 1, the new ITS will not include Particle-Identification (PID) capabilities because this
would lead to a marginal physics performance improvement as compared to the PID done
with the TPC and TOF detectors (see Chap. 8 for a detailed discussion). Nevertheless, for
completeness, Sec. 7.7 presents the studies that have been carried out on the potential PID
performance that could be achieved with the new ITS by including the measurement of
the charge signal amplitude. Finally, Sec. 7.8 presents the performance of a few alternative
detector configurations.
7.1 Experimental conditions
• Beam pipe: The present beam pipe is 4.82 m long with a central part made of
a straight beryllium tube of length 3.95 m, wall thickness 0.8 mm and outer radius
29.8 mm [34]. For the ALICE upgrade, the baseline scenario includes the installation
of a new beam pipe with a wall thickness of 0.8 mm and an outer radius of 19.8 mm.
See Sec. 5.4 for a detailed discussion.
• Particle load: The charged particle density in central Pb–Pb collisions at the top
LHC energy determines the maximum density of particles in the different detector
layers and consequently the occupancy per layer and in the individual channels.
A relevant contribution to the hit density in a given layer comes from secondary
particles, which are mostly produced in the interaction of other particles with the
material of the beam pipe and of the Inner Layers.
By extrapolating the measured charged particle density in central Pb–Pb collisions
at
√
sNN = 2.76 TeV using the s
0.15
NN scaling [35], one obtains dNch/dη ' 1970 for
central Pb–Pb collisions at
√
sNN = 5.5 TeV. Based on a Monte Carlo simulation
for central Pb–Pb collisions, which uses the HIJING generator [36] tuned to such a
charged particle multiplicity, the hit density of both primary and secondary charged
particles has been estimated.
An additional contribution to the overall particle load comes from the electromag-
netic interactions of the colliding ions, among which the dominant process in terms
of cross section is the e+e− pair production (QED electrons) [37, 38]. The cross sec-
tion of single pair production (about 220 kb) is about 98 % of the total cross section.
The flux of these electrons through the detectors which are close to the beam pipe
can be rather high [39]. The flux of QED electrons was estimated by means of a
Monte Carlo generator [40] implemented in the ALICE software framework [41].
Table 1.2 summarises the expected maximum hit densities for primaries, secondaries
and QED electrons. The latter contribution depends linearly on the detector integ-
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ration time. The values reported in the table refer to the radial position of the layers
of the new detector.
• Detector acceptance: This study focuses on the central rapidity region and there-
fore the detector has been assumed to have a barrel geometry. The ITS acceptance
has been determined based on its matching with the current external barrel detect-
ors, as discussed in Sec. 7.3.
7.2 Requirements
In order to achieve the physics goals that are discussed in [4] and further in the next
chapter, it has been demonstrated in the ITS upgrade Conceptual Design Report (CDR) [12]
that the upgraded ITS detector should:
• allow improvement of the resolution of the track impact parameter by a factor of
three or better (at pT = 1 GeV/c) with respect to the present ITS;
• have stand-alone tracking capability with a momentum resolution of a few percent
up to 20 GeV/c, and coverage in transverse momentum as complete as possible, in
particular down to very low momenta;
• have read-out rate capabilities to exploit the expected Pb–Pb interaction rate of up
to 50 kHz.
7.3 Detector specifications
• Acceptance: The ITS acceptance has been determined based on its matching with
the other external barrel detectors. The acceptance of the TPC, for tracks traversing
its full radial extension, corresponds to |η| < 0.92. The TRD and TOF have the
same acceptance as the TPC, while the EMCAL acceptance is smaller. The TPC can
also efficiently reconstruct tracks traversing half of the TPC radial extension. In this
case, the acceptance of the TPC extends to |η| < 1.22. So far, we have considered
the acceptance for tracks emitted from the nominal interaction point. However,
in the Pb–Pb interactions at
√
sNN = 5.5 TeV, the luminous region would spread
around the nominal interaction point with a longitudinal Gaussian distribution with
σlumiz = 5.61 cm [42]. The requirement of accepting all tracks within a given η
range from this luminous region determines the longitudinal length of each ITS
layer. In particular, we have assumed a longitudinal extension such that the new
ITS would accept tracks with |η| < 1.22 coming from the 90 % most luminous region
(|zvtx| < 1.39σlumiz ).
• Radial positions of layers: A high stand-alone tracking efficiency allows the re-
construction of low-pT particles that cannot be reconstructed by the TPC. This is
particularly important for certain analyses as, for example, the low-mass di-electrons
and the mesons D∗+ and D+s . In addition, the stand-alone ITS tracking will recon-
struct the high-pT tracks that cross the TPC in the dead area between sectors, or
close to it, where the TPC tracking performance degrades. More in general, a high
ITS stand-alone tracking efficiency provides more robustness to the global tracking
for the reconstruction of events with high pileup in the TPC and large distortions of
its electric field. As an example, the calibration and correction of the electric field
distortions will be done by associating the TPC clusters to the tracks reconstructed
in the ITS and extrapolated into the TPC volume. Finally, the availability of an ITS
J. Phys. G: Nucl. Part. Phys. 41 (2014) 087002 The ALICE Collaboration
110
track reconstruction, which is independent of other detectors and efficient in a large
momentum range, allows the evaluation of the overall ALICE tracking efficiency, as
well as other systematic effects in the reconstruction, in a data-driven way.
The performance of two ITS layouts, optimized respectively for ITS stand-alone
tracking and the ITS-TPC combined tracking, have been compared using a Fast
Estimation Tool (see Sec. 7.4). This tool does not account for the energy loss in
the material and, therefore, overestimates the absolute TPC tracking efficiency, es-
pecially at low-pT. This study shows (see Fig. 7.1) that the two configurations have
very similar performance. At low-pT, the layout optimized for combined ITS+TPC
tracking, shows a slightly higher ITS+TPC matching efficiency and a slightly lower
ITS stand-alone tracking efficiency. However, we expect that the layout optimized
for ITS stand-alone tracking would yield a better absolute efficiency at low-pT, once
the degradation of the TPC tracking due to the energy loss is taken into account.
It should be noted that, as better detailed below, the two layouts differ only for the
position of the middle layers. The optimal position of these layers depends also on
the material thickness of the ITS outer layers. Therefore, the optimal position of the
middle layers can be determined only once the material budget of the outer layers is
well defined. The final optimisation will be done by performing a comparative study
based on a detailed Monte Carlo simulation.
Based on the considerations discussed above, the optimisation of the radial positions
of the layers was performed to achieve the following objectives:
– good tracking efficiency and pT resolution for both tracking modes: ITS stand-
alone and combined ITS+TPC;
– good pointing precision for track extrapolation towards the vertex;
– provide some redundancy against failures of detector modules.
In order to minimise the cluster-to-track association ambiguities, it is important to
have the track extrapolation errors as small as possible at each layer. The optimisa-
tion procedure was performed minimising the cluster-to-track association ambiguities
in the vicinity of the Kalman-smoothed estimate of the seed position. The latter is
provided by two Kalman filters propagating in opposite directions (inward and out-
ward). Since the extrapolation precision depends on the extrapolation distance and
on the error of the track curvature, the detector is organised such to form groups of
at least three consecutive layers, the minimum needed to define the curvature, with
relatively small radial distance. The main difference between the layout optimised
for ITS stand-alone tracking and the one optimised for combined ITS+TPC tracking
is that, for the latter one, the track curvature is already defined by the TPC. There-
fore, for the layout optimized for ITS+TPC combined tracking, the requirement of
three consecutive outer layers with small radial distance is not relevant.
The pointing resolution is mainly determined by the two innermost measurements of
the track position, with obvious advantage of having the first measurement as close
as possible to the beam line. In order to guarantee that the pointing resolution of a
track does not strongly deteriorate if one of the points close to the primary vertex is
not attached to it, the first three layers (Inner Barrel) should have a radial distance,
from each other, as small as possible. Such a layout appears to be quite optimal
for both ITS stand-alone and ITS+TPC combined tracking modes. In order to
maximise the pT resolution, the distance between the innermost and outermost layers
should be as large as possible. Moreover, also the matching with the TPC tracks
profits from a small extrapolation distance between the TPC inner wall and the
ITS outermost layer. Therefore, the two outer layers were positioned at the largest
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Figure 7.1: Performance of the ITS stand-alone and TPC+ITS combined reconstruction
for different radial positions of the ITS layers.
possible radii that comply with the available space and integration constraints. Since
the track curvature in the ITS+TPC combined tracking is already constrained in
the inward propagation, it is advantageous to place an extra layer(s) as close a
possible to the inner barrel, as a bridge between the high-occupancy region close
to the primary vertex and the outer layers. The calculations done using the Fast
Estimation Tool confirm that an extra layer at a radial distance of 5 cm from the
beam line, would slightly improve the matching efficiency at low-pT (see Fig. 7.1,
“L3@5 cm, L4@33 cm” setup). In these calculations, another layer was positioned
at a radius of 33 cm in order to add redundancy to the measurements in the outer
region, although its contribution to the overall reconstruction efficiency is negligible.
The pT resolution obtained with the TPC–ITS tracking mode is almost insensitive
to the position of the intermediate layers. The ITS stand-alone tracking requires a
good curvature estimate at large radii. This requires shifting the middle layers close
to the outer layers (see Fig. 7.1, “L3@24.41 cm, L4@29.71 cm” setup).
• Material budget: Based on the most recent developments in pixel detector tech-
nologies, a substantial reduction of the material budget can be achieved by reducing
the thickness of the silicon pixel sensors and the material budget of the services
(mechanical support, power distribution, cooling system, read-out system). In the
simulations described in Sec. 7.4, an effective material budget of 0.3 % and 0.8 %
of the radiation length was assumed for the three Inner and the four Outer Layers
respectively.
• Detector segmentation: The segmentation of the detector determines the in-
trinsic spatial resolution of the reconstructed track points. A small segmentation
is also important to keep the occupancy at a low value. An excellent resolution
of the first layer is fundamental for the resolution of the impact parameter at high
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particle momenta where the effect of the multiple scattering becomes negligible. For
the Outer Layers, a good resolution is also important to improve the momentum
resolution and the tracking efficiency in the ITS stand-alone mode.
Detailed Monte Carlo simulations (see Sec. 7.4.2) were based on a pixel size of
20 µm× 20 µm, leading to a spatial resolution of 4 µm in both rϕ and z directions.
The expected performance with the segmentation quoted in Chap. 2 (i.e. resolutions
of 5 µm, 6 µm and 9 µm) is only slightly degraded, as discussed in Sec. 7.8.
• Timing and read-out rate: The interaction rates considered in this section are
200 kHz for pp and 50 kHz for Pb–Pb. These values may imply a significant pile-up
rate in the detector, depending on the integration time, which has an impact on
event reconstruction and analysis.
If the total occupancy from triggered and pile-up interactions significantly exceeds
the occupancy of a central Pb–Pb collision, the reconstruction efficiency drops due
to the ambiguity of the cluster to track association. With a 50 kHz interaction rate
and 20 µs (30 µs) integration time window, on average about one (two) extra Pb–Pb
collision will be read-out on top of the triggered event. In about 10 % of the triggers,
five or more extra collisions will be piled up assuming an integration time window of
30 µs. To prevent significant losses of the reconstruction efficiency, especially at low
pT, the integration time in the highest occupancy layers should not exceed about
45 µs. A similar time resolution is desirable also for the Outer Layers in order to
facilitate the cluster matching throughout the whole detector.
In pp collisions, where a large pile-up is expected, the issue is the correct assign-
ment of each track to its own interaction vertex. For primary tracks, assuming the
vertexing and tracking capabilities of the upgraded ITS, the pile-up vertices should
be separated from the triggered one by at least 1 mm in order to correctly assign
the tracks to the triggered vertex. For the heavy flavour decay tracks, about 1 mm
isolation should be enough for the short lived Λc, while for the B-mesons an isola-
tion up to about 1 cm may be required. For an interaction rate of 200 kHz, which is
the nominal value assumed for the pp run, and a 30 µs integration time, about 7 %
(40 %) of the triggered vertices will be separated by less than 1 mm (1 cm)1. The
pile up ambiguities can be further reduced if at least one point for each track carries
a precise time-stamp provided by other detectors (the TPC and/or TOF).
7.4 Simulation tools and models
7.4.1 Fast estimation tools
The tracking performance was initially studied using an analytical method, referred to
as the “Fast Estimation Tool” (FET) which was further developed into a Fast Monte
Carlo Tool (FMCT). The FET and the FMCT provide accurate determination of the
tracking resolution (both for the spatial and the momentum components) as a function
of the detector configuration and a good estimate of the tracking efficiency. They have
been used to optimise the layout of the detector in terms of number of layers, their radial
positions, material budget, and detector resolution as it was discussed in the CDR [12].
The results of the FET and FMCT have been confirmed (within about 5 % accuracy) by
the study with a Monte Carlo (MC) based on transport code and a detailed description
of the geometry, as discussed later.
1By imposing the 1 cm isolation cut, an overall gain of about a factor of 3.5 is obtained in terms of
number of triggered events that can be analysed with respect to the case of one interaction per read-
out cycle [12].
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The FET is based on a code originally developed by the STAR Heavy Flavour Tracker
(HFT) collaboration [6]. It allows a simplified description of the detector layout and
adopts a tracking method as described in [43]. The original STAR HFT code was extended
and adapted in various ways, e.g. to describe also the ITS upgrade stand-alone tracking
capabilities. The tracking code itself was replaced with the Kalman filter technique [43,
44], which is implemented in the ALICE software framework [41]. A detailed description
of the method and its extensions can be found in [45]. The intrinsic (or cluster) resolution
of a layer and the traversed material, which both depend on the inclination angle of the
charged particle with respect to the layer normal, are taken into account in the method
by calculating the track-parameter covariance matrix elements at the various stages of the
track reconstruction.
The evolution of FET method, called the Fast Monte Carlo Tool (FMCT), allows the
estimation of the tracking performance from the reconstruction of a probing particle em-
bedded in the background as expected from collisions. In contrast to the FET, the FMCT
is able to disentangle the performance of a detector layout from the efficiency of specific
track-finding algorithms. This is done by accounting for the competition between track
candidates of different length and quality, and represents an approach much closer to that
of the full MC-based simulation and reconstruction.
7.4.2 Detailed Monte Carlo simulations
Pixel response simulation input
Detailed Monte Carlo simulations, beyond the physics processes available in the GEANT
transport code, require knowledge of the detector response. In our case, the simulation re-
lies on the Pixel Chip response. While the currently pursued pixel design alternatives differ
in the front-end circuit and read-out architecture (see Sec. 2.5), common characteristics
can be extracted from test beam measurements as input for simulation studies:
• the average pixel noise distribution;
• the noisy pixel rate;
• and the charge spread function.
The average pixel noise distribution, representing the analogue noise charge in the pixels,
can be described by a Gaussian or Landau distribution depending on the pixel chip design.
The fake pixel rate describes the number of fake pixels fired, after the pixel charge digitisa-
tion. The charge spread function describes the fraction of the cluster charge measured in
a given pixel of the cluster (at the diode position) at a given distance from the impinging
track. Since the charge spread function can have a complex shape, instead of apply-
ing different fit functions for different pixel chip prototypes, the measured charge spread
distribution was directly fed into the simulation as a map.
These three input elements were extracted from test beam data for several kinds of
pixel designs, operating temperatures and irradiation levels. For the performance results
presented in this chapter, we used square 20 µm× 20 µm pixels, corresponding to the
MIMOSA-32Ter P26 prototype, non-irradiated and operated at 30 ◦C.
Simulation parameters and algorithm
The full list of simulation parameters is presented in Tab. 7.1. The first step of the pixel
response simulation starts with the generated list of GEANT3 [46] hits in the sensitive
volume (18 µm thick Si). To be accepted, the hits must fall within the read-out window
either in a triggered read-out mode or in the rolling-shutter read-out mode. The current
J. Phys. G: Nucl. Part. Phys. 41 (2014) 087002 The ALICE Collaboration
114
Table 7.1: Pixel response parameters used for the detailed
Monte Carlo simulations.
Simulation parameter name Parameter value
Charge spread in row direction 2 pixels
Charge spread in column direction 2 pixels
Minimum number of charge injection steps 10
Global charge scale 1.037
Threshold over noise cut 5
Minimum number of electrons to add 1
Average pixel noise 17.53 electrons
Average pixel noise sigma 2.93 electrons
simulation is using rolling-shutter read-out (details can be found in Chap. 2), but the
framework is capable of simulating the triggered data-taking mode as well.
To ensure proper response for inclined tracks, the charge deposition in the sensitive
volume is divided into n charge injection points along the particle trajectory. The charge
of the hit (in electrons) is calculated based on the conversion factor of 3.6 eV per electron-
hole pair in Si from the hit energy deposit. Each charge injection point has a charge
of Qscaledhit /n, where the Q
scaled
hit is the total charge generated by the hit multiplied by
the Global charge scale factor to account for the difference between the pure GEANT3
response and the test beam measurement. The charge in a given injection step does not
depend on the depth of the hit in the epitaxial layer. The number of charge injection
points n is calculated on a hit-by-hit basis, depending on the pixel dimensions and the
number of pixels traversed, to ensure that each pixel along the particle trajectory in the
sensitive volume has at least one charge injection point. The automatic injection point
number calculation is overwritten with the simulation parameter Minimum number of
charge injection steps in case the calculated number of injection points is smaller than the
Minimum number of charge injection steps input parameter.
The total charge of the given charge injection step Qscaledhit /n is distributed around the
pixel in which the charge injection point is located, based on the charged spread function
and the distance between the charge injection point and the pixel diode location. The sim-
ulation parameters Charge spread in row direction and Charge spread in column direction
control the extent of the charge spread. Currently, both parameters are set to an optimal
value of two pixels, allowing charge spread up to the second crown around the seed pixel,
translating to a maximum distance of ±40 µm. Pixels with at least one electron are kept,
controlled by the Minimum number of electrons to add input parameter, and added to the
corresponding list. The procedure is repeated for all charge injection points. At the end
of the procedure, each pixel contains a sum of charges generated by one or more charged
particles.
In the second step of pixel response simulation, the noise component of the pixel charge
is generated. The noise can come from constantly noisy pixels or random pixels. The
list of constantly noisy pixels can be retrieved from the data base with the corresponding
noise charge. The random pixel noise is calculated based on the average pixel noise input
distribution given by the Average pixel noise and the Average pixel noise sigma input
parameters. First, the probability is calculated to achieve a noise larger than digitisation
threshold. The digitisation threshold (∼ 100 electrons) is calculated as the product of
the Threshold over noise cut input parameter and the Average pixel noise. In the second
step-based on the calculated probability, the noise charge is calculated randomly above
the digitisation threshold.
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Table 7.2: Global charge scale factors tuned for MIMOSA-32Ter P26 pixels at 30 ◦C as
implemented in the ALICE software framework. The medium load refers to irradiation level:
300 krad and 3× 1012 1 MeV neq/cm2 while the heavy load refers to irradiation level: 1 Mrad
and 1× 1013 1 MeV neq/cm2.
Pixel name, irradiation level, scale Threshold over noise cut
5 6 7 8 9 10
P26 reference sensor, averaged scale 1.037 1.055 1.084 1.099 1.126 1.146
P26 reference sensor, cluster multiplicity scale 0.970 1.001 1.036 1.138 1.108 1.140
P26 reference sensor, cluster charge scale 1.019 1.110 1.132 1.059 1.144 1.151
P26 sensor, medium load, averaged scale 0.446 0.452 0.406 0.457 0.488 0.509
P26 sensor, medium load, cluster multiplicity scale 0.538 0.568 0.571 0.607 0.637 0.680
P26 sensor, medium load, cluster charge scale 0.355 0.336 0.241 0.307 0.340 0.139
P26 sensor, heavy load, averaged scale 0.407 0.418 0.411 0.406 0.356 0.479
P26 sensor, heavy load, cluster multiplicity scale 0.484 0.513 0.537 0.557 0.606 0.645
P26 sensor, heavy load, cluster charge scale 0.330 0.324 0.285 0.256 0.106 0.313
In the third and last step of the pixel response simulation, the charge contributions
from charged particle(s) and noise are summed up for each pixel and compared to the
digitisation threshold (unless the pixel is marked as a dead pixel in the database and
removed from the list of active pixels). If the total pixel charge is above the digitisation
threshold, a Digit is created for the given pixel. The list of Digits is then passed to the
reconstruction for clusterisation.
Results of the pixel response simulations
To achieve a similar setup as in the test beam measurement, we simulated a single negative
pion per event with p = 120 GeV/c at azimuthal angle ϕ = 90◦ and at mid-rapidity η = 0.
The magnetic field in these simulations was switched off.
To better describe the average cluster size and the average cluster charge obtained from
test beam measurements, a tuning of the Global charge scale simulation parameter as a
function of the Threshold over noise cut was performed. Other input parameters listed in
Tab. 7.1 were kept fixed.
Table 7.2 shows the results of the simulation tuning for the MIMOSA-32Ter P26 pixel
and the Global charge scale factors as a function of the Threshold over noise cut and
the irradiation load. The scaling factors derived from the cluster multiplicity and cluster
charge are close for reference sensors, but with increasing Threshold over noise cut and
irradiation levels, the scale values depart from each other.
To compare simulated data and test beam measurements, we introduced the definition
of a discriminated cluster. A discriminated test beam cluster consists of an ensemble of
maximum 25 pixels (up to the second crown around the seed pixel), where each pixel
is above the digitisation threshold (Threshold over noise cut × Average pixel noise). A
discriminated simulated cluster consists of an ensemble of clusters created by the injected
particle or by the injected particle and one or more secondary particles, with the clusters
formed through the standard clusterisation process of Digits (pixels above the digitisation
threshold calculated in the third pixel simulation response step).
Compared with the real data, the simulated cluster multiplicity distribution is more
peaked, underestimating the number of clusters with cluster multiplicity 1, and tending
to overestimate the trend for larger cluster multiplicities. However, the simulation is
able to reproduce the measured average cluster multiplicity. Further improvements in the
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Figure 7.2: Comparison of cluster charge from tuned simulation and test beam measure-
ment for MIMOSA-32Ter P26 reference pixel at 30 ◦C.
response simulation would require a detailed study of the charge spread function with high
real data statistics.
The cluster charge distribution is already well reproduced by these simulations. Fig-
ure 7.2 shows the comparison of the tuned simulated and test beam data for MIMOSA-
32Ter P26 reference pixel at 30 ◦C.
It should be noted that the current parametrisation and tuning are not appropriate for
highly ionizing charged particles and charged particles at very low momentum.
7.5 Reconstruction tools
7.5.1 Cluster finding
This procedure groups adjacent fired pixels into a single cluster. The definition of “adjacent
pixels” currently has two definitions of which either can be selected:
• only pixels with common sides are treated as belonging to the same cluster (default);
• clusters with pixels having either a common side or a corner are allowed.
For each cluster, space-point coordinates are then calculated and passed to the subsequent
track-finding procedure. The cluster-finding is performed for each sensor independently
from others and can, in principle, be executed in parallel.
The algorithm assumes that the information about the fired pixels is ordered in read-out
cycle index, and in row and column numbers. This allows for performing the clusterisa-
tion without storing the full matrix of the whole sensor in memory, keeping instead only
transient structures corresponding to the candidates for unfinished clusters. On arrival of
new fired pixel data (row, column and read-out cycle indices) the algorithm checks if it
matches to the “adjacent” definition for cluster candidates left unfinished from the pro-
cessing of current and previous rows. If this turns out to be the case, the corresponding
cluster candidate is updated with the new pixel information. Otherwise, the unfinished
cluster is considered as a new cluster candidate.
Whenever a new row is detected (or when the data from the next sensor arrives), all
cluster candidates that were not updated during the processing of the previous row (or if
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the latter did not have any fired pixel) are converted to final clusters and stored. All the
associated transient information is then cleared. The conversion to final cluster consists of
calculating the centre of gravity of its constituent pixels, accounting for the possible shift
of the collecting diode from the geometrical centre of the pixels.
The cluster coordinates are stored in the local frame of a sensor. This frame has its
origin in the geometrical centre of a sensor, with the x and z axes going along the sensor
sides in the direction of increasing row and column numbers, respectively. Using the
transformation matrix associated with each sensor, these coordinates can be converted to
the global ALICE frame or to the tracking frame of the sensor. The tracking frame is
obtained from the global one by rotating around the z (beam axis) in such a way that the
x axis becomes normal to the sensor plane.
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Figure 7.3: Cluster size distributions for all the charged particles and for primary charged
particles (empty red circles). The term shared denotes hits that contribute to more than
one cluster (left). Resolution on x (red full circles) and z (blue empty circles) directions
as a function of the cluster size (right).
At the moment, no attempt is made to unfold the large clusters from overlapping hits
of different particles, since the pixel occupancy for the innermost layer in Pb–Pb collision
is expected to be less than one per mill, even taking into account the contribution of
QED electrons. Figure 7.3 shows the frequency distribution of the cluster size and the
space-point resolution for the sensors of the baseline scenario.
7.5.2 Track finding
Historically, ALICE performs two kinds of track-finding in the ITS. First, the tracks found
in the TPC are used as seeds to find their prolongation in the ITS using a Kalman filter
approach [43, 44]. Since the acceptance in the TPC drops sharply below pT ≈ 100 MeV/c,
this step is followed by the stand-alone ITS tracking. In this case, the ITS clusters not
attached to TPC+ITS matched tracks are associated with tracks started from helical seeds
constructed out of the primary vertex and two points taken from the two innermost pixel
layers of the ITS.
When reconstructing pp collisions, the stand-alone ITS tracking can also be run over
all the existing clusters, with the results used mostly for studies of systematic effects in
the reconstruction.
It is not yet clear to which extent this approach can be used for data reconstruction in
Run3, since the track reconstruction in the upgraded TPC is still in development. In any
case, the stand-alone track finding in the ITS is necessary. As a good candidate for this
stand-alone tracking, we are evaluating an approach based on the Cellular Automaton (see
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below) fast track-finding algorithm which is already deployed in the High Level Trigger
TPC reconstruction.
Track finding by prolongation from the TPC
A track seed is created for every track found in the TPC and is extrapolated to the Outer
Layers of the ITS. Then, a few (currently two) iterations are performed, with the aim to
find first the longest tracks traversing the full ITS, and then to reconstruct shorter ones
originating from the decays in the detector. Each of these iterations uses only those TPC
tracks that do not yet have any validated ITS prolongation. Only not previously attached
clusters are associated with these tracks.
Each iteration consists of the following steps:
• A seed made out of a TPC track extrapolated to the ITS Outer Layer is considered
as a root of a prolongation-hypothesis tree.
• All the clusters in the proximity of seed extrapolation points are subjected to a
track-to-cluster χ2cl cut, and those passing it are used for the Kalman filter update
of a new branch in the hypothesis tree. The χ2cl is used to increment the global χ
2
of the hypothesis.
• In order to account for possible detection inefficiencies, seeds without cluster at-
tachments on layers can also be used for the creation of new hypothesis branches.
The χ2 of such branches is incremented by a layer-dependent penalty value, giving
a preference to longer tracks.
• The created track-hypothesis branches are sorted in increasing order of the total χ2.
Then, a predefined number (tuned using dedicated simulations) of best branches are
in turn considered as seeds for track prolongations to the next layer.
• Once the innermost layer is reached, the hypotheses are subjected to backward
Kalman filter, using for the clusters already attached to the branch being followed
and propagating back to the original TPC track extrapolation at the outermost layer.
A cut on the matching χ2 between the TPC track parameters and those of the ITS
stand-alone fit eliminates a large fraction of prolongations containing at least one
ITS cluster not produced by the physical particle corresponding to the original TPC
track (so called “fake” prolongations).
• For each TPC track, the prolongation hypotheses with best total χ2 are considered
as preliminary winners and the ITS clusters sharing among them are analysed. If
the winner hypotheses of two TPC track prolongations share the same cluster, the
one with the largest value of χ2/pT is discarded and the next hypotheses for this
track are declared to be winners. The procedure continues until no cluster sharing
remains between the winner hypotheses. At this stage, all the winner hypotheses are
validated and their clusters are flagged as “used”, to prevent their usage in following
iterations.
In order to prevent extensive growth of the hypothesis tree and to save CPU time, the
seeds that cannot fulfil specific iteration-dependent conditions are abandoned as soon as
possible. Apart from the cuts on the total and track-to-cluster χ2 values, these conditions
include certain hit contribution patterns. In particular, the tracks sought in the first
iteration must contain hits at least on five (out of seven) layers and have contributions
from at least two of three Inner Layers, as well as at least one contribution from pairs
of Middle and Outer Layers. The second iteration, intended to find tracks from strange
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particle decays, considers only the external four layers, requiring each of them to contribute
to the track.
Stand-alone ITS track finding
The ITS stand-alone tracking aims to reconstruct tracks by using the information provided
by the ITS only. Like in the case of the previously described combined TPC+ITS method,
the final track parameters are estimated using the Kalman filter. However, the algorithm
used for pattern recognition is different. The algorithm that is currently under study
is based on a Cellular Automaton (CA) [47, 48]. This algorithm does not rely on any
particular track model and can operate on highly optimised data structures. It can also
be efficiently implemented for parallel computing architectures.
The CA method creates short track segments (tracklets) in neighbouring detector layers
and then links them into tracks. First, the clusters (hits) in the detector are sorted
according to their radial position, and the tracklets are generated in groups with the same
outermost hit. Every hit has two pointers: to the first and the last tracklets of its group.
Each tracklet has a counter that assigns its possible position on a track. Next, the tracklets
are extrapolated by one layer in the direction of the primary vertex. At this step, a new
portion of tracklets is generated, one or two layers closer to the interaction point. Using
the already stored pointers, the algorithm finds neighbouring tracklets by selecting pairs
of tracklets sharing a common hit. When a pair of neighbours is found, the counter of
a current tracklet is incremented with respect to the neighbour with the largest counter.
Once these steps are done for all layers, the algorithm builds track candidates out of the
tracklets.
The track candidates are then sorted according to the number of assigned hits. A
Kalman-filter track fitting starts from the candidates having the largest number of assigned
hits. For every set of candidates with the same overall number of hits and a certain number
of shared hits, only the candidate with the best χ2 value is retained. The hits belonging
to this candidate are then flagged as used. The program proceeds with the next track
candidate, checks if the number of used hits is less than a certain number (depending on
the track density), flags the assigned hits as used and stores or deletes this candidate,
depending on whether the selection criteria are met or not. The whole procedure is
repeated until the shortest track candidates become considered.
Optionally, in case of a significant detector sensor inefficiency, the program can merge
short tracks with similar parameters (clones) into longer ones. There is also a possibility
to reduce the number of reconstructed false tracks by applying additional quality cuts to
the (mostly short) track candidates.
7.5.3 Vertex finding and track-to-vertex association
The reconstruction of the interaction vertex position is one of the key tasks that the ITS has
to fulfil. This is currently done with the present ITS at three different levels with different
purposes: at run time, the vertex position is reconstructed for a fraction of the collected
events, without performing a full reconstruction, using only the information of the two
innermost layers of the ITS. This first measurement, averaging over the collected events,
is recorded on the offline conditions database and is used to monitor the luminous region
during the data taking and, subsequently, as an optional constraint for the vertex position
in the transverse plane. The same fast vertex reconstruction is carried out offline event–
by–event to have a seed of the tracking procedure in the TPC. Finally, a precise vertex
measurement, to be used for the data analysis, is obtained from the tracks reconstructed
in the barrel.
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This approach will be partly modified with the upgraded ITS, since, given the significant
pile–up rate expected, it will be necessary to reconstruct the coordinates of all the inter-
actions occurring in the same read-out window. For the fast reconstruction, an algorithm
based on the information of the three innermost layers, instead of two, is being developed
with the purpose of reducing the CPU time with respect to the present implementation.
This approach is based on the local reconstruction of the three innermost layers: for each
cluster of the first layer a matching cluster on the second layer is searched under the
hypothesis of a high momentum particle, little affected by the magnetic field. The main
matching criterion is the azimuthal angle of the two clusters. The tracklet selection is per-
formed in a multi-step way with azimuthal cuts of increasing tightness. The availability of
a third layer located at approximately 4 cm (see Tab. 1.1) from the beam axis allows for a
tracklet validation in presence of the high combinatorial background expected in high rate
Pb–Pb collisions. In the present ITS, a candidate vertex is accepted when at least three
tracklets are associated to it and multiple interactions can be efficiently tagged, if they are
spaced along the beam axis by more than 8 mm. Given that in the upgraded setup, the
distance of the layers from the beam axis is lower and three points per tracklet are used
instead of two, the present performance has to be regarded as a lower limit.
The vertex reconstruction with tracklets relies on a straight-line approximation for
particle tracks. Since the tracks found in the procedure described in Sec. 7.5.2 are re-
gistered in the Event Summary Data (ESD) in the same format as for the current de-
tector, the data analysed for the preparation of this document profits from the standard
algorithm for the interaction vertexing finding. It is based on the iterative vertex finding
and fitting [49] using Tukey bi-square weights for the outliers suppression.
A scaling factor applied to the uncertainties of tracks extrapolated to the nominal beam
axis is gradually inflated until at least two tracks with non-zero Tukey weights are found
to create an initial vertex guess (its exact position has little importance). A fit like that
used in [50], but accounting for these weights, is performed, with the fitted vertex moving
to its true position as the scaling factor decreases. Once the distance between successively
fitted vertices is below a certain threshold, the iterations stop.
If at this stage the scaling factor is not decreased to a value close to 1 or the maximum
number iterations is reached, the vertex candidate is abandoned, and the search is done
with a different seeding position. Otherwise, a final fit with weighted tracks is done, the
tracks with non-zero weights are removed from the pool, the vertex is validated, and a
search for the next vertex is performed.
The expected vertex resolution for central Pb–Pb events is of the order of few µm in
both transverse and longitudinal directions.
7.6 Track and vertex reconstruction performance
The assessment of the performance of the tracking and vertexing procedures was done by
means of a Full Monte Carlo simulation, using the detector response described in Sec. 7.4.2.
The detailed description of the Inner Barrel used for this simulation corresponded to the
design discussed in Sec. 4.1.1. At the same time, since the exact design of the Outer Barrel
was not yet completely defined at the moment the simulation started, these layers were
coded in the Monte Carlo geometry as assembled out of simplified Staves made of silicon
with an effective thickness of 0.8 % of X0, as estimated in Sec. 4.1.2.
Some properties have been evaluated with the Fast Estimation Tool and are shown here
for comparison. The presented results have been obtained with a magnetic field of 0.5 T.
• Primary vertex reconstruction: The performance of the primary vertex recon-
struction is shown in Fig. 7.4 with a full simulation of Pb–Pb collisions. The vertex



















Figure 7.4: Resolution on the primary vertex reconstruction as a function of the number
of tracks used to determine the primary collision coordinates.
determination is done with tracks reconstructed in the ALICE barrel as described
in Sec. 7.5.3. The obtained precision of the position determination is, for low multi-
plicity Pb–Pb events, less than 25 µm and goes down to 2–3 µm at high multiplicity.
• Tracking efficiency: Figure 7.5 shows the track-matching efficiency between
the TPC and ITS in the combined tracking mode, assuming the performance of
the present TPC, and different levels of event pileup. A track was considered as
matched if at least five (out of seven) clusters were correctly attached in the ITS,
with at least two of these clusters being attached in the Inner Barrel. If at least
one of the attached ITS clusters did not in fact belong to this track, such a track
was considered as “fake”. Only well reconstructed (having less than 10 % of wrongly
assigned clusters, and not going too close to the TPC sector boundaries) TPC tracks
were selected for this analysis. Tuning of the tracking cuts was done to minimise the
fake-track rate and to achieve a high efficiency for tracks with pT < 5 GeV/c (the
bulk). The reason for the visible deterioration of the efficiency at pT < 1 GeV/c is
the increasing probability to pick up a wrong cluster in the ITS.
The most impressive improvement in tracking efficiency compared to the current per-
formance is expected for tracks with pT < 0.5 GeV/c and below, with the upgraded
ITS run in the stand-alone mode, as was demonstrated with the fast simulation
studies done in the ITS upgrade CDR [12], and also shown in Fig. 7.11 and 7.12.
The exact amount of the gain in the tracking performance at very low pT is to be
evaluated by the detailed Monte Carlo simulation and full realistic reconstruction.
• Impact-parameter resolution: An important measure of the achieved tracking
precision is the track impact-parameter resolution. It is the impact-parameter resol-
ution that defines the capability of a vertex detector to separate secondary vertices
of heavy-flavour decays from the main interaction vertex. This resolution is defined
as the dispersion of the distribution of the Distance of Closest Approach (DCA)
between reconstructed (primary) tracks and the main collision vertex.
A comparison of this resolution between the present and upgraded ITS is shown in
Fig. 7.6. At pT below 1 GeV/c, it is a factor of about three better than that for the
present ITS. At higher momenta, the gain in resolution is even higher, reaching a
factor of about five at pT above 10 GeV/c. Since the impact-parameter resolution
depends mainly on the radial position, thickness, and granularity of the innermost
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Figure 7.5: Track-matching efficiency between the TPC and upgraded ITS for different
levels of event pileup.
layer(s), it is essentially identical for both combined TPC+ITS and ITS stand-alone
tracking modes.
As can also be seen in Fig. 7.6, the results obtained with the Fast Monte Carlo Tool
and with the detailed simulations agree quite well.
• Momentum resolution: Figure 7.7 shows the momentum resolution obtained in
the combined TPC+ITS and ITS stand-alone tracking modes. For the stand-alone
tracking mode, the upgraded ITS yields a dramatic improvement. The pT resolution
in the stand-alone mode benefits significantly from the intrinsic resolution of the
Outer Layers and the overall low material budget of the upgraded ITS.
In the ITS+TPC combined tracking mode, at pT below 0.5 GeV/c, both upgraded
ITS configurations would improve the resolution with respect to the current per-
formance due to the reduction of the material budget of the innermost layers.
We once again note that the predictions of the Fast Monte Carlo Tool are confirmed
by the results of the detailed simulations presented here (see Fig. 7.7).
7.7 Particle identification
In this section, we present, for completeness, the studies that have been carried out on
the potential PID performance that could be achieved with the new ITS by including the
measurement of the specific energy loss (dE/dx) of the charged particles in the Outer
Barrel. With the adoption of a digital read-out, as in the present design, the ITS may still
be used to tag heavily ionizing particles like light nuclei thanks to an analysis of the size
of the clusters associated to these particles: the effectiveness of this approach will be also
addressed in this section. The impact of the PID capabilities on the physics reach of the
ITS will be discussed in Chap. 8.
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Figure 7.6: Impact-parameter resolution for primary charged pions as a function of the
transverse momentum for the current ITS and the upgraded ITS in the transverse plane
(upper panel) and in the longitudinal direction (lower panel).
7.7.1 Simulation tool and truncated mean method
The approach considered to study the PID capabilities of the upgraded ITS detector is the
same used for the PID studies presented in the CDR [12]: the particle identification is based
on a specific ionisation estimate done with a Truncated-Mean of the dE/dx measurements
on the ITS layers. This method was developed for the current ITS detector [51] and has
been adapted to the detector configuration under study in which a seven-layer layout has
been assumed: each layer is equipped with monolithic pixels and an analogue read-out for
the four Outer Layers has been considered.
To account for the thin detectors assumed for the upgrade scenario, a dedicated Monte
Carlo simulation has been performed to study the energy deposition per unit length for
20 µm and 40 µm thick detectors. The diffusion, charge-collecting inefficiency, noise and
digitisation of the detector response have been introduced in the simulation considering
an 8-bit ADC in order to have a direct comparison of the result obtained for the CDR [12]
with an ITS configuration with seven layers of 15 µm.
This approach consists of computing a truncated mean of the charge values in the various
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Figure 7.7: Transverse momentum resolution as a function of pT for primary charged
pions for the upgraded ITS. The results for the ITS stand-alone and ITS-TPC combined
tracking mode are shown.
layers crossed by the track. A single value of the dE/dx, obtained after normalising to the
length of the track segment in the silicon volume, is assigned to each track. The truncated
mean algorithm used in this analysis consists of computing the arithmetic mean of the n
lowest dE/dx values among the ones of the clusters attached to the track. The number n
of used dE/dx values is set to a fixed fraction f of the total number of clusters attached
to the track. By default, the value f = 1/2 is used. The calibration of the PID algorithm
is based on building the distribution of the dE/dx for tracks of each hadron species in a
given momentum interval. These distributions are fitted with Gaussian functions. The
distribution of the mean values of the Gaussian fits as a function of their momentum is





b+ 2 · ln γ − β2) (7.1)
where E0 and b are the free parameters. The fitted function, for a given particle type i,
will be indicated with MG[i]. The sigma of the Gaussian fits σG[i], corresponding to the
resolution, is found to be independent of the track momentum. With this method, the
particle identity of a reconstructed track is assigned to the species i for which the quantity
|dE/dx−MG[i]| /σG[i] is lowest.
7.7.2 PID efficiency and contamination
The results obtained for three detector configurations in terms of number and thickness
of layers providing PID information will be shown. The first one, representing the current
ITS configuration, was presented in the CDR [12]:
• Four layers 300 µm thick each: The performance of the present ITS in pp colli-
sions was used to extract the specific energy loss information. A noise of 700 electrons
and a charge collection efficiency of 95 % were assumed in the simulation, by means
of the fast Monte Carlo tool, as well as an 11-bit ADC with a dynamic range of 20
in units of minimum ionisation.
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Figure 7.8: PID efficiency (closed symbols) and contamination (open symbols) as a func-
tion of the particle momentum assuming the relative abundances of pi+, K+ and p as
obtained from preliminary Pb–Pb data at
√
sNN = 2.76 GeV for different configurations:
four layers 300 µm thick (black circles), four Outer Layers 40 µm thick of pixel detectors
(red triangles) and four layers 20 µm thick silicon detectors (blue stars). Pions, kaons, and
protons are shown in the left, middle and right panels respectively. In all plots, a line
corresponding to a PID efficiency of 90 % is drawn as a reference.
• Four Outer Layers 20 µm thick each: The size of the pixel is assumed to be
20 µm× 20 µm and an analogue read-out has been considered using an 8-bit ADC.
• Four Outer Layers 40 µm thick each: As for the 20 µm case, the size of the
pixel is assumed to be 20 µm× 20 µm and an analogue read-out has been considered
using an 8-bit ADC
Events with pions, kaons and protons with a flat transverse momentum in the 0 GeV/c
to 1.5 GeV/c range have been generated using the abundances extracted from the 2.76 TeV
Pb–Pb data [53]. The efficiency (i;p) and the contamination K(i;p) for the particle type









where NGood(i; p) is the number of particles of type i correctly tagged as i, NTrue(i; p) is
the number of generated particles of type i in the momentum range [p, p+ ∆p], NFake(i; p)
is the number of particles tagged as i without being of type i and
NID(i; p) = NGood(i; p) +NFake(i; p) (7.4)
is the total number of tracks identified as i.
The efficiency and the contamination in all detector configurations are shown in Fig. 7.8.
The simulations lead to comparable results for the two configurations having four layers
with detector thickness of 20 µm and 40 µm respectively. Furthermore, with both the
configurations a good performance in terms of PID efficiency and contamination is still
possible, although in a reduced momentum range with respect to that of the present ITS,
which has four layers featuring analog read-out, each of them 300 µm thick.
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Figure 7.9: Multiplicity distribution of the mean value of the cluster size for pions (red
triangles) and 3He (blue dots) in the 6.1 GeV/c to 6.2 GeV/c momentum range (left).
Multiplicity distribution of the mean value of the cluster size for pions (red triangles)
and 4He (black squares) in the 6.1 GeV/c to 6.2 GeV/c momentum range (right). In both
figures, a Gaussian fit is superimposed to the distributions and the µ and σ values of the
fits are reported in the legend.
7.7.3 Heavily ionizing particles
In this section, the approach used to identify heavily ionizing particles like 3He and 4He
will be described. This study was performed assuming that an analogue read-out will be
not available for the upgraded ITS. In order to exploit the identification capabilities of
the new ITS in such a case, an analysis of the size of clusters associated to tracks has
been conducted, assuming an ITS configuration with seven layers of pixels with a pixel
dimension of 20 µm× 20 µm and with an effective thickness of 18 µm.
The data sample analysed consisted of 150 Monte Carlo events, each of them having
an underlying event simulated with a parametrization of the HIJING [36] generator with
a charged particle density dN/dy = 1000, together with extra 100 pions, 100 protons,
100 deuterons, 100 3He and 100 4He. These additional particles were generated with
a flat transverse momentum in the 0 GeV/c to 10 GeV/c range and with |η| < 2.5. In
the analysis, only tracks with seven points in the ITS were taken into account and only
primary particles were selected.
In order to tag the tracks corresponding to heavily ionizing particles, the information
on the cluster size of each layer was used and the following method was applied: the
arithmetic mean of the seven cluster size values associated to the track was computed and
the calibration of the PID algorithm was based on building, for each particle type, the
distribution of the mean cluster size in different momentum intervals of 100 MeV/c width.
These distributions were then fitted with Gaussian functions and their mean values (µ)
were finally fitted with second-degree polynomials as a function of the particle momentum.
In the left panel of Fig. 7.9, the multiplicity distribution of the mean value of the cluster
size for pions (red triangles) and 3He (blue dots) in the 6.1 GeV/c to 6.2 GeV/c momentum
range are shown. In the right panel of Fig. 7.9, the multiplicity distribution of the mean
value of the cluster size for pions (red triangles) and 4He (black squares) in the same
momentum bin is shown. For 3He and 4He the distributions show very different values of
µ and σ with respect to the pions and this feature is the one that will be exploited for
the heavily ionizing particles tagging. In particular, in Fig. 7.10 the distribution of the
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Figure 7.10: Mean values extracted from the Gaussian fit to the cluster size multiplicity
distribution as a function of the momentum for the different simulated particle species
(pions – black triangles, protons – blue circles, deuterons – magenta squares, 3He – red
triangles, and 4He – green dots).
mean values extracted from the Gaussian fit to the cluster size multiplicity distribution as a
function of the momentum for the different simulated particle species is reported. Looking
to that trend, it is possible to draw the conclusion that pions, protons and deuterons are
not distinguishable on the basis of the clusters associated to the track. On the other hand,
a cut of 2σ on the mean value of the cluster size is a very good tool to tag nuclei, for
example for the detection of the weak decays of Λ hypernuclei in which a nucleus and a
pion are emitted with a V0-like topology. In the selection of these kind of events, even
under the assumption that an analogue read-out will be not present, the ITS will provide
useful complementary PID information.
7.8 Performance for improved or degraded sensor parameters
The design goal of the ITS upgrade is to have pixels with the same granularity for all
layers corresponding to an intrinsic resolution of (5 µm, 5 µm) in r− φ and z respectively.
In this section, we study the tracking performance of Pixel Chips with different intrinsic
resolutions. In particular, we study the effects of increased pixel size in the Outer Barrel,
which may be an option in order to decrease the power consumption and material budget.
Fig. 7.11 shows the ITS stand-alone tracking performance for some alternative config-
urations with different intrinsic resolution compared with the segmentation used in the
detailed Monte Carlo studies, i.e. (4 µm, 4 µm) in r − φ and z respectively for all layers.
For all configurations, the total material budget per layer is assumed to be X/X0 = 0.3 %
and X/X0 = 0.8 % for the Inner and Outer Barrel, respectively.
The variation of the intrinsic resolution hardly affects the tracking efficiency. The point-
ing resolution (in r−φ) is affected only by the variations of the innermost layers resolution.
At pT = 0.8 GeV/c, the pointing resolution for an intrinsic resolution of (9 µm, 9 µm) is
degraded by a factor of about 1.2 compared to an intrinsic resolution of (5 µm, 5 µm).
The momentum resolution is unaffected by the variation of the intrinsic resolution at
pT < 0.3 GeV/c. The relative transverse momentum resolution is in the range 3.7 % to
4.5 % for 0.3 GeV/c < pT <2 GeV/c. For pT > 2 GeV/c, the pT resolution for the
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Current ITS
Figure 7.11: Pointing resolution, momentum resolution, and tracking efficiency obtained
with the stand-alone upgraded ITS reconstruction assuming different space-point resolu-
tions. For comparison, the performance of the current ITS is shown as well.
configurations with higher Outer Barrel intrinsic resolution starts to deteriorate.
The worsening of the performance of the upgraded detector for larger values of the
material budget per layer was studied. The material budget of the Outer Barrel was
increased with respect to the nominal value (X/X0 = 0.8 %) while keeping that of the
Inner Barrel constant (X/X0 = 0.3 % per layer). In particular, with reference to Fig. 7.12,
the following configurations have been considered:
• blue lines: the baseline configuration, X/X0 = 0.3 % per layer for the Inner Barrel
and X/X0 = 0.8 % per layer for the Outer Barrel;
• green lines: X/X0 = 0.3 % per layer for the Inner Barrel and X/X0 = 1.0 % per
layer for the Outer Barrel;
• red lines: X/X0 = 0.3 % per layer for the Inner Barrel and X/X0 = 1.2 % per layer
for the Outer Barrel.
In all cases, the detector resolution is kept equal to the one used for the detailed Monte
Carlo studies (4 µm, 4 µm). In Fig. 7.12, the performance of the current ITS has been also
shown for comparison (black lines).
The pointing resolution is not affected by variations of the material budget in the range
considered for these simulations. The stand-alone tracking efficiency and momentum res-
olution are slightly affected by the increase of the material budget of the Outer Barrel.
At 200 MeV, the tracking efficiency is in the range 92 % to 94 %. The relative transverse
momentum resolution is in the range 3.9 % to 4.5 % for 200 GeV/c < pT <1 GeV/c. The
momentum resolutions for the ITS-TPC combined tracking is slightly affected only at high
pT.
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Figure 7.12: Top panels: Stand-alone tracking efficiency (left) and pointing resolution
(right) for charged pions as a function of the transverse momentum for the current ITS and
different material-budget options for the upgraded detector. Bottom panels: transverse
momentum resolution for charged pions as a function of pT for the current ITS and different
material-budget options for the upgraded detector (the results for the ITS stand-alone and
ITS+TPC combined tracking are shown on the left and on the right, respectively).
7.8.1 Tracking efficiency vs. layer detection efficiency and redundancy
In this section, we study the effect on the global tracking efficiency under the assumption
of a reduced overall detection efficiency of the layers. The reduced detection efficiency
might be due to either limited acceptance and dead areas, or intrinsic inefficiency of the
detector. The case of having all the seven layers (at the same time) with an efficiency of
95 %, 85 %, 75 % and 65 % have been simulated. The tracking efficiency has been defined as
the ratio of the number of reconstructed tracks with at least four correct clusters associated
to the tracks and no wrongly associated cluster (from other particles) to the number of
“trackable” tracks (i.e. tracks passing through at least four layers). The results are shown
in Fig. 7.13. It is worth stressing that typical values of detection efficiency for non-dead
zones of silicon detectors are close to 100 %.
The detector performance in the event of a dramatic reduction of the detector efficiency
has also been studied. In particular, we consider the case of one of the layers being
completely dead. Figures 7.14 and 7.15 show the performance for the worst cases with
respect to the tracking efficiency and tracking resolution, respectively.
This study confirms that rapid accessibility to the detector is a key priority in the design
of the upgraded ITS.























Baseline: Detection efficiency per layer- 95%
Detection efficiency per layer- 100%
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Figure 7.13: Tracking efficiency as a function of pT for the upgraded ITS detector,

























Figure 7.14: Tracking efficiency for the upgraded ITS. The two worst scenarios for the
tracking efficiency where layer 3 (red) or layer 2 (blue) is dead is compared to the case of
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ITS + TPC: All layers alive
ITS + TPC: Layer 2 dead






























Figure 7.15: Momentum (left) and impact parameter (right) resolution for the upgraded
ITS. The worst scenarios for the momentum (left) and impact parameter (right) resolution
are compared to the case of all layers properly working. The momentum resolution for
combined ITS and TPC tracking stays practically unchanged.
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8 Physics performance
For the estimation of the physics performance, we consider as a baseline the running
scenario that is presented in the ALICE Upgrade LOI [4].
The target integrated luminosity for the upgrade physics programme is 10 nb−1 in Pb–
Pb collisions at design LHC energy
√
sNN = 5.5 TeV. This integrated luminosity represents
an increase, with respect to the original programme of the experiment, of a factor of ten
in statistics for the data sample collected with rare triggers and of a factor of 100 for the
minimum-bias data sample. The latter is relevant for many measurements of the Upgrade
physics programme, for instance low-pT heavy flavour and charmonium production and
low-mass dilepton production.
Indeed, it was shown in the ITS Upgrade CDR [12] that, due to the very low signal-to-
background ratio that is expected in the low-pT region for most of the relevant channels
(e.g. D0 → Kpi and Λc → pKpi), the rate of events of interest, containing a signal can-
didate will be of the same order as the interaction rate. Therefore, it was concluded
that online event filtering is not an adequate strategy for these low-pT measurements.
Rather, all interactions will be recorded on tape, as allowed by the High Level Trigger
data compression [4].
The Pb–Pb programme for the ALICE Upgrade requires 31/2 months of operation to
arrive at the 10 nb−1 of integrated luminosity. A one-month run at low field (0.2 T) in the
solenoid magnet for the dielectron measurement is also needed.
In this chapter we present the physics performance estimated on the basis of simulations
for Pb–Pb collisions, assuming that the pp reference measurements will have a statistical
uncertainty much smaller than for the Pb–Pb measurements.
The chapter is organized as follows. The simulation methods and conditions are de-
scribed in Sec. 8.1. The physics performance studies for heavy flavour, low-mass dielec-
trons and hypernuclei are presented in Secs. 8.2, 8.3 and 8.4, respectively. Finally, the
physics reach is summarized in a table in Sec. 8.5.
8.1 Simulation methods and conditions
All studies presented in this chapter are based on detailed simulations of the ALICE
apparatus. The geometry and parameters of the new ITS detector are those described in
Tab. 1.1 (Chap. 1).
Some benchmark studies, namely D0, B+, Λc, Λb and
3
ΛH reconstruction, use the full
simulation of the geometry and response of the new ITS detector, as described in Chap. 7.
For the other studies, simulation samples with the current ITS detector were used and
the improved tracking performance, in terms of position and momentum resolutions, was
included with the Hybrid method, which was also used for the ITS Upgrade CDR [12].
8.1.1 Hybrid simulation method
This method is based on existing Monte Carlo productions including the detailed geo-
metry and response of the current ALICE detector setup. The impact of the new ITS is
obtained by recomputing reconstructed track parameters according to the pT and particle
species dependent scaling laws, as obtained by the Fast Estimation Tool described in
J. Phys. G: Nucl. Part. Phys. 41 (2014) 087002 The ALICE Collaboration
133
Chap. 7. This is done by scaling the residuals of the impact parameters in rϕ and z, d0,rϕ
and d0,z, as well as of the transverse momentum pT, with respect to their true values,
known from the generated particle kinematics. The scaling factors are the ratios of the
upgrade/current resolutions on these variables. This approach is called Hybrid, because
it applies the detector performance of the upgraded ITS to full simulations of the cur-
rent ITS. Comparisons of the Hybrid method and full simulation, which will be shown for
some of the heavy-flavour studies, indicate the validity of the former for a conservative
assessment of the physics performance.
8.1.2 Simulation conditions
For the performance studies, where not differently specified, the underlying Pb–Pb event
was simulated using the HIJING 1.23 [36] generator. The centre-of-mass energy was
set to
√
sNN = 5.5 TeV and the collision impact parameter was sampled in the range
0 < b < 5 fm (corresponding to the 0–10 % centrality class), according to dσ/db ∝ b.
The average charged-particle pseudo-rapidity density is dNch/dη = 2000, which is a reas-
onable expectation for this energy (see for example an empirical extrapolation in [35]).
Heavy-flavour and hyper-nuclei signals were added to the HIJING event using a cocktail
of parametric generators and heavy-quark pairs generated with PYTHIA 6 [54]. Tracks
originating from injected signals were not considered in the evaluation of the background
level. The value of the magnetic field in the solenoid magnet was set to 0.5 T. For the
low-mass dielectron study, a dedicated sample with a field of 0.2 T was utilised.
The sample with the full simulation of the new ITS consisted of 106 events. Various
samples with the current ITS were analyzed with the Hybrid method.
8.2 Heavy flavour
8.2.1 Motivation
Heavy quarks play a special role in heavy-ion physics because they preserve their identity
(mass, flavour, and colour charge) while interacting with the medium. Therefore, they
constitute a tagged (identified) probe (from production to observation), which enables a
unique access to their interactions in the QGP. This allows us to gain microscopic insights
into the transport properties of the medium. Heavy-flavour particles may be thought
of as “Brownian motion” markers, the kinematical distributions of which reflect their
reinteraction history.
The two main open questions concerning heavy-flavour interactions with the QGP
medium—and the corresponding experimental handles—are:
• Thermalisation and hadronization of heavy quarks in the medium, which can be
studied by measuring the baryon/meson ratio for charm (Λc/D) and for beauty
(Λb/B), the strange/non-strange ratio for charm (Ds/D), the azimuthal anisotropy
v2 for charm and beauty mesons
1, and the possible in-medium thermal production
of charm quarks.
• Heavy-quark in-medium energy loss and its mass dependence, which can be ad-
dressed by measuring the nuclear modification factors RAA of the pT distributions
of D and B mesons separately in a wide momentum range2.
1v2 is the second order Fourier coefficient of the azimuthal distribution of particles with respect to the
reaction plane.
2RAA is the ratio of particle production in nucleus–nucleus collisions to particle production in
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These two topics are closely related. The high-momentum heavy quarks quenched by
in-medium energy loss are shifted towards low momentum and may ultimately thermalise
in the system, through QCD interaction mechanisms that are essentially the same as
those responsible for the energy loss, and participate in the collective expansion dynamics.
Therefore, the simultaneous experimental investigation and theoretical understanding of
the thermalisation-related observables and of the energy-loss-related observables constitute
a unique opportunity for the characterization of the QGP properties, in particular of the
flavour-dependent transport coefficients. An in-depth discussion of these topics and of the
most relevant measurements can be found in the ITS Upgrade CDR [12].
The following physics performance studies for heavy-flavour measurements are presen-
ted.
Charm production via D meson decays
• D0 → K−pi+;
• D∗+ → D0pi+;
• D+s → K+K−pi+.
Beauty production
• B+ → D0 +X;
• B→ J/ψ (→ e+e−) +X;
• B+ → D0pi+.
Heavy-flavour baryon production
• Λ+c → pK−pi+;
• Λb → Λ+c pi−.
Heavy-flavour and jets
• D0 fragmentation function in jets.
8.2.2 Expected yields
In Tab. 8.1 we summarise the expected production yields for cc¯ and bb¯ pairs in central
(0–10 %) and minimum-bias (0–100 %) Pb–Pb collisions at
√
sNN = 5.5 TeV (and for other
energies and systems for comparison). The numbers are obtained by applying binary
Ncoll scaling to next-to-leading order perturbative QCD (pQCD) predictions from the
HVQMNR calculation [58]. The value of the charm and beauty quark masses and of the
pQCD scales are set as: mc = 1.2 GeV/c
2, mb = 4.75 GeV/c
2, µR = µF = 2mc for
charm and µR = µF = mb for beauty production. CTEQ6M parton distribution functions
are used with the EPS09NLO [59] correction for nuclear shadowing. These predictions
are affected by a theoretical uncertainty of a factor of 2–3. For comparison, the charm
and beauty production cross sections measured in pp collisions at
√
s = 7 TeV are also
reported [55, 56].
In Tab. 8.2 we report, for central Pb–Pb at 5.5 TeV, the corresponding yields for the
production of heavy-flavour hadrons (+ their anti-particles), using the branching fractions
for c and b quarks as given by the PYTHIA 6 event generator [54]. The mean proper
decay lengths (cτ), the relevant final states and their branching ratios are reported as
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Table 8.1: Heavy quark production at the LHC, as expected from pQCD calculations at
NLO with nuclear shadowing corrections. For comparison, the charm and beauty produc-
tion cross sections measured in pp collisions at
√
s = 7 TeV [55, 56] are also reported, in
parentheses.
System Pb–Pb Pb–Pb pp pp√
sNN 2.76 TeV 5.5 TeV 7 TeV (measured) 14 TeV
σcc¯NN [mb] 2.1 3.4 6.9 (8.5
+5.1
−2.5) 11.2
N cc¯tot min.-bias, 0–10 % central 12, 50 19, 80 0.10 0.16
σbb¯NN [mb] 0.08 0.14 0.23 (0.28± 0.06) 0.50
Nbb¯tot min.-bias, 0–10 % central 0.5, 1.9 0.8, 3.3 0.003 0.007
Table 8.2: Expected production yields (total and per unit of rapidity at mid-rapidity) for
charm and beauty particles (+ anti-particles) in minimum-bias and 0–10 % central Pb–Pb
collisions at 5.5 TeV, mean proper decay length, branching ratios to the relevant decay
channels [57].
Part. Yield dN/dy|y=0 cτ (µm) decay channel B.R.
m.b., 0–10 % m.b., 0–10 %
D0 23, 110 2.3, 11 ≈ 120 K−pi+ 3.8 %
D∗+ 9, 44 0.9, 4.4 ≈ 0 D0pi+ 67.7 %
D+s 4.3, 20 0.4, 2.0 ≈ 150 φ(→ K+K−)pi+ 4.4 %(×49 %)
Λ+c 2.9, 14 0.29, 1.4 ≈ 60 pK−pi+ 5.0 %
pK
0
(K0S → pi+pi−) 1.15 %(×69.2 %)
Λpi+(→ ppi−) 1.1 %(×63.9 %)
B 1.3, 6.2 0.2, 0.9 ≈ 500 J/ψ(→ e+e−) +X 1.2 %(×6 %)
D0(→ K−pi+) +X 60 %(×3.8 %)
e+ +X 10.9 %
B+ 0.6, 2.7 0.1, 0.4 ≈ 500 D0(→ K+pi−)pi+ 0.5 %(×3.8 %)
B0 0.6, 2.7 0.1, 0.4 ≈ 500 D∗−(→ K+pi−pi−)pi+ 0.3 %(×2.6 %)
Λ0b 0.1, 0.5 0.015, 0.07 ≈ 400 Λ+c (→ pK−pi+) + e− +X 9.9 %(×5 %)
Λ+c (→ pK−pi+) + pi− 0.6 %(×5 %)
well. Where not differently specified, these total production yields are used as baseline
for the simulation studies presented in this chapter. The pT dependence of the yields is
obtained from FONLL calculations [60] and it is directly included in the simulations using
a parametric event generator.
8.2.3 D mesons
Reconstruction of D0 mesons
The D0 → K−pi+ reconstruction with the upgraded ITS was studied with the Hybrid
method in [12], for Pb–Pb collisions at
√
sNN = 2.76 TeV in the centrality class 0–20 %.
Here, the results obtained with a new study based on the detailed simulation of the new
detector are presented. Pb–Pb collisions at
√
sNN = 5.5 TeV in the centrality class 0–10 %
are considered.
The resolutions on the reconstructed position of the D0 → K−pi+ decay vertex are
shown in Fig. 8.1 for the current ITS, the upgraded ITS with full simulation of the new
detector and with the Hybrid method. With the upgraded ITS, the resolution improves by
a factor of about three for the x (and y) coordinates and about six for z. The resolution
obtained with the Hybrid method is worse than with the full simulation, by up to 50 % at
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high momentum. This could be due to the fact that, in this method, the track covariance
matrix is not modified to account for the better tracking precision. The comparison
indicates that the performance estimated with the Hybrid method should be considered
as a conservative projection, as will be shown for the Λc reconstruction in Sec. 8.2.5.
Two simulation samples were used, both with Pb–Pb events in the 0–10 % centrality
class at
√
sNN = 5.5 TeV generated with HIJING [36] and enriched with heavy flavour
signals generated with PYTHIA 6 [54]. In one sample, the current ITS detector was
simulated; in the other sample, the new ITS detector. The other ALICE detectors were
included in both samples. The simulation study was performed using the same cut values
for the two ITS configurations, in order to single out the effect of the improved tracking
resolutions. The cuts were fixed to values close to those used for the 2010 Pb–Pb data
analysis [61], as well as the particle identification selection, based on the TPC and TOF
detectors. In particular, the kaon identification up to a momentum of about 2 GeV/c
provides a reduction by a factor of about three of the combinatorial background at low
D0 pT.
The selected signal (raw) yield was obtained by multiplying the corrected D0 pT spec-
trum dN/dpT measured with data at 2.76 TeV by the ratio of the D
0 cross section at 5.5
and at 2.76 TeV from the FONLL calculation [60] and by the efficiency obtained from the
simulation for the current or upgraded ITS configuration. The background yield in the
D0 mass region was scaled to account for the difference between the HIJING simulations
and the data. To this purpose a third simulation sample was used, with HIJING events at
2.76 TeV and the same detector conditions as for the data collection. The background scal-
ing factor was defined as the ratio of the background observed in data to the background
from this sample.
The left-hand panel of Fig. 8.2 shows the significance normalized to the number of
events for both the current and upgraded ITS. The right-hand panel shows the comparison
for the signal-to-background ratio. The error bars indicate the statistical uncertainty of
the estimate (determined by the size of the simulation samples), while the error box
at 0 < pT < 1 GeV/c reflects the assumed value of the D
0 nuclear modification factor
RAA = 0.8
+0.7
−0.4. In general, the efficiency of the signal selection with the current and
upgraded ITS is comparable. On the other hand, with the upgraded ITS the background
rejection improves by a factor of 4–5 for pT > 2 GeV/c and by a factor almost 10 for
pT < 2 GeV/c, so that a strong increase of the signal-to-background ratio is obtained.
Considering an integrated luminosity of 10 nb−1, the number of central events in the class
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Figure 8.1: D0 → K−pi+ secondary vertex position resolutions for current and upgrade
scenarios: x (left) and z (right) coordinates.
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Figure 8.2: D0 → K−pi+: comparison of the significance (left) and signal-to-background
ratio (right) obtained for the current and upgraded ITS. The box indicates the systematic
uncertainty of the estimate for the interval 0 < pT < 1 GeV/c.
Fig. 8.2 (left) by about 105, i.e. of the order of a thousand for pT > 1 GeV/c and larger
than 50 in the interval 0 GeV/c to 1 GeV/c. A pT binning finer than that considered in
this study (e.g. 0.25 or 0.5 GeV/c) will be possible.
The expected systematic uncertainties on the measurement of prompt D0 production
were estimated on the basis of those evaluated for the first measurement in the centrality
class 0–20 % [61]. The following considerations were used to define the systematic uncer-
tainties with the upgrade. A reduction of the systematic uncertainties will derive from: (a)
improved spatial and momentum resolutions, which provide higher signal-to-background
ratio; (b) higher statistics, which will allow for a precise estimation of systematic effects,
unaffected by statistical fluctuations. A strong improvement in the accuracy of the meas-
urement will come from the direct measurement of the fraction of prompt and secondary
(from B decay) D mesons. As described in Sec. 8.2.4, the statistical and systematic uncer-
tainties on the fraction of prompt D0 are expected to be < 1 % and < 5 %, respectively. In
the published measurement [61] and in the ITS Upgrade CDR [12], the systematic uncer-
tainties were given as a maximum confidence interval, corresponding to ±3σ in case of a
Gaussian error distribution. Here, the systematic uncertainties are given as ±1σ, in order
to have a more direct comparison of the relative importance of the statistical and system-
atic uncertainties. In addition, at variance with the approach followed in [61] and [12],
some of the systematic uncertainties are here assumed to be partly correlated in the Pb–
Pb and pp measurements and to cancel in the RAA ratios. In particular, this is the case
for all uncertainties related to the description of the detector response in the simulation
(e.g. tracking and selection efficiency). For these contributions, the uncertainty on RAA
was defined as ≈ 1/2 of the uncertainty on the Pb–Pb measurement. Figure 8.3 shows
the pT dependence of the various contributions to the relative systematic uncertainty on
RAA.
The expected performance for the measurement ofRAA and v2 will be shown in Sec. 8.2.6.
Reconstruction of D∗+ mesons
The D∗+ reconstruction starts from the invariant mass analysis of the resolved secondary
vertex of the D0 → K−pi+ decay. The D0 candidates are selected in a ±3σ interval around
the D0 peak position. A third track is added to construct the D∗+ meson candidates and
the signal is extracted from a fit of the distribution of ∆m = m(Kpipi)−m(Kpi) [61]. For



































Feed down: impact par. method




Figure 8.3: Relative systematic uncertain-
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Centrality 0-10%Upgraded ITS
Figure 8.4: D∗+ statistical significance,
normalized to one event, for Pb–Pb colli-
sions at
√
sNN = 5.5 TeV in the centrality
class 0–10 %, with the upgraded ITS.
low pT D
∗+, the decay pion has a very low momentum, down to a few tens of MeV/c,
because of the small decay momentum (q = 39 MeV). Therefore, the pion may not reach
the TPC and it is often reconstructed as an ITS stand-alone track.
The simulation study for the D∗+ measurement was carried out using the Hybrid method.
The basic performance (signal selection efficiency and background rejection) was checked
with the full simulation of the new ITS and found to be consistent with the Hybrid method.
Like for the case of the D0 meson, the signal and background yields observed in data were
used to normalize the corresponding yields in the simulation with the current ITS. In
addition, the effect of the increase of the centre-of-mass energy from 2.76 to 5.5 TeV was
accounted for using FONLL calculations [60] for the signal and HIJING simulations [36]
at the two energies for the background. The same ingredients were also used to estimate
the performance beyond the pT interval (3–36 GeV/c) covered by the current measure-
ment [61]. The topological and PID selections used in this analysis are similar to those
used for the D0 reconstruction.
The background reduction with the new ITS is found to be significantly smaller than for
the D0. This is due to the fact that the selection on the D0 decay topology is looser in the
D∗+ analysis, where the additional constraint on ∆m can be used. On the other hand, the
large increase of the ITS stand-alone tracking efficiency with the new ITS (see Chap. 7)
will determine an increase of the D∗+ signal in the low pT range (below 3 GeV/c). This
effect is not included in the present study and it will be quantified in the detail using the
full simulation of the new detector.
The significance, normalized to one event, for the centrality class 0–10 % is shown in
Fig. 8.4. The significance for an integrated luminosity of 10 nb−1 is larger than one hundred
up to 36 GeV/c, corresponding to a statistical uncertainty of less than 1 %. The D∗+ meson
has higher signal-to-background ratio at large pT with respect to D
0 and D+ already in the
current analysis [61]. Therefore, it was used as a benchmark to estimate the high-pT reach
for the charm measurements with 10 nb−1. Using the FONLL cross section at 5.5 TeV
multiplied by the number of binary collisions in central Pb–Pb, an assumed RAA = 0.5,
and constant acceptance and efficiency for pT > 30 GeV/c, a significance of 20–30 was
estimated for 75 < pT < 100 GeV/c in the 0–10 % centrality class, corresponding to a
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Figure 8.5: Significance (left) and signal-to-background ratio (right) for D+s reconstruc-
tion in central Pb–Pb collisions (0–10 %) at
√
sNN = 2.76 TeV.
statistical uncertainty below 5 %.
The systematic uncertainties for the D∗+ RAA measurement were estimated using the
same prescription as for the D0 meson. The expected performance for the measurement
of RAA up to pT = 100 GeV/c will be shown in Sec. 8.2.6.
Reconstruction of D+s mesons
D+s mesons and their antiparticles (cτ ≈ 150 µm) are reconstructed in the decay chain
D+s → φpi+ (and its charge conjugate) followed by φ→ K−K+. In order to reduce the
large combinatorial background, D+s candidates are selected using cuts on geometrical
quantities (e.g. decay length, pointing of reconstructed momentum and flight line) and on
the invariant mass of the reconstructed φ meson. Since the final state contains two kaons, a
large background rejection is also obtained using a particle identification selection, based
on the TPC dE/dx and TOF time-of-flight. The PID selection provides a background
rejection of a factor of 20–30 at low pT (2 GeV/c to 3 GeV/c).
The simulation study was carried out using the Hybrid method. The background from
the HIJING generator was scaled to match the background observed in data, in the same
way as for the D0 study. The signal was normalized according to a binary scaling of the
pQCD estimation of D+s production in pp collisions at 2.76 TeV and a model prediction
for the D+s RAA [62].
In Fig. 8.5, the signal-to-background ratio and significance normalized to one event
are presented for the current and the upgraded ITS, for Pb–Pb collisions in the 0–10 %
centrality class. The improvement with the ITS upgrade is of a factor of about two for
S/B at low pT. The effect of the resolution is smaller than for D
0 mesons, because the D+s
selection strategy relies more on the PID than on the separation of the secondary vertex.
The statistical significance for an integrated luminosity of 10 nb−1 is of the order of 50 at
low pT. The corresponding statistical uncertainties on the yield are of a few percent. The
expected performance for the measurement of RAA and v2 will be shown in Sec. 8.2.6.
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Figure 8.6: Impact parameter distributions for prompt and secondary (from B decays)
D0 obtained with the current and upgraded ITS configurations in the interval 2 < pT <
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Figure 8.7: Relative statistical and systematic uncertainties on the fraction ffeed-down
of D0 mesons from B decays, with the upgraded ITS in the centrality class 0–10 % for
Lint = 10 nb
−1. The statistical uncertainty is multiplied by 10 for better visibility.
8.2.4 Beauty
Beauty measurement via non-prompt D0 mesons
Most of the B meson decay channels include a D0 (D
0
) particle (the branching ratio
B→ D0 +X is about 60 % [57]).
Since B mesons have a mean proper decay length cτ ≈ 460–490 µm, the fraction of
prompt and secondary D0 mesons can be measured by exploiting the different shapes
of their impact parameter distributions. This approach has been already used in pp
collisions by the CDF Collaboration to measure the production of prompt D mesons at√
s = 1.96 TeV [63]. It has also been used by the LHCb Collaboration to measure the
production of B mesons at
√
s = 7 TeV at forward rapidity [64].
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The left-hand panel of Fig. 8.6 shows the impact parameter distributions for prompt
and secondary D0 in 2 < pT < 3 GeV/c as obtained from the two simulation samples
described in Sec. 8.2.3, with the current and upgraded ITS (in both cases with detailed
simulation). The resolution on the D0 impact parameter, shown in the right-hand panel
of the figure as a function of pT, improves by a factor of about three with the upgraded
ITS. This allows for a much better separation of the two components.
An estimation of the performance for the measurement of beauty production in central
Pb–Pb collisions using the fraction of non-prompt D0 mesons was carried out, starting
from the simulation results on the impact parameter resolution, the D0 S/B ratio, and
the expected D0 signal statistics. The relative statistical uncertainty on the fraction of
D0 mesons from B decays is shown in Fig. 8.7. Since the statistical uncertainty on the
measurement of the total D0 yields is expected to be of the order of 1 %, the values shown in
the figure coincide in practice with the relative statistical uncertainty on the measurement
of beauty production. The results are very promising, with a statistical uncertainty smaller
than 1 % down to D0 pT of 2 GeV/c, for 10 nb
−1. Since the mass difference of B and D
mesons is larger than 3 GeV/c2, the decay of a B meson with transverse momentum below
1 GeV/c can yield a D meson with pT > 2 GeV/c. Therefore, the measurement will give
access to B mesons with pT down to almost 0.
The systematic uncertainties were studied by biasing the input parameters of the fit
procedure in the simulation, and evaluated by comparing the mean and the spread of
the residual distributions with and without a given bias. The pT dependence of each
contribution to the uncertainty is reported in Fig. 8.7. The expected performance for the
measurement of RAA and v2 of D
0 mesons from B decay will be shown in Sec. 8.2.6.
Beauty measurement via non-prompt J/ψ in the e+e− decay channel
The measurement of the fraction fB of the J/ψ yield coming from B meson decays relies
on the discrimination of J/ψ mesons displaced from the interaction vertex. The signed
projection of the J/ψ flight distance onto its transverse momentum vector, ~pT(J/ψ), is
defined as Lxy = ~L · ~pT(J/ψ) where ~L is the vector from the primary vertex to the J/ψ
decay vertex. The variable x, referred to as “pseudo-proper decay length” in the following,
is introduced to separate prompt J/ψ from those produced by the decay of B mesons:
x = cLxymJ/ψ/pT(J/ψ), where mJ/ψ is the J/ψ mass (world average [57]). In particular,
a simultaneous fit of the pseudo-proper decay length and e+e− invariant mass distributions
is carried out, in intervals of transverse momentum, using an unbinned log-likelihood fit
procedure [65].
The simulation study to estimate the statistical precision of the measurement with
the new ITS and an integrated luminosity of 10 nb−1 was carried out using the Hybrid
approach. Electron identification is based on specific energy deposition dE/dx in the
TPC. One of the main ingredients of the likelihood fit is the function used to describe the
x distribution of prompt J/ψ, called “resolution function”. This function was extracted
from the simulation. The left-hand panel of Fig. 8.8 shows the resolution function for the
current and upgraded ITS for prompt J/ψ with pT > 1.3 GeV/c. The right-hand panel of
Fig. 8.8 shows the pT dependence of the RMS of the resolution function. The resolution
improves by a factor of about three with the new ITS. The results obtained with the full
simulation of the new ITS are shown as well: like for the case of the D0 secondary vertex
resolution, they are consistent with Hybrid method at low pT and better at high pT. This
validates the study with the Hybrid method as a conservative assessment of the physics
performance.
The transverse momentum distribution for the signal was parametrized with a phe-
nomenological function described in [66]. The background pT shape was modelled on data
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Figure 8.8: Left: Pseudo-proper decay length distribution for prompt J/ψ for the current
and new ITS (Hybrid method). Right: Resolution as a function of pT for the current and
new ITS (Hybrid and full simulation).
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Figure 8.9: Pseudo-proper decay length (left) and invariant mass (right) distributions in
the centrality class 0–10 % and pT interval 2–3 GeV/c with likelihood fit results superim-
posed.
(Pb–Pb collisions collected in 2011) considering the pT distribution of candidates outside
the signal region (i.e. in the “sidebands” of the invariant mass). The two distributions
were rescaled according to the expected number of events for Lint = 10 nb
−1 and in order
to match the signal-to-background ratio (S/B) observed in Pb–Pb data. The non-prompt
J/ψ fraction fB was assumed to be the same as measured in pp collisions at
√
s = 7 TeV.
The likelihood fit procedure was performed in transverse momentum bins in the range
1 < pT < 10 GeV/c for central and semi-central collisions. A sample of dielectron can-
didates similar to that expected with 10 nb−1 was generated using a fast Monte Carlo
method. For the invariant mass distribution, a Crystal Ball function was assumed for the
signal and a third order polynomial function for the background, using the same shape
as obtained from Pb–Pb data. The x and mass distributions were then fitted with the
maximum likelihood technique. Figure 8.9 shows an example of fit in the centrality class
0–10 % and in the transverse momentum interval 2–3 GeV/c.
The statistical uncertainty on the non-prompt J/ψ yield was obtained by combining the
relative uncertainty on the inclusive J/ψ yield [4] with the one on the non-prompt J/ψ
fraction. The statistical uncertainty of the measurement of the non-prompt J/ψ yield is
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Figure 8.10: Statistical uncertainties on the non-prompt J/ψ yield as a function of trans-
verse momentum for central and semi-central collisions.
shown in Fig. 8.10. Assuming that the statistical uncertainty of the pp reference will be
smaller than that of yields in Pb–Pb, this figure corresponds to the expected precision of
the non-prompt J/ψ RAA measurement. An illustration of the projected measurement of
RAA will be shown in Sec. 8.2.6, along with the v2 measurement.
The systematic uncertainty on the beauty fraction fB was estimated with the same
procedure used in the current data analysis: the combined fits were repeated varying
by ±10 % the value of the resolution function shown in Fig. 8.8 (right). The resulting
variation of fB was found to be of about 8 % at pT = 1 GeV/c and linearly decreasing for
increasing pT, down to 3 % at 10 GeV/c.
Full reconstruction of B+ → D0pi+ decays
With the ITS upgrade, full kinematic reconstruction of beauty hadrons will become ac-
cessible. A performance study was carried out for the decay B+ → D0pi+ (B.R. ≈ 0.48 %,
cτ ≈ 492 µm), with D0 → K+pi− (B.R. ≈ 3.88 %, cτ ≈ 123 µm) [57].
The signal as a function of transverse momentum in Pb–Pb collisions at
√
sNN = 5.5 TeV
in the 0–10 % centrality class was estimated by scaling the FONLL [60] cross section
for B meson production in pp collisions by the nuclear overlap function TAA and by a
model prediction for the nuclear modification factor RAA [67]. Integrating in pT, about
(9± 3)× 105 B mesons are expected in the considered decay channel with all decay tracks
within the acceptance of the central barrel in 8× 109 Pb–Pb events (Lint = 10 nb−1).
The resolution on the B+ → D0pi+ decay vertex is shown in Fig. 8.11, as obtained using
the current ITS, the upgraded ITS with full simulation, and with the Hybrid method. The
resolution in x and y (z) improves by a factor of about three (six) compared to the current
ITS. As also observed for the D0 vertex (Sec. 8.2.3), the Hybrid method yields a constantly
lower resolution of about 20–30 %. The performance study described in the following was
carried out using the full simulation of the upgraded detector. The simulation sample
consisted of 106 central Pb–Pb collisions, produced with the HIJING event generator [36],
with enhanced heavy-flavour signals from the PYTHIA 6 generator [54].
The moderate production yields and the small branching ratios require an efficient se-
lection to enhance the signal-to-background ratio. A loose set of cuts is applied for the
selection of D0 candidates, including particle identification information from TPC and
TOF. As a consequence of the large mass of the B meson (5.28 GeV/c2), the transverse
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Figure 8.11: B+ → D0pi+ secondary vertex position resolution for current and upgraded













secondary vertexprimary vertex tertiary vertex
Figure 8.12: Topology of the decay B+ → D0pi+ and subsequent decay of D0 → K+pi−.
The reconstructed transverse momentum pBT, the impact parameter d
B
0 and the pointing
angle θpointing are shown.
momentum of the decay tracks is typically larger than 1 GeV/c. Therefore, a large reduc-
tion of the combinatorial background is achieved by selecting pions with pT > 1 GeV/c.
Further reduction of the background is obtained by reconstructing the secondary vertex
of the B+ decay and the tertiary vertex of the D0 decay, which are separated from the
primary vertex by several hundreds of µm (Fig. 8.12). Requirements of a large B decay
length, small B impact parameter to the primary vertex and small pointing angle θpointing
are used for signal selection. These selection criteria were optimized to maximize the
statistical significance as a function of pT, using the signal and background from the sim-
ulation. The enhanced B+ signal was downscaled according to the expected production
yield. Within the available simulation statistics of 106 central Pb–Pb events, the selection
criteria rejected all background candidates with invariant mass in a ±3σ range around
the B+ mass, while preserving a significant amount of signal. Thus, in order to increase
the combinatorial background statistics, a multiple rotations method was applied. Each
D0 candidate was combined with each pion candidate track thirteen times, rotating the
track by 180◦ in azimuthal angle and then every time by 5◦. It was verified that the
rotated background reproduces the shape of the original background for the relevant se-
lection variables. The rotational background after selections was divided by a factor of
13 to obtain an estimate of the background yield, which was then used to compute the
signal-to-background ratio and the significance. In a conservative approach, a systematic
uncertainty of 40 % on the background was introduced, to account for possible differences
between the rotational and the original background. Figure 8.13 shows the significance
(left) and the signal-to-background ratio (right) for 8× 109 central Pb–Pb collisions, cor-
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Figure 8.13: B+ → D0pi+ in Pb–Pb collisions at √sNN = 5.5 TeV: the significance (left)
is scaled to 8× 109 events for 0–10 % centrality, corresponding to Lint = 10 nb−1. The
signal-to-background ratio is shown on the right.
responding to Lint = 10 nb
−1. Uncertainties on the signal expectation, track rotation and
statistics were taken into account and added in quadrature. Considering the uncertainties,
it is expected that a significant measurement will be possible down to pT of 2–3 GeV/c.
Further studies on more advanced selection criteria are ongoing, for example signal
selection by comparison of the secondary and tertiary vertex position. However, for such
an analysis, a much larger sample of simulated Pb–Pb events is needed. For this reason, a
fast-track-simulation method, based on the parametrization of the detector performance,
is currently being developed.
8.2.5 Heavy-flavour baryons
Reconstruction of Λ+c → pK−pi+ decays
The most promising heavy-flavour baryon measurement is the decay of the Λ+c into three
charged prongs (p, K− and pi+) with a B.R. of about 5.0 % [57]. Because of the short mean
proper decay length of the Λc (cτ ≈ 60 µm [57]), very high tracking precision is needed to
separate the decay vertex from the primary vertex.
The simulation study to assess the performance with the upgraded ITS in central Pb–
Pb collisions at
√
sNN = 5.5 TeV was carried out using the full detailed simulation and
reconstruction of the new ITS. The results were compared with those obtained using a
simulation of the current ITS and the Hybrid method with parametrized resolutions of
the new detector. The HIJING event generator [36] was used to simulate Pb–Pb events
in the 0–10 % centrality class. The signal, added with a parametrized event generator,
was scaled to the expected dN/dy = 1.4 (see Tab. 8.2), with the FONLL pT shape for
D∗+ mesons (which have a mass close to that of the Λc). The following RAA values were
assumed and used to scale the signal yield: 1 for pT < 4 GeV/c, 0.7 for 4–5 GeV/c, 0.5 for
5–6 GeV/c and 0.3 for pT > 6 GeV/c. These values are consistent with the measured RAA
of Λ baryons [68].
The most effective cut variables for the reduction of the large three-prong combinatorial
background are: the cosine of the pointing angle, with a typical selection cos θpointing >
0.98; the decay length (distance between the primary and the secondary vertex), with a
typical selection L > 120–180 µm, depending on pT; and the minimum pT of the three
decay tracks, with a typical selection pT > 800 MeV/c.
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Figure 8.14: Λc → pKpi in Pb–Pb collisions at √sNN = 5.5 TeV: significance (left) and
S/B ratio (right) as a function of pT. The significance is scaled to 1.6× 1010 events, which
correspond to the statistics in the centrality class 0–20 % for Lint = 10 nb
−1.
The particle identification selection was implemented using cuts in units of the resolution
(±3σ) on the measured relative to expected signals in the TPC and TOF detectors, for
pions, kaons and protons.
Figure 8.14 shows the significance (left) and signal-to-background ratio (right) for central
Pb–Pb collisions. The significance is scaled to 1.6× 1010 events, corresponding to the
centrality class 0–20 % for Lint = 10 nb
−1, assuming that significance/
√
Nevents is the
same in 0–10 % and in 0–20 %. Using the class 0–20 % (i.e. twice more events than in
0–10 %), the measurement is expected to reach down to the 2–4 GeV/c pT interval, with
a significance of about eight, corresponding to a statistical uncertainty of 12 %.
Table 8.3 reports the comparison of the significance obtained with the full simulation
of the new ITS and with the Hybrid method. The same event generators and selection
cuts were used for the two cases. The significance values are larger for the full simulation.
This is consistent with the observation of better secondary vertex resolution (see Fig. 8.1),
which implies a more effective background rejection.
A dedicated study was carried out to assess the possible benefit of having particle
identification (PID) capabilities in the new ITS. It has been shown [12] that instrumenting
the four outermost layers with silicon strip detectors would provide PID capabilities via
dE/dx with a performance, in terms for charged particle separation for e/pi/K/p, similar
to that of the current ITS. Among all heavy-flavour measurements, the Λc → pK−pi+
reconstruction should be the most sensitive to low-momentum PID. The identification
of the proton and kaon is important in the Λc analysis for the reduction of the very
large combinatorial background. It is more crucial than for other heavy-flavour channels
(e.g. D0 → K−pi+ or D+s → K−K+pi+) because of the presence of the proton in the final
state and, most importantly, because the separation of the secondary and primary vertex
Table 8.3: Comparison of Λc significance in 1.6× 1010 central Pb–Pb collisions, as estim-
ated with the full simulation of the new ITS or with the Hybrid method.
2 < pT < 4 GeV/c 4–5 5–6 6–8 8–10 > 10
Full sim. 8 20 18 25 30 60
Hybrid sim. 8 13 11 12 12 50





2 2.5 3 3.5 4 4.5 5 5.5 6
S i
g n
















TPC-TOF PID + ITS PID
 = 5.5 TeVNNsPb-Pb, 














TPC-TOF PID + ITS PID
 = 5.5 TeVNNsPb-Pb, 
centrality 0-10%
Figure 8.15: Λc → pKpi significance (left) and S/B ratio (right), with ITS PID and
without ITS PID. The same selection cuts are used in the two cases, with single track
pT
min = 400 MeV/c. The significance is scaled to 1.6× 1010 events, which correspond to
the statistics in the centrality class 0–20 % for Lint = 10 nb
−1.
is much smaller (cτ ≈ 60 µm for Λc, with respect to 123 µm for D0 and 150 µm for Ds),
hence geometrical cuts are less effective.
For this study, the PID performance of the current ITS was assumed, with K/pi (p/pi)
separation for p < 0.6 GeV/c (p < 1 GeV/c). Therefore, the cuts on the minimum pT
of single tracks were fixed to pT > 0.4 GeV/c (instead of 0.8 GeV/c), in order to retain
the candidates on which the ITS PID would be effective. The geometrical cuts were kept
unchanged. The study used a simulation sample with the current ITS, so that the ITS
PID could be enabled and disabled in the Λc selection. The tracking resolutions of the
new ITS were included with the Hybrid method.
Figure 8.15 shows a comparison of the significance (left) and signal-to-background ratio
(right) as obtained with and without ITS PID, for the same cut values and same TPC and
TOF PID selection. The benefit of the ITS PID is marginal: at most 5–10 % improvement
on the significance. In addition, the comparison with Fig. 8.14 shows clearly that the
best results are obtained applying a larger single-track pT threshold, which excludes the
momentum region where the ITS can contribute to particle identification.
Figure 8.14 (right) shows that the signal-to-background ratio is expected to be very











Tracking efficiency 7 7 5 2 2 2
PID 7 7 5 5 5 4
Yield extraction 5 5 7 5 5 7
MC correction 5 5 4 7 7 6
MC pt shape 3 3 5 3 3 5
Feed-down 20 10 17 20 10 17
B.R. 26 26 0 26 26 0
Total (excl. B.R.) 24 16 21 23 15 21
Total (incl. B.R.) 35 31 21 35 30 21
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small: 4× 10−4 in 2–3 GeV/c and 10−3 in 3–4 GeV/c. Therefore, the signal yield extrac-
tion from the invariant mass distributions will require a dedicated strategy to minimize
the systematic effects from background fluctuations and correlated backgrounds. Two
main sources of background have been considered: the combinations of three uncorrelated
tracks and the combinations of two or three tracks coming from a common particle decay
(correlated background). The uncorrelated background accounts for a large fraction of the
total background. This contribution can be estimated precisely using the event mixing
technique, and subtracted from the invariant mass distribution prior to the fit that is
used to extract the signal yield. The correlated background can feature structures in the
invariant mass distribution that can affect the signal extraction, if they are comparable
with the position and width of the Λc signal. The effect of the correlated background is
discussed in detail in [12]. The conclusion of that study is that the correlated background
sources are not expected to introduce a systematic bias for the Λc signal extraction.
Since Λc production was not measured in Pb–Pb so far, the estimation of the systematic
uncertainty is made on the basis of the experience with D meson measurements and of
the uncertainties expected for the D0 case. A summary of systematic uncertainties for the
Λc yield, for the RAA and the Λc/D
0 ratio is given in Tab. 8.4. Some of the uncertainties
cancel to some extent in the ratio observables.
The expected performance for the measurement of the Λc RAA, of the Λc/D
0 double
ratio in Pb–Pb relative to pp collisions and of the Λc v2 will be presented in Sec. 8.2.6.
The possible advange of extending the Λc → pKpi reconstruction beyond the pseudo-
rapidity acceptance of the TPC and TOF detectors (|η| < 0.9), using ITS standalone
tracks, was studied. The acceptance of the new ITS in the baseline scenario described
in this document is |η| < 1.3. The case |η| < 1.5 was considered for this study, in order
to assess the benefit of a more extended coverage. In the region of |η| between 0.9 and
1.5, in addition to lacking particle identification information from TPC and TOF, the ITS
standalone tracks would have a poorer momentum resolution, because of the shorter lever
arm, and a poorer impact parameter resolution at low pT, because of the larger multiple
scattering for inclined tracks. These effects were neglected, assuming the same tracking
precision as for tracks reconstructed in both the ITS and the TPC. The study was carried
out starting from the simulation results in |η| < 0.9 (described in this section) and using
generator-level estimations of the signal and background to compute the contributions of
the region up to |η| = 1.5. The signal is observed to increase by a factor of up to 3–4 at
pT ≈ 2 GeV/c, but the background increases by a larger factor, about 5, because of the
lack of rejection by particle identification. The signal-to-background ratio decreases by
about 30–40 %, while the statistical significance increases by 30–40 % at low pT and 10 %
at high pT. Considering that the poorer tracking resolution was not accounted for, this
represents an upper limit of the gain in significance. The conclusion is that, for the Λc
measurement, there is no strong advantage in extending the acceptance of the ITS.
Reconstruction of Λb → Λ+c pi− decays
The Λb reconstruction was investigated considering its decay to Λb → Λ+c pi− (and charge
conjugates), where the Λ+c further decays to a pK
−pi+ final state. This decay has a
combined branching ratio of approximately 0.6 %×5 % = 3× 10−4 [57]. The mean proper
decay lengths of the Λb and Λc are, respectively, 417 µm and 59 µm [57]. Therefore, the
separation from the primary vertex is much larger for the Λb than for the Λc. Nevertheless,
given the small production yields (see Tab. 8.2) and the large combinatorial background
for a four-prong final state, a selection strategy with very tight topological cuts is required.
The study used a sample of about 106 central Pb–Pb events at
√
sNN = 5.5 TeV, gener-
ated with HIJING [36], including the full simulation and reconstruction of the new ITS.
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Figure 8.16: Distance of the Λc vertex from the primary vertex for Λc from Λb decay
and for the background (left). Product of the Λc and pion impact parameters, d
Λc
0 × dpi0 ,
for Λb signal and for the background (right).
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Figure 8.17: Λb → Λ+c pi− in Pb–Pb collisions at
√
sNN = 5.5 TeV: significance for Lint =
10 nb−1 (left) and S/B ratio (right) as a function of pT.
Twenty Λb particles, with decays forced in the channels of interest, were added to each
Pb–Pb event. The signal was then scaled using the pT distribution of B mesons from the
FONLL calculation [60], normalized to the expected yield, given in Tab. 8.2.
The Λb reconstruction starts from Λc → pKpi candidates, which are selected with similar
particle identification and topological criteria as described in the previous section and
required to have invariant mass within ±3σ of the Λc mass. These candidates are then
combined with the opposite-sign tracks with pT > 1–2 GeV/c (depending on the Λb pT)
and a tertiary vertex is reconstructed. The Λb selection strategy is similar to that used for
the B+ reconstruction. The selection of a large distance of the Λc vertex from the primary
vertex is among the most effective cuts to reject the combinatorial background, because
of the larger cτ of the Λb. The distribution of this distance for signal and background is
shown in the left-hand panel of Fig. 8.16. The product of the impact parameters of the
Λc and of the pion (right-hand panel of Fig. 8.16) and the pointing angle of the Λb are
exploited as well.
The limited simulation sample was not sufficient to optimize the selection cuts, because
the number of background candidates were reduced to very small levels. In order to
increase the background statistics, the multiple rotations method, also used for the B+ →




pi+ study, was applied. The pion candidate tracks that are associated to the Λc’s were
rotated multiple times in azimuthal angle in steps of 5◦. For this study, 13 to 20 rotations
were applied, depending on the pT interval. As for the case of B
+ reconstruction, a
systematic uncertainty of 40 % was associated with the procedure, to account for a possible
inaccuracy in the background description with the track rotation method.
Figure 8.17 shows the significance (left) and signal-to-background ratio (right) for central
Pb–Pb collisions. The error bars include the statistical uncertainty from the simulation and
the systematic uncertainty associated with the track rotation method. The significance
is scaled to 1.6× 1010 Pb–Pb events, as expected in the 0–20 % centrality class for an
integrated luminosity of 10 nb−1. The observation of the Λb signal could be possible down
to pt = 4 GeV/c. From pT > 7 GeV/c the significance is larger than 5, corresponding to a
statistical uncertainty on the yield smaller than 20 %.
8.2.6 Heavy flavour RAA and v2
Charm and beauty nuclear modification factors
The expected performance on the nuclear modification factor of D0, D∗+, D+s and Λ+c is
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Figure 8.18: Nuclear modification factor of D0 (top-left), D∗+ (top-right), D+s (bottom-
left, only statistical uncertainties) and Λ+c (bottom-right) for central Pb–Pb collisions
(Lint = 10 nb
−1).
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Figure 8.19: Nuclear modification factor of D0 from B decays (left) and J/ψ from B
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Figure 8.20: Enhancement of the Λc/D
0 ratio in central Pb–Pb (0–20 % for Lint =
10 nb−1) with respect to pp collisions. Two model calculations [62, 69] are also shown.
the nuclear modification factor of D0 and J/ψ from B decays is shown in Fig. 8.19. For
prompt and non-prompt D0 mesons, the uncertainties for pT > 16 GeV/c were extrapol-
ated from those estimated at low pT. For all particles, it is assumed that the pp reference
has negligible statistical uncertainties with respect to Pb–Pb. Some of the systematic
uncertainties are partly cancelled in the ratio (tracking and cut selection efficiency).
Figure 8.20 shows the enhancement of the Λc/D
0 ratio in central Pb–Pb (0–20 % for
Lint = 10 nb
−1) with respect to pp collisions. It is assumed that the statistical uncertainties
for the D0 measurements and for the Λc measurement in pp are negligible with respect to
those for the Λc measurement in Pb–Pb. The points are drawn on a line that captures
the trend and magnitude of the Λ/K0S double-ratio. Two model calculations [62, 69] are
shown to illustrate the expected sensitivity of the measurement.
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Figure 8.21: v2 of D
0, D+s and Λc (left) and of D
0 and J/ψ from B decays (right) with
estimated statistical uncertainties for Lint = 10 nb
−1.
Charm and beauty v2
The expected precision on the measurement of v2 was estimated for D
0 and D+s mesons
and for D0 from B decays and J/ψ from B decays, with the upgraded ITS and with an
integrated luminosity of 10 nb−1.
For D0, D+s and D
0 from B decays, the statistical uncertainties obtained from the
simulation studies were scaled, considering that the significance/event is the same for
central and semi-central events (30–50 %). This feature is observed in the D0 [61] and D+s
data analyses. For the Λc, the statistical uncertainties were scaled from central to semi-
central events (10–40 %) using a scaling with 〈Ncoll〉 for the signal and a scaling factor
obtained from the data for the background. For J/ψ from B decays, a dedicated study to
assess the significance in the class 10–40 % was carried out. The centrality class 10–40 %
was found to be optimal for the measurements with lower significance, because the signal
yield and the expected number of events are larger than in 30–50 %.
The v2 measurement can be performed using the raw signal yields in two large in-
tervals of azimuthal angle ϕ with respect to the Event Plane (EP) direction ΨEP, de-
termined for each collision [70]: [−pi/4 < ∆ϕ < pi/4] ∪ [3pi/4 < ∆ϕ < 5pi/4] (in-plane)
and [pi/4 < ∆ϕ < 3pi/4] ∪ [5pi/4 < ∆ϕ < 7pi/4] (out-of-plane). Given the in-plane and
out-of-plane yields, Nin and Nout, one has v2 = (pi/4) · (Nin − Nout)/(Nin + Nout). In
order to measure separately v2 for prompt (charm) and secondary (beauty) D and J/ψ
mesons, the prompt fraction will be determined for the in-plane and out-of-plane signal
using the impact parameter and pseudo-proper decay length fits described in the previous
sections. The statistical uncertainties on v2 were estimated considering that the relat-
ive statistical uncertainties on Nin and Nout are
√
2/(1± v2) times larger, respectively,
than those on the total raw yield Ntot. This results in the absolute statistical uncer-
tainty σv2 ≈ (pi/4) · (1 − (4 v2/pi)2)/
√
1− v22 · (σNtot/Ntot). The actual numerical values
of the uncertainties were calculated using v2(pT) for charm and beauty mesons, as in the
predictions of the BAMPS model [71].
Figure 8.21 (right) shows the v2 for charm (left) and beauty (right) with the statistical
uncertainties for Lint = 10 nb
−1. The systematic uncertainties can be expected to be
rather small, since most of them are common for the Nin and Nout raw yields and cancel
in the v2 ratio.
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Figure 8.22: Projected D-jet fragmentation z distribution for 50 GeV/c c quark jets in
central (0–10 %) Pb–Pb collisions for the current detector for 1 nb−1 and upgraded detector
for 10 nb−1 (left). Comparison of the total uncertainties (systematic and statistical added
in quadrature) for the two cases (right).
8.2.7 D meson fragmentation function in jets
The upgraded detector and the large integrated luminosity will enable the study of charm
production in jets in heavy-ion collisions, over a large range of the fragmentation mo-
mentum fraction z = pT
D/pT
Jet. Such measurements may provide insight into the energy
loss of high-momentum leading charm quarks, resulting in lower momentum (lower z) open
charm particles reconstructed in jets, as well as on the importance of gluon splitting in
heavy-flavour production [72]. The improved reconstruction of the various heavy-flavour
decay channels will largely enhance the performance for tagging jets that contain heavy
flavour.
Simulation studies with the new ITS show a modest improvement in the jet reconstruc-
tion performance (with the anti-kT algorithm and a radius R = 0.4): both the jet energy
resolution and jet energy scale determination are expected to improve by about 5 % as com-
pared to the current apparatus [73]. Concurrently, the large statistics recorded after LS2
will have a strong impact on the precision of the background characterization, resulting
in improved systematic uncertainties on measurements in heavy-ion collisions. Moreover,
the large signal-to-background ratio for D meson reconstruction with the new ITS will
directly improve the capabilities for studying the details of c-quark jet fragmentation.
Figure 8.22 shows the projected performance for the measurement of the fragmentation
function of D0 mesons within charm quark induced jets (45 < pT < 55 GeV/c) in central
Pb–Pb collisions (0–10 % centrality class). The fragmentation function shape was extrac-
ted from pp simulations with PYTHIA 8 [74]. The statistical and systematic uncertainties
for the current setup for 1 nb−1 and upgraded ITS with 10 nb−1 are shown.
For the evaluation of the measurement precision, the following parameters were con-
sidered:
• Statistics of D meson within jets for 1 and 10 nb−1 (including branching ratios of
charm quark and D0 hadronic decays) within the 10 % most central Pb–Pb collisions
and EMCAL acceptance estimated using FONLL predictions [60];
• Systematic uncertainties due to D meson reconstruction (discussed in Sec. 8.2.3);
• Systematic uncertainties due to corrections for the detector effects (jet energy scale
and jet energy resolution) for fully reconstructed jets with the two (current and
upgraded) ALICE setups.
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The reported error bars include the uncertainties from the unfolding procedure (correction
for detector effects) done via Singular Value Decomposition [75].
The existing measurements of inclusive jets suggest that the modifications of the frag-
mentation pattern is rather modest. Expecting a similar, subtle effect, for the D meson
fragmentation, it is clear that a high precision over the complete z range is crucial. In this
respect, the fragmentation pattern shown in the left panel of Fig. 8.22 is an illustration
based on an assumed shape of the distribution. The right panel of Fig. 8.22 illustrates the
relative total uncertainty on the measurement.
8.3 Low-mass dielectrons
8.3.1 Motivation
Electromagnetic radiation is produced at all stages of the collision, and since leptons
couple only weakly to the surrounding medium, their spectrum retains information of the
entire system evolution. The fundamental questions to be addressed by a comprehensive
measurement of thermal dileptons in heavy-ion collisions at the LHC are the following (for
a more detailed discussion see [4, 12]):
• The generation of hadron masses, which is driven by the spontaneous breaking of
QCD chiral symmetry in the vacuum. Chiral restoration leads to substantial modi-
fications of the vector and axial-vector spectral functions. Such modifications, in
particular of the ρ meson, can be inferred from low-mass dilepton spectra.
• The temperature of the emitting medium. The invariant mass of thermal dileptons,
in particular, is not subject to blue-shift in collectively expanding systems and there-
fore is most directly related to temperature. The study of low-mass dileptons allows
also an estimate of real direct photon production.
• The space-time evolution of the system. The fireball lifetime can be extracted from
low-mass dilepton measurements. The potential to disentangle early from late con-
tributions gives access to the evolution of collectivity and, thus, to fundamental
properties such as transport coefficients, viscosity, and the equation of state.
8.3.2 Experimental aspects and simulation inputs
The measurement of low-mass e+e− pairs in Pb–Pb collisions at LHC energies poses major
experimental challenges, because it requires acceptance for dilepton pairs at invariant
masses and transverse momenta as low as Mee ≈ pT,ee ≈ T ≈ 150 MeV. This implies
electron detection down to pT = 0.1–0.2 GeV/c. Since the production rates of thermal
dileptons are low (suppressed by ∝ α2e.m.), a very good electron identification is mandatory
for the suppression of combinatorial background from hadronic contamination. Moreover,
electrons from pi0 Dalitz decays and photon conversions (mainly from pi0 → γγ) form a
substantial combinatorial background. This demands a low material budget before the first
active detector layer and offline strategies to detect e+e− pairs from photon conversions
and Dalitz pairs for further rejection. The large combinatorial background prevents also
a straightforward online trigger scheme. Therefore, the analysis will be carried out using
minimum-bias samples.
The enhanced low-pT tracking capability of the upgraded ITS allows the track of elec-
trons down to pT ≥ 0.05 GeV/c, improving the reconstruction efficiency of photon con-
versions and Dalitz pairs for combinatorial background suppression. The better impact
parameter resolution of the upgraded ITS also enables efficient tagging of electrons from
semi-leptonic charm decays, which can be separated from prompt dileptons. In order to
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optimize the low-pT acceptance for electron identification with the TPC and TOF detect-
ors, the measurement will be carried out with a reduced value of 0.2 T for the magnetic
field in the ALICE central barrel.
The study presented here is an update of the results included in the ITS Upgrade
CDR [12] and in the ALICE Upgrade LOI [4] (see these documents for full details on the
methodology and the signal and background inputs). In the present analysis, the possible
benefit of separating electrons from charged hadrons at very low momentum using PID
information from the ITS has also been investigated. Results are presented at the level of
the final statistical and systematic uncertainties.
The physics performance is given for an integrated luminosity Lint ≈ 3 nb−1, which can
be collected in one month in a dedicated Pb–Pb run with the ALICE barrel field at 0.2 T.
The corresponding number of events is 2.5×109 in the centrality class 0–10 %, and 5×109
in the class 40–60 %.
A realistic physics input into the simulation of the expected dilepton signal is mandatory
in order to achieve a solid estimate of the physics performance. To this end, these dielectron
contributions were considered (see [4] for the details):
• The hadronic cocktail, including contributions from the decays of light pseudoscalar
and vector mesons.
• The contribution from correlated semi-leptonic charm decays.
• The calculation of thermal dilepton radiation from the hadronic phase and the QGP,
based on a hadronic many-body approach [76] and on perturbative emission rates.
• Medium-modified spectral functions and a realistic space-time evolution [77].
The measured dilepton yield is dominated by e+e− combinatorial pairs, which arise
from random combinations of tracks from uncorrelated decays, mainly pi0-Dalitz, and
from conversions. In order to estimate the combinatorial background, a sample of simu-
lated pp events with a realistic modelling of conversions via the GEANT3 transport code
and a detailed description of the ALICE apparatus was utilised. In turn, to mimic the
combinatorial background in Pb–Pb, a number of pp events were overlaid to match the
corresponding 〈dNch/dη〉 in semi-central or central Pb–Pb collisions.
8.3.3 Electron reconstruction and background rejection
Electron reconstruction is based on charged particle tracking in the ITS and the TPC.
Particle identification is included from the TPC, where a ±3σ band of the dE/dx res-
olution around the nominal electron peak position is applied. It is furthermore assumed
that the performance of the upgraded TPC in terms of tracking efficiency and dE/dx
resolution is the same as for the current TPC. Additionally, a TOF signal within ±3σ
of the TOF resolution around the nominal electron position is required to suppress had-
rons at p < 3 GeV/c. Operation at the nominal magnetic solenoid field of B = 0.5 T
implies that soft particles do not reach the TOF, leading to a drastic efficiency loss for
pT < 0.4 GeV/c. Therefore, a dedicated running period with a reduced magnetic field
of B = 0.2 T is foreseen for the measurement of low-mass dileptons. This improves the
acceptance for low-pT electrons in TOF down to pT ∼ 0.2 GeV/c.
The combinatorial background contribution can be estimated by means of like-sign pair
combinations or event-mixing techniques, and subtracted from the unlike-sign distribution.
However, a small signal-to-background ratio limits the statistical significance of the signal
and a systematic uncertainty can arise from the background subtraction method. To
minimize the contribution of combinatorial pairs, leptons from conversions and Dalitz
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decays must be identified and removed from the sample. To this end, one exploits the
improved stand-alone tracking efficiency of the upgraded ITS. As discussed above, the
tracks from the global tracking are limited to pT > 0.2 GeV/c. In the ITS stand-alone
tracking, the tracks from the remaining ITS hits not used in the global tracking are
reconstructed. These tracks are added to those from the global tracking extending the
tracking down to pT ∼ 0.06 GeV/c. In the dielectron pairs from a conversion or pi0-
Dalitz decay, one partner has typically very low energy. Therefore, using also ITS stand-
alone tracks, the probability of tagging the tracks from a conversion or Dalitz decay
is maximized. Pairs are rejected if they form a “close pair” with small invariant mass
(Mee < 0.01 GeV/c
2) and small opening angle (θee < 0.05).
The possible benefit of particle identification of the ITS stand-alone tracks was invest-
igated. To this end, the particle identification capability of the current ITS was assumed.
The usage of the ITS PID to identify soft electron partners from conversion allows one
to have a smaller reduction of signal when applying the “close pair” rejection (∼ 40 %
with PID versus ∼ 60 % without PID). This is due to the fact that, with the PID, the
rejection of pairs that are not from a conversion or a Dalitz decay is minimized. Also,
the rejection of the combinatorial background is slightly less effective, but, overall, the
signal-to-background ratio is larger if the ITS PID is used. The effect on the significance
will be quantified in the following.
Another important feature of the upgraded ITS is the improved capability to separate
prompt from displaced electrons. Prompt electrons originate from all thermal sources and
decays of the mesons (ρ, ω, φ, and the Dalitz decays of pi0, η, η′, ω). Displaced electrons
include those from semi-leptonic decays of charmed hadrons and conversions in the detector
material. The separation is based on the impact parameter (d0) to the primary vertex in
the transverse plane, which can be measured with significantly improved resolution with
the upgraded ITS. Figure 8.23 shows the efficiency of displaced electrons from conversions
and charm decays for the current and the upgraded ITS, as a function of the prompt
efficiency. While the separation of displaced electrons from charm is significantly improved
with the upgraded ITS, there is only a small improvement for conversions. The reason is
that the upgraded ITS requires also a new beam pipe with smaller radius, which is the
main converter before the first detector layer. The smaller lever arm to the primary vertex
compensates the improved intrinsic resolution of the upgraded ITS. On the other hand,
a tight cut on the d0 reduces the ratio of electrons from charm over prompt electrons
by more than a factor of two, implying a reduction of the ratio of pairs from correlated
charm decays over prompt pairs by a factor of about five. This improved capability of the
upgraded ITS is one of the key features of the ALICE upgrade to enable a measurement
of thermal radiation at the LHC despite the large background from charm, as will be
demonstrated below.
Systematic uncertainties
The dominant sources of systematic uncertainties on the dilepton measurement arise from
the large combinatorial and physical backgrounds.
The relative systematic uncertainty on the combinatorial background ∆B/B propagates
into the extracted inclusive dilepton signal error as ∆S/S = ∆B/B ·B/S. Therefore, the
effect of the ITS PID on the S/B ratio has also a direct impact on the systematic uncer-
tainty, as we will show in the next section. A conservative assumption ∆B/B = 0.25 %
was adopted, which corresponds to the uncertainty quoted by the PHENIX Collaboration
for a similar analysis [78]. The systematic uncertainty on S is calculated bin-by-bin on
the basis of the corresponding S/B.
A measurement of the thermal excess yield requires a precise subtraction of the had-
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Figure 8.23: Efficiency for electrons from charm (magenta) and conversions (blue) as a
function of the efficiency for prompt (primary) electrons, for current ITS (open symbols)
and upgraded ITS (full symbols).
ronic cocktail and the contribution from charm from the inclusive dilepton yield. For the
hadronic cocktail and the subtraction of the charm contribution, relative uncertainties of
10 % and 20 %, respectively, were assumed.
8.3.4 Results on physics performance
In the following, the results of the physics performance study are discussed.
The expected inclusive e+e− invariant mass spectrum (left-hand panel) and the excess
spectrum (right-hand panel) are shown in Fig. 8.24 (without ITS PID) and in Fig. 8.25
(with ITS PID).
The left-hand panel of Fig. 8.26 shows the significance, normalized to one event, without
ITS PID (solid green) and with ITS PID (dashed blue). The right-hand panel shows the
ratio. The lack of PID information from the ITS implies a 10–20 % reduction of the
significance.
Information on the early temperature of the system can be derived from the invariant-
mass dependence of the dilepton yield at masses Mee > 1.1 GeV/c
2 where the yield is
completely dominated by the thermal radiation from the QGP. In order to quantify the
sensitivity of the anticipated measurement, an exponential fit to the simulated spectra in
the invariant mass region 1.1 < Mee < 2 GeV/c
2 was used. In particular, the fit function
was dNee/dMee ∝M3/2ee exp(−Mee/Tfit). The fit parameter Tfit is compared to Treal, which
is derived from the same fit to the thermal input spectrum. The ratio Tfit/Treal for Pb–Pb
collisions in the 0–10 % centrality class is shown in Fig. 8.27. The temperature of the
source emitting the thermal dileptons can be measured with a precision of 8 % if the ITS
PID is used and 11 % if it is not used. This results from the deterioration by 15–20 % in
the significance of the excess spectrum, shown in Fig. 8.26. The systematic uncertainty is
estimated to be of about 20 %, independent of the usage of the ITS PID.
8.4 Hypernuclei
A hypernucleus [79, 80] is a nucleus that contains at least a strange baryon (hyperon) in
addition to protons and neutrons. The lifetime of a hypernucleus depends on the strength
of the hyperon–nucleon (YN) interaction. The study of this interaction is relevant for nuc-
lear physics and nuclear astrophysics. For example, it plays a key role in understanding the
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Figure 8.24: Inclusive e+e− invariant mass spectrum (left) and excess spectrum (right)
for 0–10 % most central Pb–Pb collisions at
√
sNN = 5.5 TeV, 2.5× 109 events. Tight d0
cut is applied. ITS PID is not applied. The green boxes show the systematic uncertainties
from the combinatorial background subtraction, the magenta boxes indicate systematic
uncertainties related to the subtraction of the cocktail and charm contribution.
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Figure 8.25: Inclusive e+e− invariant mass spectrum (left) and excess spectrum (right)
for 0–10 % most central Pb–Pb collisions at
√
sNN = 5.5 TeV, 2.5× 109 events. Tight d0
cut is applied. ITS PID is applied. The green boxes show the systematic uncertainties
from the combinatorial background subtraction, the magenta boxes indicate systematic
uncertainties related to the subtraction of the cocktail and charm contribution.
structure of neutron stars. Depending on the strength of the YN interaction, the collapsed
stellar core could consist of hyperons, strange quark matter, or a kaonic condensate.




ΛHe via their mesonic weak decays is
addressed here. In particular, the following decay channels (and charge conjugates) are
considered:
3
ΛH→ 3He + pi− , 4ΛH→ 4He + pi− , 3ΛHe→ 3He + pi− + p .
The Pb-–Pb data set collected by ALICE in 2011 only allowed for the detection of the
hypertriton 3ΛH and anti-hypertriton
3
Λ¯
H with poor significance. The detection of heavier
(anti)-hypernuclei is precluded with the present statistics.
Like for the heavy-flavour analyses, the benefit of the ALICE upgrade for the detection of
heavy nuclear states will be two-fold. On one hand, the main advantage will originate from
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Figure 8.26: Significance versus pair invariant mass with no ITS PID and with ITS PID
(left). Ratio of the significances without ITS PID / with ITS PID (right).




















with ITS PID without ITS PID
 = 5.5 TeVNNsPb-Pb, 
-1





Figure 8.27: Expected relative uncertainty on the extraction of the T parameter from a
fit to the invariant mass excess spectrum in 1.1 <Mee< 2 GeV/c
2 (see text). The results
are shown for different scenarios, with tight d0 cuts, and for 0–10 % event centrality. Error
bars show the statistical uncertainties. The green boxes show the systematic uncertainties
from the combinatorial background subtraction, the magenta boxes indicate systematic
uncertainties related to the subtraction of the cocktail and charm contribution.
the very large statistics of minimum-bias Pb–Pb events that can be collected after LS2. On
the other hand, the improved tracking resolution of the new ITS will determine a better
separation of the reconstructed signal decays from the large combinatorial background of
uncorrelated secondary tracks, thus increasing the statistical significance.
An estimation of the expected yields for hypernuclei with the upgraded ALICE detector
was made for 8× 109 collisions in the 0–10 % centrality class, corresponding to Lint =




ΛHe yields per unit of rapidity at central rapidity (dN/dy)
predicted by the statistical hadronization model for central Pb–Pb collisions at
√
sNN =
5.5 TeV are reported in [81]. For the value of the chemical freeze-out temperature that
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Table 8.5: Expected yields for three hypernuclear states (plus their antiparticles) for
central Pb–Pb collisions (0–10 %) at
√
sNN = 5.5 TeV. From left to right: hypernuclear
species, production yield from the thermal model [81], branching ratio of the considered
hypernuclear mesonic weak decay, average acceptance-times-efficiency 〈Acc×ε〉 for pT > 0
and |y| < 1, and number of expected reconstructed decays for Lint = 10 nb−1.
State dN/dy [81] B.R. 〈Acc× ε〉 Yield
3
ΛH 1× 10−4 25 % [82] 11 % 44000
4
ΛH 2× 10−7 50 % [82] 7 % 110
4
ΛHe 2× 10−7 32 % [83] 8 % 130
Figure 8.28: Expected invariant mass distribution for 3ΛH (plus antiparticle) reconstruc-
tion in Pb–Pb collisions (0–10 % centrality class), corresponding to Lint = 10 nb
−1.
currently best describes the LHC data (Tch = 156 MeV), the expected hypertriton yield
is dN/dy = 1× 10−4. For the 4ΛH a value dN/dy = 2× 10−7 is predicted, and it is
reasonable to assume the same value for the 4ΛHe, which has a similar mass.
For the estimation of the number of reconstructed hypernuclei, the decay branching
ratios (B.R.) and the acceptance and efficiency factors were taken into account. The
latter were estimated using a simulation sample with a detailed description of the new
ITS. The hypernuclei were generated with a flat transverse momentum distribution and
|y| < 1. The average acceptance-times-efficiency for pT > 0 and |y| < 1 was obtained by
convoluting the simulation result with a blast-wave parametrization of the pT distribution





from [83] for 4ΛHe. Table 8.5 shows the production yields (dN/dy for T = 156 MeV), the
B.R., the average acceptance-times-efficiency and the expected number of reconstructed
decays for Pb–Pb events in the 0–10 % centrality class.
An estimation of the expected background was carried out for the 3ΛH state. A simulation
sample generated with HIJING and including a detailed description of the new ITS was
used to this purpose. The resulting background was scaled by the ratio of the background
observed in data and in HIJING simulations with the current ITS, in order to account for
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inaccuracies in the description of the physical backgrounds (primary and secondary 3He)
in the simulation. For pT > 2 GeV/c, the signal-to-background ratio and the significance
are expected to be of about 0.1 and 60 (for Lint = 10 nb
−1), respectively. Figure 8.28
shows the corresponding invariant mass distribution for (3He, pi) and charge conjugates.
8.5 Summary of the physics reach
The physics reach for various observables is summarised in Tab. 8.6 in terms of minimum
accessible pT and of statistical uncertainties. We consider a scenario with an integrated
luminosity of 10 nb−1, fully used for minimum-bias data collection, and a low-magnetic-
field run with 3 nb−1 of integrated luminosity for the low-mass dielectron study. The case
of the programme up to Long Shutdown 2 is shown for comparison. In this case a delivered
luminosity of 1 nb−1 is assumed, out of which 10% is recorded with a minimum-bias trigger.
Note that, in general, the systematic uncertainties are expected to be significantly reduced
in the upgrade case.
Table 8.6: Summary of the physics reach: minimum accessible pT and relative statistical
uncertainty in Pb–Pb collisions for an integrated luminosity of 10 nb−1. For heavy flavour,
the statistical uncertainties are given at the maximum between pT = 2 GeV/c and p
min
T .
For elliptic flow measurements, the value of v2 used to calculate the relative statistical
uncertainty σv2/v2 is given in parenthesis. The case of the programme up to Long Shut-
down 2, with a luminosity of 0.1 nb−1 collected with minimum-bias trigger, is shown for
comparison.
Current, 0.1 nb−1 Upgrade, 10 nb−1
Observable pminT statistical p
min
T statistical
(GeV/c) uncertainty (GeV/c) uncertainty
Heavy Flavour
D meson RAA 1 10 % 0 0.3 %
Ds meson RAA 4 15 % < 2 3 %
D meson from B RAA 3 30 % 2 1 %
J/ψ from B RAA 1.5 15 % (pT-int.) 1 5 %
B+ yield not accessible 2 10 %
Λc RAA not accessible 2 15 %
Λc/D
0 ratio not accessible 2 15 %
Λb yield not accessible 7 20 %
D meson v2 (v2 = 0.2) 1 10 % 0 0.2 %
Ds meson v2 (v2 = 0.2) not accessible < 2 8 %
D from B v2 (v2 = 0.05) not accessible 2 8 %
J/ψ from B v2 (v2 = 0.05) not accessible 1 60 %
Λc v2 (v2 = 0.15) not accessible 3 20 %
Dielectrons
Temperature (intermediate mass) not accessible 10 %
Elliptic flow (v2 = 0.1) [4] not accessible 10 %
Low-mass spectral function [4] not accessible 0.3 20 %
Hypernuclei
3
ΛH yield 2 18 % 2 1.7 %
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A Explorer measurement summary
The following tables show a comprehensive summary of the results of the laboratory and
test beam campaign for the Explorer-0 and Explorer-1 sensors. The measurements have
been performed at different back bias voltages of −1 V and −6 V and before and after
irradiation with 1 MeV neq/cm
2. Results for the different pixels in all nine sectors for
seed SNR, measured using a 4 GeV/c electron beam, noise and cluster charge collection
efficiencies are presented. Differences between the diode shapes of the pixels in each of the
sectors are indicated in the left four columns of the tables.
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B Alternative Stave implementation options
B.1 Microchannel cooling systems
Two alternative cooling options to the Cold Plate with embedded pipes are being explored
for the Inner Barrel Stave: they are based on a microchannel array fabricated either in a
polyimide or a silicon substrate.
B.1.1 Polyimide microchannels
The polyimide microchannels structure is a system of parallel and rectangular cross-section
microchannels manufactured in a polyimide substrate, which is directly glued to the Pixel
Chips (Fig. B.1). The structure is a multilayer polyimide stack-up made of a layer of
Pyralux LF110 at the bottom, a Photoimageable PC1020 layer in the middle and a Pyralux
LF110 layer glued on the top. The rectangular pattern defining the channels is created
with a photolithography process performed at 180 ◦C and the cover is made of a foil of
LF7001, which is hot pressed on the top of the substrate where the channels are engraved.
The full structure is then thermally cured at 180 ◦C for ten hours in order to achieve its
ultimate end-use properties.
Figure B.1: a) Sketch of the polyimide cooling system interfacing silicon sensors; b)
schematic view of the polyimide microchannels cross section.
A polyimide structure, with 16 microchannels of 0.8 mm× 0.3 mm cross section each,
was glued to a wound truss carbon-fiber structure as shown in Fig. B.2 . The prototype was
equipped with nine blank silicon pieces, 0.5 mm thick, 15 mm wide and 30 mm long. Both
thermal and mechanical behaviour of the microchannels were tested [84]. The thermo-
fluid dynamic tests were performed starting with a simplified configuration where inlet
and outlet were located at the opposite end. The performance of the final prototype with
the inlet and outlet at the same end were studied at fixed width channel of 0.8 mm and
by varying the height from 0.2 mm to 0.35 mm. Demineralized water was used as coolant
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in single phase at about 15 ◦C at the inlet and heat flux was varied from 100 mW cm−2 to
300 mW cm−2 by a Kapton heater glued on the microchannels surface. The temperature
distribution above the heated surface was measured with a thermal infrared camera as
shown in Fig. B.3.
Figure B.2: a) Front view and b) back view of a dummy Module interfacing the polyimide
microchannel structure; c) sketch of the hydraulic connector that is used also for the
mechanical fixation; d) zoom of inlet/outlet and e) zoom of the reverse flow zone of the
polyimide microchannel structure.
This on-detector cooling system has been demonstrated to be able to dissipate a power
density ranging from 100 mW cm−2 to 300 mW cm−2 without exceeding 30 ◦C in leakless
mode [85]; the total pressure drop along the structure was measured to be 0.3 bar. The
estimated material budget of such a structure is 0.13 % X0. Mechanical tests were per-
formed to verify the leak tightness and pressure resistance. Neither leak nor delamination
were observed up to a coolant pressure of 10 bar. The polyimide compatibility with water
was successfully verified in a long term test in static and dynamic condition. Moreover,
the fatigue behaviour of the thermal contact between heater and microchannels was tested
by thermal and pressure cycles. Thermal contact efficiency did not show any worsening.
Figure B.3: The dummy Module under test with 16 microchannels 0.8 mm× 0.3 mm
equipped with the heater glued on the surface: a) picture, b) thermografic image and c)
temperature profiles. The test codtions are: 300 mW cm−2 power density, 1.4 l h−1 water
flow rate and 14.9 ◦C water temperature at the inlet.
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B.1.2 Evaporative cooling with silicon microchannels
Silicon microchannel cooling has gained a huge attention over the last years for applica-
tions on computer chip cooling [86, 87]. The high heat transfer coefficient at the micro
scale and the compact design achievable with microfabrication techniques favour the integ-
ration of silicon microchannels into the electronics during the packaging process. Recently,
silicon microchannels started to be considered also for application on particle detectors
cooling [88]. In the PH-DT group at CERN, several studies are on-going to investigate
the application of silicon microchannels for on-detectors electronics cooling [89, 90].
For cooling the Inner Layers of the future ALICE ITS detector, special silicon frames
with embedded microchannels are under study for flow boiling of perfluorobutane (C4F10).
The study is carried out in collaboration with the PH-DT group at CERN, the Two-
phase Heat Transfer group at the University of Padova, the CMi and LTCM groups at
EPFL (E´cole Polytechnique Fe´de´rale de Lausanne) and the Thai Micro Electronic Centre
(TMEC) in Thailand.
For the minimization of the material budget contribution from the cooling system, a spe-
cial device with a frame design (Fig. B.4) was realized: this design eliminates any material
contribution in the inner region while keeping all the advantages linked to microchannel
cooling.
Figure B.4: The silicon frame with embedded microchannels (left) and a particular of
the inlet manifold (right).
The first prototypes of silicon microchannels were fabricated at the class 100 clean-room
of the Centre of MicroNano Technology at EPFL on 4 inch 〈100〉 380 µm thick Czochralski
silicon wafers.
The thermal tests of the prototypes showed that the system is able to remove the
power dissipated by the on-detector electronics, keeping the sensors within the operational
constraints, as shown in Fig. B.5.
The size of the silicon prototypes is limited by the diameter of the silicon wafers; even
using an 8” wafer, it would not be possible to reach the length of the Inner Barrel Staves.
Preliminary tests executed with three cooling frames connected in parallel with an external
mini-pipe have proved that a whole Stave can be efficiently cooled by an appropriate
combination of shorter frames.
For this reason, a big effort was devoted to studying a reliable interconnection between
several cooling devices in a full Stave prototype. As shown in Fig. B.6, each cooling device
in the Stave will have its own inlet and outlet manifolds. Then, a distribution line running
from the Stave inlet to the last device will provide the refrigerant distribution and a similar
channel on the other side will recollect the vapor from the outlet manifold to the inlet of
the Stave. This arrangement helps to keep the total pressure drop along the Stave low
and places all the Stave hydraulic connections on one side only, as required.
The problem of the continuation of the distribution lines from one frame to the following
is solved using a micro-fabricated fluidic bridge (Fig. B.7). The system, already success-
fully assembled and hydraulically tested, will be soon tested under nominal thermal load
using microfabricated silicon dummy chips simulating the power dissipation of the pixel
chips.
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Figure B.5: The silicon dummy chip instrumented with thermocouples (a), IR image
of the dummy chip at the nominal dissipation heat flux Pdiss = 300 mW cm
−2 (b), the
temperature profile along the microchannels (c) and radial temperature profiles at different
longitudinal location (d).
Figure B.6: Interconnection of silicon frames for the Stave cooling.
A new version of the silicon microchannel cooling prototype is under fabrication at the
Thai Micro Electronic Centre (TMEC). The production will be carried out on 6” wafers,
reducing to only two the number of frames needed to match the length of the Stave.
This new prototype is designed with optimized silicon thickness in order to minimize the
material budget contribution of the system.
Dummy prototypes with the same design are also under fabrication at the CMi clean
room for mechanical tests: modal tests and thermal expansion tests will be performed.
Figure B.7: The continuation of the distribution line (left) is obtained with the installa-
tion of a micro-fabricated bridge (center). Pyrex-silicon bridge prototype installed at the
intersection between two frames
In addition, optimal integration into the Low Mass Carbon Fibre structure developed
for the ITS inner layers is presently under study (Figure B.8).
B.2 Chips embedding in flex
A promising alternative to laser soldering consists in embedding the chips inside the FPC
during the fabrication process. An overview of the process flow of this technology is
given in Fig. B.9. The base material for the package is polyimide coated on a rigid carrier
J. Phys. G: Nucl. Part. Phys. 41 (2014) 087002 The ALICE Collaboration
170
Figure B.8: Concept of the integration of the silicon micro-channel frames into the ITS
IL stave.
(e.g. 1 mm thick Cu plate). The Pixel Chips are placed and glued face up on the polyimide
layer using an epoxy resin by Krempel as adhesive material. After curing such as resin at
180 ◦C for two hours, a top polyimide layer is coated on top of the fixed dies. Finally, vias
are opened by traditional lithography and metallised, thus generating the interconnection
directly without any soldering. In this case, the rigid carrier is partially removed in the
region where the chip-embedded FPC has to be glued and finally the external frame is cut
away by precision laser cutting. A first dummy prototype of a full IB HIC with nine chips
is shown in Fig. B.10
Figure B.9: Process flow of chip embedding in flex.
B.3 Serial powering
Since the Power Bus for the Outer Barrel Staves represents a significant fraction of the
material, especially in Layer 5 and Layer 6, an alternative powering scheme for reducing
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Figure B.10: First dummy prototype of a full IB HIC with nine chips embedded inside
the FPC (top) and a detail view of the edge (bottom).
the amount of aluminium needed, which is proportional to the current required by the
Pixel Chips, is under study.
A way to reduce the current in the PB is by connecting in series the analogue and
digital power of all Modules on a Stave. Such a serial powering scheme requires feeding
each chain with a current source instead of a voltage source and a local shunt regulator for
each Module. The PB can then be replaced by a common ground return bus of non-critical
impedance. The development of a shunt regulator, which could be included in the final
chip design or mounted seperately on each Module, is currently under investigation. For
Layers 5 and 6, this would reduce the current and amount of aluminium in the PB by
a factor of seven. However, this solution would require the ground of one Module to be
connected to the analogue and digital power plane of the next Module and the Module
interconnection scheme could make the assembly procedure too costly. Also the signal
distribution would have to be adapted since all signals would need to be translated from
the local Module potential to the common potential of the read-out system.
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ASIC Application Specific Integrated Circuit.
AVDD Analogue Positive Supply Voltage.
BER Bit Error Rate.
CA Cellular Automaton.
CCE Charge Collection Efficiency.
CCSS Cylindrical and Conical Structural Shells.
CDF Cumulative Distribution Function.
CDR Conceptual Design Report.
CDS Correlated Double Sampling.
CFRP Carbon Fibre Reinforced Plastic.
CMM Control Measuring Machine.
CMOS Complementary Metal-Oxide-Semiconductor.
COSS Conical Structural Shells.
COTS Commercial Off-The-Shelf.
CRU Common Read-out Unit.
CTE Coefficient of Thermal Expansion.
CTLE Constant Time Linear Equalisation.
CVD Chemical Vapour Deposition.




DBG Dice Before Grind.
DC Direct Current.
DCA Distance of Closest Approach.
DCS Detector Control System.
DGND Digital Ground.
DPL Deputy Project Leader.
DVDD Digital Positive Supply Voltage.
EMCAL Electromagnetic Calorimeter.
EMI Electromagnetic Interference.
ENC Equivalent Noise Charge.
EP Event Plane.
ESD Event Summary Data.
FDR Flexible Data Routing.
FET Fast Estimation Tool.
FIFO First In, First Out.
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FIT Fast Interaction Trigger.
FMCT Fast Monte Carlo Tool.
FMD Forward Multiplicity Detectors.
FPC Flexible Printed Circuit.
FPGA Field Programmable Gate Array.
FPN Fixed Pattern Noise.
FSBB Full-Scale Building Block.
FWHM Full Width at Half Maximum.
GDSII Graphic Database System II.
GEM Gas Electron Multiplier.
HFT Heavy Flavor Tracker.
HIC Hybrid Integrated Circuit.
HL-LHC High-Luminosity LHC.
HLT High Level Trigger.
HSO High Speed Output.
HV High Voltage.
IB Inner Barrel.
ILC International Linear Collider.
IP Intellectual Property.
ITS Inner Tracking System.
LED Light-Emitting Diode.
LHCC LHC Experiments Committee.
LOI Letter of Intent.
LS Long Shutdown.
LV Low Voltage.
MAPS Monolithic Active Pixel Sensor.
MC Monte Carlo.
MFT Muon Forward Telescope.
MIP Minimum Ionising Particle.
MOSFET Metal-Oxide Semiconductor Field-Effect Transistor.
MPV Most Probable Value.
MPW Multi-Project Wafer.
NEG Non-Evaporable Getter.
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pQCD perturbative QCD.





RMS Root Mean Square.
RTS Random Telegraph Signal.
RU Read-out Unit.
SDD Silicon Drift Detector.
SEL Single Event Latchup.
SEM Scanning Electron Microscope.
SEU Single Event Upset.
SF Space Frame.
SNR Signal-to-Noise Ratio.
SPD Silicon Pixel Detector.
SPS Super Proton Synchrotron.
SpTAB Single point Tape Automated Bonding.
SRAM Static RAM.
SRP Spreading Resistance Profiling.
SSD Silicon Strip Detector.
TC Technical Coordinator.
TDR Technical Design Report.
TID Total Ionising Dose.
TMEC Thai Micro Electronic Centre.
TN Temporal Noise.
TOF Time of Flight.
TPC Time Projection Chamber.
TRD Transition Radiation Detector.
UHV Ultra-High Vacuum.
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